
 

 
CHAPTER 1 ADMINISTRATION 
 
SECTION 101 SCOPE 
 
101.2 Scope. 
The provisions of this code shall apply to the construction, alteration, movement, 
enlargement, replacement, repair, equipment, use and occupancy, location, maintenance, 
removal and demolition of every building or structure or any appurtenances connected or 
attached to such buildings or structures. 
Exceptions: 
1. Detached one- and two-family dwellings and multiple single-family dwellings (town 
houses) not more than three stories above grade plane in height with a separate means of 
egress and their accessory structures shall comply with the International Residential 
Code. 
2. Existing buildings undergoing repair, alterations or additions and change of occupancy 
shall be permitted to comply with the International Existing Building Code. 
 
SECTION 102 APPLICABILITY 
 
102.1 General 
Where, in any specific case, different sections of this code specify different materials, 
methods of construction or other requirements, the most restrictive shall govern. Where 
there is a conflict between a general requirement and a specific requirement, the specific 
requirement shall be applicable. 
 
102.4 Referenced codes and standards 
The codes and standards referenced in this code shall be considered part of the 
requirements of this code to the prescribed extent of each such reference. Where 
differences occur between provisions of this code and referenced codes and standards, the 
provisions of this code shall apply. 
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CHAPTER 2 DEFINITIONS 
 
SECTION 201 GENERAL  
 
201.1 Scope. 
Unless otherwise expressly stated, the following words and terms shall, for the purposes 
of this code, have the meanings shown in this chapter. 
 
201.2 Interchangeability.  
Words used in the present tense include the future; words stated in the masculine gender 
include the feminine and neuter; the singular number includes the plural and the plural, 
the singular. 
 
201.3 Terms defined in other codes. 
Where terms are not defined in this code and are defined in the International Fuel Gas 
Code, International Fire Code, International Mechanical Code or International Plumbing 
Code, such terms shall have the meanings ascribed to them as in those codes. 
 
201.4 Terms not defined. 
Where terms are not defined through the methods authorized by this section, such terms 
shall have ordinarily accepted meanings such as the context implies. 
 
SECTION 202 DEFINITIONS  
 
Addition An extension or increase in floor area or height of a building or structure. 
 
Area, building (502.1) The area included within surrounding exterior walls (or exterior 
walls and firewalls) exclusive of vent shafts and courts. Areas of the building not 
provided with surrounding walls shall be included in the building area if such areas are 
included within the horizontal projection of the roof or floor above. 
 
Base flood elevation (1612.2) The elevation of the base flood, including wave height, 
relative to the National Geodetic Vertical Datum (NGVD), North American Vertical 
Datum (NAVD) or other datum specified on the Flood Insurance Rate Map (FIRM). 
 
Building  Any structure used or intended for supporting or sheltering any use or 
occupancy. 
 
Design flood elevation (1612.2)  The flood associated with the greater of the following 
two areas: 
 1. Area with a flood plain subject to a 1-percent or greater chance of  
 flooding in any year; or  
 2. Area designated as a flood hazard area on a community’s flood hazard  
 map, or otherwise legally designated. 
 
Dwelling  A building that contains one or two dwelling units used, intended or designed 
to be used, rented, leased, let or hired out to be occupied for living purposes. 



 
Existing structure A structure erected prior to the date of adoption of the appropriate 
code, or one for which a legal building permit has been issued. 
 
Habitable space A space in a building for living, sleeping, eating or cooking. 
Bathrooms, toilet rooms, closets, halls, storage or utility spaces and similar areas are not 
considered habitable spaces. 
 
Occupiable space  A room or enclosed space designed for human occupancy in which 
individuals congregate for amusement, educational or similar purposes or in which 
occupants are engaged at labor, and which is equipped with means of egress and light and 
ventilation facilities meeting the requirements of this code. 
 
Sleeping unit  A room or space in which people sleep, which can also include permanent 
provisions for living, eating, and either sanitation or kitchen facilities but not both. Such 
rooms and spaces that are also part of a dwelling unit are not sleeping units. 
 
CHAPTER 3 USE AND OCCUPANCY CLASSIFICATION 
 
SECTION 302 CLASSIFICATIONS 
 
302.1 General 
Structures or portions of structures shall be classified with respect to occupancy in one or 
more of the groups listed below. Structures with multiple uses shall be classified 
according to Section 302.3. Where a structure is proposed for a purpose which is not 
specifically provided for in this code, such structure shall be classified in the group which 
the occupancy most nearly resembles, according to the fire safety and relative hazard 
involved. 
1. Assembly (see Section 303): Groups A-1, A-2, A-3, A-4 and A-5 
2. Business (see Section 304): Group B 
3. Educational (see Section 305): Group E 
4. Factory and Industrial (see Section 306): Groups F-1 and F-2 
5. High Hazard (see Section 307): Groups H-1, H-2, H-3, H-4 and H-5 
6. Institutional (see Section 308): Groups I-1, I-2, I-3 and I-4 
7. Mercantile (see Section 309): Group M 
8. Residential (see Section 310): Groups R-1, R-2, R-3 as applicable in Section 101.2, 
and R-4 
9. Storage (see Section 311): Groups S-1 and S-2 
10. Utility and Miscellaneous (see Section 312): Group U 
 
302.4 Spaces used for different purposes. 
A room or space that is intended to be occupied at different times for different purposes 
shall comply with all the requirements that are applicable to each of the purposes for 
which the room or space will be occupied. 



SECTION 303 ASSEMBLY GROUP A  
 
303.1 Assembly Group A. 
Assembly Group A occupancy includes, among others, the use of a building or structure, 
or a portion thereof, for the gathering together of persons for purposes such as civic, 
social or religious functions, recreation, food or drink consumption or awaiting 
transportation. A room or space used for assembly purposes by less than 50 persons and 
accessory to another occupancy shall be included as a part of that occupancy. Assembly 
areas with less than 750 square feet (69.7 m2) and which are accessory to another 
occupancy according to Section 302.2.1 are not assembly occupancies. Assembly 
occupancies which are accessory to Group E in accordance with Section 302.2 are not 
considered assembly occupancies. Religious educational rooms and religious auditoriums 
which are accessory to churches in accordance with Section 302.2 and which have 
occupant loads of less than 100 shall be classified as A-3. Assembly occupancies shall 
include the following: 
 
A-1 Assembly uses, usually with fixed seating, intended for the production and viewing 
of the performing arts or motion pictures including, but not limited to: 
Motion picture theaters  
Symphony and concert halls  
Television and radio studios admitting an audience  
Theaters  
 
A-2 Assembly uses intended for food and/or drink consumption including, but not 
limited to: 
Banquet halls  
Night clubs  
Restaurants  
Taverns and bars   
 
A-3 Assembly uses intended for worship, recreation or amusement and other assembly 
uses not classified elsewhere in Group A including, but not limited to: 
Amusement arcades  
Art galleries  
Bowling alleys  
Churches Community halls  
Courtrooms Dance halls (not including food or drink consumption) 
Exhibition halls  
Funeral parlors  
Gymnasiums (without spectator seating) 
Indoor swimming pools (without spectator seating) 
Indoor tennis courts (without spectator seating) 
Lecture halls  
Libraries  
Museums  
Waiting areas in transportation terminals 
Pool and billiard parlors  
 



A-4 Assembly uses intended for viewing of indoor sporting events and activities with 
spectator seating including, but not limited to: 
Arenas  
Skating rinks  
Swimming pools  
Tennis courts  
A-5 Assembly uses intended for participation in or viewing outdoor activities including, 
but not limited to: 
Amusement park structures  
Bleachers  
Grandstands  
Stadiums  
 
303.1.1 Nonaccessory assembly use. 
A building or tenant space used for assembly purposes by less than 50 persons shall be 
considered a Group B occupancy. 
 
SECTION 308 INSTITUTIONAL GROUP I 
 
308.1 Institutional Group I. 
Institutional Group I occupancy includes, among others, the use of a building or structure, 
or a portion thereof, in which people are cared for or live in a supervised environment, 
having physical limitations because of health or age are harbored for medical treatment or 
other care or treatment, or in which people are detained for penal or correctional purposes 
or in which the liberty of the occupants is restricted. Institutional occupancies shall be 
classified as Group I-1, I-2, I-3 or I-4. 
 
308.2 Group I-1. 
This occupancy shall include buildings, structures or parts thereof housing more than 16 
persons, on a 24-hour basis, who because of age, mental disability or other reasons, live 
in a supervised residential environment that provides personal care services. The 
occupants are capable of responding to an emergency situation without physical 
assistance from staff. This group shall include, but not be limited to, the following: 
Residential board and care facilities  
Assisted living facilities  
Halfway houses  
Group homes  
Congregate care facilities  
Social rehabilitation facilities  
Alcohol and drug centers  
Convalescent facilities  
 
A facility such as the above with five or fewer persons shall be classified as a Group R-3 
or shall comply with the International Residential Code in accordance with Section 101.2. 
A facility such as above, housing at least six and not more than 16 persons, shall be 
classified as Group R-4. 
 
 



308.3 Group I-2. 
This occupancy shall include buildings and structures used for medical, surgical, 
psychiatric, nursing or custodial care on a 24-hour basis of more than five persons who 
are not capable of self-preservation. This group shall include, but not be limited to, the 
following: 
Hospitals  
Nursing homes (both intermediate-care facilities and skilled nursing facilities) 
Mental hospitals  
Detoxification facilities  
 
A facility such as the above with five or fewer persons shall be classified as Group R-3 or 
shall comply with the International Residential Code in accordance with Section 101.2. 
 
308.3.1 Child care facility. 
A child care facility that provides care on a 24-hour basis to more than five children 21/2 
years of age or less shall be classified as Group I-2. 
 
308.4 Group I-3. 
This occupancy shall include buildings and structures that are inhabited by more than five 
persons who are under restraint or security. An I-3 facility is occupied by persons who 
are generally incapable of self-preservation due to security measures not under the 
occupants’ control. This group shall include, but not be limited to, the following: 
Prisons  
Jails  
Reformatories  
Detention centers  
Correctional centers prerelease centers  
 
Buildings of Group I-3 shall be classified as one of the occupancy conditions indicated in 
Sections 308.4.1 through 308.4.5 (see Section 408.1). 
 
308.5 Group I-4, day care facilities. 
This group shall include buildings and structures occupied by persons of any age who 
receive custodial care for less than 24 hours by individuals other than parents or 
guardians, relatives by blood, marriage or adoption, and in a place other than the home of 
the person cared for. A facility such as the above with five or fewer persons shall be 
classified as a Group R-3 or shall comply with the International Residential Code in 
accordance with Section 101.2. Places of worship during religious functions are not 
included. 
 
308.5.1 Adult care facility. 
A facility that provides accommodations for less than 24 hours for more than five 
unrelated adults and provides supervision and personal care services shall be classified as 
Group I-4. 
Exception: A facility where occupants are capable of responding to an emergency 
situation without physical assistance from the staff shall be classified as Group A-3. 
 
 



308.5.2 Child care facility.  
A facility that provides supervision and personal care on less than a 24-hour basis for 
more than five children 21/2 years of age or less shall be classified as Group I-4. 
Exception: A child day care facility that provides care for more than five but no more 
than 100 children 21/2 years or less of age, when the rooms where such children are 
cared for are located on the level of exit discharge and each of these child care rooms has 
an exit door directly to the exterior, shall be classified as Group E. 
 
SECTION 310 RESIDENTIAL GROUP R  
 
310.1 Residential Group R. 
Residential Group R includes, among others, the use of a building or structure, or a 
portion thereof, for sleeping purposes when not classified as an Institutional Group I. 
Residential occupancies shall include the following: 
 
R-1 Residential occupancies where the occupants are primarily transient in nature, 
including: 
Boarding houses (transient) 
Hotels (transient) 
Motels (transient) 
 
R-2 Residential occupancies containing sleeping units or more than two dwelling units 
where the occupants are primarily permanent in nature, including: 
Apartment houses  
Boarding houses (not transient) 
Convents  
Dormitories  
Fraternities and sororities  
Monasteries  
Vacation timeshare properties  
Hotels (nontransient) 
Motels (nontransient) 
 
R-3 Residential occupancies where the occupants are primarily permanent in nature and 
not classified as R-1, R-2, R-4 or I and where buildings do not contain more than two 
dwelling units as applicable in Section 101.2, or adult and child care facilities that 
provide accommodations for five or fewer persons of any age for less than 24 hours. 
Adult and child care facilities that are within a single-family home are permitted to 
comply with the International Residential Code in accordance with Section 101.2. 
 
R-4 Residential occupancies shall include buildings arranged for occupancy as 
residential care/assisted living facilities including more than five but not more than 16 
occupants, excluding staff. 
 
Group R-4 occupancies shall meet the requirements for construction as defined for 
Group R-3 except as otherwise provided for in this code or shall comply with the 
International Residential Code in accordance with Section 101.2. 



310.2 Definitions. 
The following words and terms shall, for the purposes of this section and as used 
elsewhere in this code, have the meanings shown herein. 
 
BOARDING HOUSE. A building arranged or used for lodging for compensation, with 
or without meals, and not occupied as a single-family unit. 
 
DORMITORY. A space in a building where group sleeping accommodations are 
provided in one room, or in a series of closely associated rooms, for persons not members 
of the same family group, under joint occupancy and single management, as in college 
dormitories or fraternity houses. 
 
DWELLING UNIT. A single unit providing complete, independent living facilities for 
one or more persons, including permanent provisions for living, sleeping, eating, cooking 
and sanitation. 
 
PERSONAL CARE SERVICE. The care of residents who do not require chronic or 
convalescent medical or nursing care. Personal care involves responsibility for the safety 
of the resident while inside the building. 
 
RESIDENTIAL CARE/ASSISTED LIVING FACILITIES. A building or part thereof 
housing persons, on a 24-hour basis, who because of age, mental disability or other 
reasons, live in a supervised residential environment which provides personal care 
services. The occupants are capable of responding to an emergency situation without 
physical assistance from staff. This classification shall include, but not be limited to, the 
following: residential board and care facilities, assisted living facilities, halfway houses, 
group homes, congregate care facilities, social rehabilitation facilities, alcohol and drug 
abuse centers and convalescent facilities. 



 
SECTION 311 STORAGE GROUP S  
 
311.1 Storage Group S. Storage Group S occupancy includes, among others, the use of a 
building or structure, or a portion thereof, for storage that is not classified as a hazardous 
occupancy. 
 
311.3 Low-hazard storage, Group S-2. 
Includes, among others, buildings used for the storage of noncombustible materials such 
as products on wood pallets or in paper cartons with or without single thickness divisions; 
or in paper wrappings. Such products are permitted to have a negligible amount of plastic 
trim, such as knobs, handles or film wrapping. Storage uses shall include, but not be 
limited to, storage of the following: 
Aircraft hangar  
Asbestos  
Beverages up to and including 12-percent alcohol in metal, glass or ceramic containers  
Cement in bags  
Chalk and crayons  
Dairy products in nonwaxed coated paper containers  
Dry cell batteries  
Electrical coils  
Electrical motors  
Empty cans  
Food products  
Foods in noncombustible containers  
Fresh fruits and vegetables in nonplastic trays or containers  
Frozen foods  
Glass  
Glass bottles, empty or filled with noncombustible liquids  
Gypsum board Inert pigments  
Ivory  
Meats  
Metal cabinets  
Metal desks with plastic tops and trim  
Metal parts  
Metals  
Mirrors  
Oil-filled and other types of distribution transformers  
Parking garages, open or enclosed porcelain and pottery  
Stoves  
Talc and soapstones  
Washers and dryers 



SECTION 312 UTILITY AND MISCELLANEOUS GROUP U  
 
312.1 General. 
Buildings and structures of an accessory character and miscellaneous structures not 
classified in any specific occupancy shall be constructed, equipped and maintained to 
conform to the requirements of this code commensurate with the fire and life hazard 
incidental to their occupancy. Group U shall include, but not be limited to, the following: 
Agricultural buildings  
Aircraft hangars, accessory to a one- or two-family residence (see Section 412.3) 
Barns  
Carports  
Fences more than 6 feet (1829 mm) high  
Grain silos, accessory to a residential occupancy  
Greenhouses  
Livestock shelters private garages  
Retaining walls  
Sheds  
Stables  
Tanks 
Towers 
 
CHAPTER 9 FIRE PROTECTION SYSTEMS 
 
SECTION 902 DEFINITIONS  
 
Alarm notification appliance, A fire alarm system component such as a bell, horn, 
speaker, light or text display that provides audible, tactile or visible outputs, or any 
combination thereof. 
 
Audible alarm notification appliance, A notification appliance that alerts by the sense 
of hearing. 
 
Multiple-station smoke alarm, Two or more single-station alarm devices that are 
capable of interconnection such that actuation of one causes all integral or separate 
audible alarms to operate. 
 
Visible alarm notification appliances  A notification appliance that alerts by the sense 
of sight. 
 
SECTION 907 FIRE ALARM AND DETECTION SYSTEM 
 
[F] 907.9 Alarm notification appliances. Alarm notification appliances shall be 
provided and shall be listed for their purpose. 



 
[F] 907.9.1 Visible alarms.  Visible alarm notification appliances shall be provided in 
accordance with Sections 907.9.1.1 through 907.9.1.3. 
Exceptions: 
1. Visible alarm notification appliances are not required in alterations, except where an 
existing fire alarm system is upgraded or replaced, or a new fire alarm system is installed. 
2. Visible alarm notification appliances shall not be required in exits as defined in Section 
1002.1. 
 
[F] 907.9.1.1 Public and common areas.  Visible alarm notification appliances shall be 
provided in public areas and common areas. 
 
[F] 907.9.1.2 Employee work areas.  Where employee work areas have audible alarm 
coverage, the wiring systems shall be designed so that visible alarm notification 
appliances can be integrated into the alarm system. 
 
[F] TABLE 907.9.1.3 VISIBLE AND AUDIBLE ALARMS  
NUMBER OF  SLEEPING UNITS WITH  
SLEEPING UNITS  VISIBLE AND AUDIBLE ALARMS 
6 to 25  2  

26 to 50  4  
51 to 75  7  
76 to 100  9  
101 to 150  12  
151 to 200  14  
201 to 300  17  
301 to 400  20  
401 to 500  22  
501 to 1,000  5% of total  
1,001 and over  50 plus 3 for each 100 over 1,000  
 
 
907.9.1.4 Group R-2. 
In Group R-2 occupancies required by Section 907 to have a fire alarm system, all 
dwelling units and sleeping units shall be provided with the capability to support visible 
alarm notification appliances in accordance with ICC A117.1. 



907.9.2 Audible alarms. 
Audible alarm notification appliances shall be provided and shall sound a distinctive 
sound that is not to be used for any purpose other than that of a fire alarm. The audible 
alarm notification appliances shall provide a sound pressure level of 15 decibels (dBA) 
above the average ambient sound level or 5 dBA above the maximum sound level having 
a duration of at least 60 seconds, whichever is greater, in every occupied space within the 
building. The minimum sound pressure levels shall be: 70 dBA in occupancies in Groups 
R and I-1; 90 dBA in mechanical equipment rooms and 60 dBA in other occupancies. 
The maximum sound pressure level for audible alarm notification appliances shall be 120 
dBA at the minimum hearing distance from the audible appliance. Where the average 
ambient noise is greater than 105 dBA, visible alarm notification appliances shall be 
provided in accordance with NFPA72 and audible alarm notification appliances shall not 
be required. 
Exception: Visible alarm notification appliances shall be allowed in lieu of audible alarm 
notification appliances in critical-care areas of Group I-2 occupancies. 
 
CHAPTER 10 MEANS OF EGRESS 
Note:  Chapter 10 of the 2003 IBC was reformatted into 25 sections 
 

SECTION 1002 DEFINITIONS 
 
Accessible means of egress A continuous and unobstructed way of egress travel from 
any point in a building or facility that provides an accessible route to an area of refuge, a 
horizontal exit or a public way. 
 
Aisle accessway that portion of an exit access that leads to an aisle. 
 
Area of refuge An area where persons unable to use stairways can remain temporarily to 
await instructions or assistance during emergency evacuation. 
 
Bleachers Tiered seating facilities. 
 
Common Path of Egress Travel  That portion of exit access which the occupants are 
required to traverse before two separate and distinct paths of egress travel to two exits are 
available. Paths that merge are common paths of travel. Common paths of egress travel 
shall be included within the permitted travel distance. 
 
Exit, Horizontal A path of egress travel from one building to an area in another building 
on approximately the same level, or a path of egress travel through or around a wall or 
partition to an area on approximately the same level in the same building, which affords 
safety from fire and smoke from the area of incidence and areas communicating 
therewith. 
 
Exit enclosure An exit component that is separated from other interior spaces of a 
building or structure by fire-resistance-rated construction and opening protectives, and 
provides for a protected path of egress travel in a vertical or horizontal direction to the 
exit discharge or the public way. 
 



Folding and Telescopic seating  Tiered seating facilities having an overall shape and 
size that are capable of being reduced for purposes of moving or storing. 
 
Grandstand Tiered seating facilities. 
 
Guard A building component or a system of building components located at or near the 
open sides of elevated walking surfaces that minimizes the possibility of a fall from the 
walking surface to a lower level. 
 
Handrail A horizontal or sloping rail intended for grasping by the hand for guidance or 
support. 
 
Means of egress A continuous and unobstructed path of vertical and horizontal egress 
travel from any occupied portion of a building or structure to a public way. A means of 
egress consists of three separate and distinct parts: the exit access, the exit and the exit 
discharge. 
 
Nosing The leading edge of treads of stairs and of landings at the top of stairway flights. 
 
Panic Hardware A door-latching assembly incorporating a device that releases the latch 
upon the application of a force in the direction of egress travel. 
 
Public way A street, alley or other parcel of land open to the outside air leading to a 
street, that has been deeded, dedicated or otherwise permanently appropriated to the 
public for public use and which has a clear width and height of not less than 10 feet (3048 
mm). 
 
Ramp A walking surface that has a running slope steeper than one unit vertical in 20 
units horizontal (5-percent slope). 
 
Stairway  One or more flights of stairs, either exterior or interior, with the necessary 
landings and platforms connecting them, to form a continuous and uninterrupted passage 
from one level to another. 
 
SECTION 1003 GENERAL MEANS OF EGRESS  
 
1003.1 Applicability. 
The general requirements specified in Sections 1003 through 1012 shall apply to all three 
elements of the means of egress system, in addition to those specific requirements for the 
exit access, the exit and the exit discharge detailed elsewhere in this chapter. 



1003.2 Ceiling height. 
The means of egress shall have a ceiling height of not less than 7 feet (2134 mm). 
Exceptions: 
1. Sloped ceilings in accordance with Section 1208.2. 
2. Ceilings of dwelling units and sleeping units within residential occupancies in 
accordance with Section 1208.2. 
3. Allowable projections in accordance with Section 1003.3. 
4. Stair headroom in accordance with Section 1009.2. 
5. Door height in accordance with Section 1008.1.1. 
 
1003.3 Protruding objects. 
Protruding objects shall comply with the requirements of Sections 1003.3.1 through 
1003.3.4. 
 
1003.3.1 Headroom. 
Protruding objects are permitted to extend below the minimum ceiling height required by 
Section 1003.2 provided a minimum headroom of 80 inches (2032 mm) shall be provided 
for any walking surface, including walks, corridors, aisles and passageways. Not more 
than 50 percent of the ceiling area of a means of egress shall be reduced in height by 
protruding objects. 
Exception: Door closers and stops shall not reduce headroom to less than 78 inches (1981 
mm). A barrier shall be provided where the vertical clearance is less than 80 inches (2032 
mm) high. The leading edge of such a barrier shall be located 27 inches (686 mm) 
maximum above the floor. 
 
1003.3.2 Free-standing objects. 
A free-standing object mounted on a post or pylon shall not overhang that post or pylon 
more than 12 inches (305 mm) where the lowest point of the leading edge is more than 27 
inches (686mm) and less than 80 inches (2032 mm) above the walking surface. Where a 
sign or other obstruction is mounted between posts or pylons and the clear distance 
between the posts or pylons is greater than 12 inches (305 mm), the lowest edge of such 
sign or obstruction shall be 27 inches (685 mm) maximum or 80 inches (2030 mm) 
minimum above the finish floor or ground. 
Exception: This requirement shall not apply to sloping portions of handrails serving stairs 
and ramps. 
 
1003.3.3 Horizontal projections. 
Structural elements, fixtures or furnishings shall not project horizontally from either side 
more than 4 inches (102 mm) over any walking surface between the heights of 27 inches 
(686 mm) and 80 inches (2032 mm) above the walking surface. 
Exception: Handrails serving stairs and ramps are permitted to protrude 4.5 inches (114 
mm) from the wall. 
 
1003.3.4 Clear width. 
Protruding objects shall not reduce the minimum clear width of accessible routes as 
required in Section 1104. 



1003.4 Floor surface.  
Walking surfaces of the means of egress shall have a slip-resistant surface and be 
securely attached. 
 
1003.5 Elevation change. 
Where changes in elevation of less than 12 inches (305 mm) exist in the means of egress, 
sloped surfaces shall be used. Where the slope is greater than one unit vertical in 20 units 
horizontal (5-percent slope), ramps complying with Section 1010 shall be used. Where 
the difference in elevation is 6 inches (152 mm) or less, the ramp shall be equipped with 
either handrails or floor finish materials that contrast with adjacent floor finish materials. 
Exceptions: 
1. A single step with a maximum riser height of 7 inches (178 mm) is permitted for 
buildings with occupancies in Groups F, H, R-2 and R-3 as applicable in Section 101.2, 
and Groups S and U at exterior doors not required to be accessible by Chapter 11. 
2. A stair with a single riser or with two risers and a tread is permitted at locations not 
required to be accessible by Chapter 11, provided that the risers and treads comply with 
Section 1009.3, the minimum depth of the tread is 13 inches (330 mm) and at least one 
handrail complying with Section 1009.11 is provided within 30 inches (762 mm) of the 
centerline of the normal path of egress travel on the stair. 
3. An aisle serving seating that has a difference in elevation less than 12 inches (305 mm) 
is permitted at locations not required to be accessible by Chapter 11, provided that the 
risers and treads comply with Section 1024.11 and the aisle is provided with a handrail 
complying with Section 1024.13. Any change in elevation in a corridor serving 
nonambulatory persons in a Group I-2 occupancy shall be by means of a ramp or sloped 
walkway. 
 
1003.6 Means of egress continuity. 
The path of egress travel along a means of egress shall not be interrupted by any building 
element other than a means of egress component as specified in this chapter. Obstructions 
shall not be placed in the required width of a means of egress except projections 
permitted by this chapter. The required capacity of a means of egress system shall not be 
diminished along the path of egress travel. 
 
1003.7 Elevators, escalators and moving walks. 
Elevators, escalators and moving walks shall not be used as a component of a required 
means of egress from any other part of the building. 
Exception: Elevators used as an accessible means of egress in accordance with Section 
1007.4. 



 
SECTION 1005 EGRESS WIDTH  
 
1005.1 Minimum required egress width. The means of egress width shall not be less 
than required by this section. The total width of means of egress in inches (mm) shall not 
be less than the total occupant load served by the means of egress multiplied by the 
factors in Table 1005.1 and not less than specified elsewhere in this code. Multiple means 
of egress shall be sized such that the loss of any one means of egress shall not reduce the 
available capacity to less than 50 percent of the required capacity. The maximum 
capacity required from any story of a building shall be maintained to the termination of 
the means of egress.  
Exception: Means of egress complying with Section 1024.  
 

TABLE 1005.1 EGRESS WIDTH PER OCCUPANT SERVED 
WITHOUT 

SPRINKLER SYSTEM WITH SPRINKLER SYSTEMa  

 Other egress  Other egress 

OCCUPANCY 

Stairways 
(inches per 
occupant) 

components 
(inches per 
occupant) 

Stairways 
(inches 

per 
occupant) 

components (inches 
per occupant) 

Occupancies      
other than those  0.3 0.2 0.2 0.15 
listed below      
Hazardous: H-1, 
H-2, H-3 and H-4  0.7 0.4 0.3 0.2 

Institutional: I-2  NA NA 0.3 0.2 
For SI: 1 inch = 25.4 mm. NA = Not applicable.  
a. Buildings equipped throughout with an automatic sprinkler system in accordance with 
Section 903.3.1.1 or 903.3.1.2.  
 
1005.2 Door encroachment. Doors opening into the path of egress travel shall not 
reduce the required width to less than one-half during the course of the swing. When fully 
open, the door shall not project more than 7 inches (178 mm) into the required width.  
Exception: The restrictions on a door swing shall not apply to doors within individual 
dwelling units and sleeping units of Group R-2 and dwelling units of Group R-3.  



 
SECTION 1007 ACCESSIBLE MEANS OF EGRESS  
 
1007.1 Accessible means of egress required. 
Accessible means of egress shall comply with this section. Accessible spaces shall be 
provided with not less than one accessible means of egress. Where more than one means 
of egress is required by Section 1014.1 or 1018.1 from any accessible space, each 
accessible portion of the space shall be served by not less than two accessible means of 
egress. 
Exceptions: 
1. Accessible means of egress are not required in alterations to existing buildings. 
2. One accessible means of egress is required from an accessible mezzanine level in 
accordance with Section 1007.3 or 1007.4. 
3. In assembly spaces with sloped floors, one accessible means of egress is required from 
a space where the common path of travel of the accessible route for access to the 
wheelchair spaces meets the requirements in Section 1024.9. 
 
1007.2 Continuity and components. 
Each required accessible means of egress shall be continuous to a public way and shall 
consist of one or more of the following components: 
1. Accessible routes complying with Section 1104. 
2. Accessible routes complying with Section 1104.  Stairways within exit enclosures 
complying with Sections 1007.3 and 1019.1. 
3. Elevators complying with Section 1007.4. 
4. Platform lifts complying with Section 1007.5. 
5. Horizontal exits. 
6. Smoke barriers. 
Exceptions: 
1. Where the exit discharge is not accessible, an exterior area for assisted rescue must be 
provided in accordance with Section 1007.8. 
2. Where the exit stairway is open to the exterior, the accessible means of egress shall 
include either an area of refuge in accordance with Section 1007.6 or an exterior area for 
assisted rescue in accordance with Section 1007.8. 
 
1007.2.1 Buildings with four or more stories. 
In buildings where a required accessible floor is four or more stories above or below a 
level of exit discharge, at least one required accessible means of egress shall be an 
elevator complying with Section 1007.4. 
Exceptions: 
1. In buildings equipped throughout with an automatic sprinkler system installed in 
accordance with Section 903.3.1.1 or 903.3.1.2, the elevator shall not be required on 
floors provided with a horizontal exit and located at or above the level of exit discharge. 
2. In buildings equipped throughout with an automatic sprinkler system installed in 
accordance with Section 903.3.1.1 or 903.3.1.2, the elevator shall not be required on 
floors provided with a ramp conforming to the provisions of Section 1010. 
 
 
 



1007.3 Enclosed exit stairways. 
An enclosed exit stairway, to be considered part of an accessible means of egress, shall 
have a clear width of 48 inches (1219 mm) minimum between handrails and shall either 
incorporate an area of refuge within an enlarged floor-level landing or shall be accessed 
from either an area of refuge complying with Section 1007.6 or a horizontal exit. 
Exceptions: 
1. Open exit stairways as permitted by Section 1019.1 are permitted to be considered part 
of an accessible means of egress. 
2. The area of refuge is not required at open stairways that are permitted by Section 
1019.1 in buildings or facilities that are equipped throughout with an automatic sprinkler 
system installed in accordance with Section 903.3.1.1. 
3. The clear width of 48 inches (1219 mm) between handrails and the area of refuge is 
not required at exit stairways in buildings or facilities equipped throughout with an 
automatic sprinkler system installed in accordance with Section 903.3.1.1 or 903.3.1.2. 
4. The clear width of 48 inches (1219 mm) between handrails is not required for enclosed 
exit stairways accessed from a horizontal exit. 
5. Areas of refuge are not required at exit stairways serving open parking garages. 
 
1007.4 Elevators. 
An elevator to be considered part of an accessible means of egress shall comply with the 
emergency operation and signaling device requirements of Section 2.27 of ASME A17.1. 
Standby power shall be provided in accordance with Sections 2702 and 3003. The 
elevator shall be accessed from either an area of refuge complying with Section 1007.6 or 
a horizontal exit. 
Exceptions: 
1. Elevators are not required to be accessed from an area of refuge or horizontal exit in 
open parking garages. 
2. Elevators are not required to be accessed from an area of refuge or horizontal exit in 
buildings and facilities equipped throughout with an automatic sprinkler system installed 
in accordance with Section 903.3.1.1 or 903.3.1.2. 
 
1007.5 Platform lifts. 
Platform (wheelchair) lifts shall not serve as part of an accessible means of egress, except 
where allowed as part of a required accessible route in Section 1109.7. Platform lifts in 
accordance with Section 2702 shall be installed in accordance with ASME A18.1. 
Standby power shall be provided for platform lifts permitted to serve as part of a means 
of egress. 



1007.6 Areas of refuge. 
Every required area of refuge shall be accessible from the space it serves by an accessible 
means of egress. The maximum travel distance from any accessible space to an area of 
refuge shall not exceed the travel distance permitted for the occupancy in accordance 
with Section 1015.1. Every required area of refuge shall have direct access to an enclosed 
stairway complying with Sections 1007.3 and 1019.1 or an elevator complying with 
Section 1007.4. Where an elevator lobby is used as an area of refuge, the shaft and lobby 
shall comply with Section 1019.1.8 for smokeproof enclosures except where the elevators 
are in an area of refuge formed by a horizontal exit or smoke barrier. 
 
1007.6.1 Size. 
Each area of refuge shall be sized to accommodate one wheelchair space of 30 inches by 
48 inches (762 mmby1219 mm) for each 200 occupants or portion thereof, based on the 
occupant load of the area of refuge and areas served by the area of refuge. Such 
wheelchair spaces shall not reduce the required means of egress width. Access to any of 
the required wheelchair spaces in an area of refuge shall not be obstructed by more than 
one adjoining wheelchair space. 
 
1007.6.2 Separation. 
Each area of refuge shall be separated from the remainder of the story by a smoke barrier 
complying with Section 709. Each area of refuge shall be designed to minimize the 
intrusion of smoke. 
Exceptions: 
1. Areas of refuge located within a stairway enclosure. 
2. Areas of refuge where the area of refuge and areas served by the area of refuge are 
equipped throughout with an automatic sprinkler system installed in accordance with 
Section 903.3.1.1 or 903.3.1.2. 
 
1007.6.3 Two-way communication. 
Areas of refuge shall be provided with a two-way communication system between the 
area of refuge and a central control point. If the central control point is not constantly 
attended, the area of refuge shall also have controlled access to a public telephone 
system. Location of the central control point shall be approved by the fire department. 
The two-way communication system shall include both audible and visible signals. 
 
1007.6.4 Instructions. 
In areas of refuge that have a two-way emergency communications system, instructions 
on the use of the area under emergency conditions shall be posted adjoining the 
communications system. The instructions shall include all of the following: 
1. Directions to find other means of egress. 
2. Persons able to use the exit stairway do so as soon as possible, unless they are assisting 
others. 
3. Information on planned availability of assistance in the use of stairs or supervised 
operation of elevators and how to summon such assistance. 
4. Directions for use of the emergency communications system. 
 
 
 



1007.6.5 Identification. 
Each door providing access to an area of refuge from an adjacent floor area shall be 
identified by a sign complying with ICC A117.1, stating: AREA OF REFUGE, and 
including the International Symbol of Accessibility. Where exit sign illumination is 
required by Section 1011.2, the area of refuge sign shall be illuminated. Additionally, 
tactile signage complying with ICC A117.1 shall be located at each door to an area of 
refuge. 
 
1007.7 Signage. 
At exits and elevators serving a required accessible space but not providing an approved 
accessible means of egress, signage shall be installed indicating the location of accessible 
means of egress. 
 
1007.8 Exterior area for assisted rescue. 
The exterior area for assisted rescue must be open to the outside air and meet the 
requirements of Section 1007.6.1. Separation walls shall comply with the requirements of 
Section 704 for exterior walls. Where walls or openings are between the area for assisted 
rescue and the interior of the building, the building exterior walls within 10 feet (3048 
mm) horizontally of a nonrated wall or unprotected opening shall be constructed as 
required for a minimum 1-hour fire-resistance rating with 3/4-hour opening protectives. 
This construction shall extend vertically from the ground to a point 10 feet (3048 mm) 
above the floor level of the area for assisted rescue or to the roof line, whichever is lower. 
 
1007.8.1 Openness. 
The exterior area for assisted rescue shall be at least 50 percent open, and the open area 
above the guards shall be so distributed as to minimize the accumulation of smoke or 
toxic gases. 
 
1007.8.2 Exterior exit stairway. 
Exterior exit stairways that are part of the means of egress for the exterior area for 
assisted rescue shall provide a clear width of 48 inches (1219 mm) between handrails. 
 
1007.8.3 Identification. 
Exterior areas for assisted rescue shall have identification as required for area of refuge 
that complies with Section 1007.6.5. 



 
SECTION 1008 DOORS, GATES AND TURNSTILES  
 
1008.1 Doors. Means of egress doors shall meet the requirements of this section. Doors 
serving a means of egress system shall meet the requirements of this section and Section 
1017.2. Doors provided for egress purposes in numbers greater than required by this code 
shall meet the requirements of this section.  
Means of egress doors shall be readily distinguishable from the adjacent construction and 
finishes such that the doors are easily recognizable as doors. Mirrors or similar reflecting 
materials shall not be used on means of egress doors. Means of egress doors shall not be 
concealed by curtains, drapes, decorations or similar materials.  
 
1008.1.1 Size of doors. The minimum width of each door opening shall be sufficient for 
the occupant load thereof and shall provide a clear width of not less than 32 inches (813 
mm). Clear openings of doorways with swinging doors shall be measured between the 
face of the door and the stop, with the door open 90 degrees (1.57 rad). Where this 
section requires a minimum clear width of 32 inches (813 mm) and a door opening 
includes two door leaves without a mullion, one leaf shall provide a clear opening width 
of 32 inches (813 mm). The maximum width of a swinging door leaf shall be 48 inches 
(1219 mm) nominal. Means of egress doors in an occupancy in Group I-2 used for the 
movement of beds shall provide a clear width not less than 41

1
/2 inches  

 (1054 mm). The height of doors shall not be less than 80 inches (2032 mm).  
Exceptions:  
1. The minimum and maximum width shall not apply to door openings that are not part of 
the required means of egress in occupancies in Groups R-2 and R-3 as applicable in 
Section 101.2.  
2. Door openings to resident sleeping units in occupancies in Group I-3 shall have a clear 
width of not less than 28 inches (711 mm).  
3. Door openings to storage closets less than 10 square feet (0.93 m

2
) in area shall not be 

limited by the minimum width.  
4. Width of door leafs in revolving doors that comply with Section 1008.1.3.1 shall not 
be limited.  
5. Door openings within a dwelling unit or sleeping unit shall not be less than 78 inches 
(1981 mm) in height.  
6.  Exterior door openings in dwelling units and sleeping units, other than the required 
exit door, shall not be less than 76 inches (1930 mm) in height.  
7. Interior egress doors within a dwelling unit or sleeping unit which is not required to be 
adaptable or accessible.  
8. Door openings required to be accessible within Type B dwelling units shall have a 
minimum clear width of 31

3
/4 inches (806 mm).  

 
1008.1.1.1 Projections into clear width. There shall not be projections into the required 
clear width lower than 34 inches (864 mm) above the floor or ground. Projections into the 
clear opening width between 34 inches (864 mm) and 80 inches (2032 mm) above the 
floor or ground shall not exceed 4 inches (102 mm).  
 
 



1008.1.2 Door swing. Egress doors shall be side-hinged swinging.  
Exceptions:  
1. Private garages, office areas, factory and storage areas with an occupant load of 10 or 
less.  
2. Group I-3 occupancies used as a place of detention.  
3. Doors within or serving a single dwelling unit in Groups R-2 and R-3 as applicable in 
Section 101.2.  
4. In other than Group H occupancies, revolving doors complying with Section 
1008.1.3.1.  
5. In other than Group H occupancies, horizontal sliding doors complying with Section 
1008.1.3.3 are permitted in a means of egress.  
6. Power-operated doors in accordance with Section 1008.1.3.2.  
 
Doors shall swing in the direction of egress travel where serving an occupant load of 50 
or more persons or a Group H occupancy.  The opening force for interior side-swinging 
doors without closers shall not exceed a 5-pound (22 N) force. For other side-swinging, 
sliding and folding doors, the door latch shall release when subjected to a 15-pound (67 
N) force. The door shall be set in motion when subjected to a 30-pound (133 N) force. 
The door shall swing to a full-open position when subjected to a 15-pound (67 N) force. 
Forces shall be applied to the latch side.  
 
1008.1.3 Special doors. Special doors and security grilles shall comply with the 
requirements of Sections 1008.1.3.1 through 1008.1.3.5.  



1008.1.3.1 Revolving doors. Revolving doors shall comply with the following:  
1. Each revolving door shall be capable of collapsing into a bookfold position with 
parallel egress paths providing an aggregate width of 36 inches (914 mm).  
2. A revolving door shall not be located within 10 feet (3048 mm) of the foot of or top of 
stairs or escalators. A dispersal area shall be provided between the stairs or escalators and 
the revolving doors.  
3. The revolutions per minute (rpm) for a revolving door shall not exceed those shown in 
Table 1008.1.3.1.  
4.  Each revolving door shall have a side-hinged swinging door which complies with 
Section 1008.1 in the same wall and within 10 feet (3048 mm) of the revolving door.  
 
                       TABLE 1008.1.3.1 REVOLVING DOOR SPEEDS 

INSIDE 
DIAMETER 
(feet-inches) 

POWER-DRIVEN-TYPE 
SPEED CONTROL (rpm) 

MANUAL-TYPE SPEED 
CONTROL (rpm) 

6-6 11 12 
7-0 10 11 
7-6 9 11 
8-0 9 10 
8-6 8 9 
9-0 8 9 
9-6 7 8 
10-0 7 8 

For SI: 1 inch = 25.4 mm, 1 foot = 304.8 mm.  
 
1008.1.3.1.1 Egress component. A revolving door used as a component of a means of 
egress shall comply with Section 1008.1.3.1 and the following three conditions:  
1. Revolving doors shall not be given credit for more than 50 percent of the required 
egress capacity.  
2. Each revolving door shall be credited with no more than a 50-person capacity.  
 
Each revolving door shall be capable of being collapsed when a force of not more than 
130 pounds (578 N) is applied within 3 inches (76 mm) of the outer edge of a wing.  



 
1008.1.3.1.2 Other than egress component. A revolving door used as other than a 
component of a means of egress shall comply with Section 1008.1.3.1. The collapsing 
force of a revolving door not used as a component of a means of egress shall not be more 
than 180 pounds (801 N).  
Exception: A collapsing force in excess of 180 pounds (801 N) is permitted if the 
collapsing force is reduced to not more than 130 pounds (578 N) when at least one of the 
following conditions is satisfied:  
1. There is a power failure or power is removed to the device holding the door wings in 
position.  
2. There is an actuation of the automatic sprinkler system where such system is provided.  
3. There is an actuation of a smoke detection system which is installed in accordance with 
Section 907 to provide coverage in areas within the building which are within 75 feet (22 
860 mm) of the revolving doors.  
4. There is an actuation of a manual control switch, in an approved location and clearly 
defined, which reduces the holding force to below the 130-pound (578 N) force level.  
 
1008.1.3.2 Power-operated doors. Where means of egress doors are operated by power, 
such as doors with a photoelectric-actuated mechanism to open the door upon the 
approach of a person, or doors with power-assisted manual operation, the design shall be 
such that in the event of power failure, the door is capable of being opened manually to 
permit means of egress travel or closed where necessary to safeguard means of egress. 
The forces required to open these doors manually shall not exceed those specified in 
Section 1008.1.2, except that the force to set the door in motion shall not exceed 50 
pounds (220 N). The door shall be capable of swinging from any position to the full 
width of the opening in which such door is installed when a force is applied to the door 
on the side from which egress is made. Full-power-operated doors shall comply with 
BHMA A156.10. Power-assisted and low-energy doors shall comply with BHMA 
A156.19.  
Exceptions:  
1. Occupancies in Group I-3.  
2. Horizontal sliding doors complying with Section 1008.1.3.3.  
3. For a biparting door in the emergency breakout mode, a door leaf located within a 
multiple-leaf opening shall be exempt from the minimum 32-inch (813 mm) single-leaf 
requirement of Section 1008.1.1, provided a minimum 32-inch (813 mm) clear opening is 
provided when the two biparting leaves meeting in the center are broken out.  



1008.1.3.3 Horizontal sliding doors. In other than Group H occupancies, horizontal 
sliding doors permitted to be a component of a means of egress in accordance with 
Exception 5 to Section 1008.1.2 shall comply with all of the following criteria:  
1. The doors shall be power operated and shall be capable of being operated manually in 
the event of power failure.  
2. The doors shall be openable by a simple method from both sides without special 
knowledge or effort.  
3. The force required to operate the door shall not exceed 30 pounds (133 N) to set the 
door in motion and 15 pounds (67 N) to close the door or open it to the minimum 
required width.  
4. The door shall be openable with a force not to exceed 15 pounds (67 N) when a force 
of 250 pounds (1100 N) is applied perpendicular to the door adjacent to the operating 
device.  
5. The door assembly shall comply with the applicable fire protection rating and, where 
rated, shall be self-closing or automatic-closing by smoke detection, shall be installed in 
accordance with NFPA 80 and shall comply with Section 715.  
6. The door assembly shall have an integrated standby power supply.  
7. The door assembly power supply shall be electrically supervised.  
8. The door shall open to the minimum required width within 10 seconds after activation 
of the operating device.  
 
1008.1.3.4 Access-controlled egress doors. The entrance doors in a means of egress in 
buildings with an occupancy in Group A, B, E, M, R-1 or R-2 and entrance doors to 
tenant spaces in occupancies in Groups A, B, E, M, R-1 and R-2 are permitted to be 
equipped with an approved entrance and egress access control system which shall be 
installed in accordance with all of the following criteria:  
1. A sensor shall be provided on the egress side arranged to detect an occupant 
approaching the doors. The doors shall be arranged to unlock by a signal from or loss of 
power to the sensor.  
2. Loss of power to that part of the access control system which locks the doors shall 
automatically unlock the doors.  
3. The doors shall be arranged to unlock from a manual unlocking device located 40 
inches to 48 inches (1016 mm to 1219 mm) vertically above the floor and within 5 feet 
(1524 mm) of the secured doors. Ready access shall be provided to the manual unlocking 
device and the device shall be clearly identified by a sign that reads “PUSH TO EXIT.” 
When operated, the manual unlocking device shall result in direct interruption of power 
to the lock—independent of the access control system electronics—and the doors shall 
remain unlocked for a minimum of 30 seconds.  
4. Activation of the building fire alarm system, if provided, shall automatically unlock the 
doors, and the doors shall remain unlocked until the fire alarm system has been reset.  
5. Activation of the building automatic sprinkler or fire detection system, if provided, 
shall automatically unlock the doors. The doors shall remain unlocked until the fire alarm 
system has been reset.  
6. Entrance doors in buildings with an occupancy in Group A, B, E or M shall not be 
secured from the egress side during periods that the building is open to the general public.  
 
 
 



1008.1.3.5 Security grilles. In Groups B, F, M and S, horizontal sliding or vertical 
security grilles are permitted at the main exit and shall be openable from the inside 
without the use of a key or special knowledge or effort during periods that the space is 
occupied. The grilles shall remain secured in the full-open position during the period of 
occupancy by the general public. Where two or more means of egress are required, not 
more than one-half of the exits or exit access doorways shall be equipped with horizontal 
sliding or vertical security grilles.  
 
1008.1.4 Floor elevation. There shall be a floor or landing on each side of a door.  
Such floor or landing shall be at the same elevation on each side of the door. Landings 
shall be level except for exterior landings, which are permitted to have a slope not to 
exceed 0.25 unit vertical in 12 units horizontal (2-percent slope). Exceptions:  
1. Doors serving individual dwelling units in Groups R-2 and R-3 as applicable in 
Section 101.2 where the following apply:  
1.1. A door is permitted to open at the top step of an interior flight of stairs, provided the 
door does not swing over the top step.  
1.2. Screen doors and storm doors are permitted to swing over stairs or landings.  
2. Exterior doors as provided for in Section 1003.5, Exception 1, and Section 1017.2, 
which are not on an accessible route.  
3. In Group R-3 occupancies, the landing at an exterior doorway shall not be more than 
7

3/4 
inches below the top of the threshold, provided the door, other than an exterior storm 

or screen door, does not swing over the landing.  
4. Variations in elevation due to differences in finish materials, but not more than 0.5 
inch (12.7 mm).  
5. Exterior decks, patios or balconies that are part of Type B dwelling units and have 
impervious surfaces, and that are not more than 4 inches (102 mm) below the finished 
floor level of the adjacent interior space of the dwelling unit.  
 
1008.1.5 Landings at doors. Landings shall have a width not less than the width of the 
stairway or the door, whichever is the greater. Doors in the fully open position shall not 
reduce a required dimension by more than 7 inches (178 mm). When a landing serves an 
occupant load of 50 or more, doors in any position shall not reduce the landing to less 
than one-half its required width. Landings shall have a length measured in the direction 
of travel of not less than 44 inches (1118 mm).  
Exception: Landing length in the direction of travel in Group R-3 as applicable in Section 
101.2 and Group U and within individual units of Group R-2 as applicable in Section 
101.2, need not exceed 36 inches (914 mm).  



1008.1.6 Thresholds. Thresholds at doorways shall not exceed 0.75 inch (19.1 mm) in 
height for sliding doors serving dwelling units or 0.5 inch (12.7 mm) for other doors. 
Raised thresholds and floor level changes greater than 0.25 inch  
(6.4 mm) at doorways shall be beveled with a slope not greater than one unit vertical in 
two units horizontal (50-per-cent slope).  
Exception: The threshold height shall be limited to 7 

3
/4 inches (197 mm) where the 

occupancy is Group R-2 or R-3 as applicable in Section 101.2, the door is an exterior 
door that is not a component of the required means of egress and the doorway is not on an 
accessible route.  
 
1008.1.7 Door arrangement. Space between two doors in series shall be 48 inches (1219 
mm) minimum plus the width of a door swinging into the space. Doors in series shall 
swing either in the same direction or away from the space between doors.  
Exceptions:  
1. The minimum distance between horizontal sliding power-operated doors in a series 
shall be 48 inches (1219 mm).  
2. Storm and screen doors serving individual dwelling units in Groups R-2 and R-3 as 
applicable in Section 101.2 need not be spaced 48 inches (1219 mm) from the other door.  
3. Doors within individual dwelling units in Groups R-2 and R-3 as applicable in Section 
101.2 other than within Type A dwelling units.  
 
1008.1.8 Door operations. Except as specifically permitted by this section egress doors 
shall be readily openable from the egress side without the use of a key or special 
knowledge or effort.  
 
1008.1.8.1 Hardware. Door handles, pulls, latches, locks and other operating devices on 
doors required to be accessible by Chapter 11 shall not require tight grasping, tight 
pinching or twisting of the wrist to operate.  
 
1008.1.8.2 Hardware height. Door handles, pulls, latches, locks and other operating 
devices shall be installed 34 inches (864 mm) minimum and 48 inches (1219 mm) 
maximum above the finished floor. Locks used only for security purposes and not used 
for normal operation are permitted at any height.  
 
1008.1.8.3 Locks and latches. Locks and latches shall be permitted to prevent operation 
of doors where any of the following exists:  
1. Places of detention or restraint.  
2. In buildings in occupancy Group A having an occupant load of 300 or less, Groups B, 
F, M and S, and in churches, the main exterior door or doors are permitted to be equipped 
with key-operated locking devices from the egress side provided:  
 2.1. The locking device is readily distinguishable as locked,  
 2.2. A readily visible durable sign is posted on the egress side on or adjacent to 

the door stating: THIS DOOR TO REMAIN UNLOCKED WHEN BUILDING 
IS OCCUPIED. The sign shall be in letters 1 inch (25 mm) high on a contrasting 
background,  

 2.3. The use of the key-operated locking device is revokable by the building 
official for due cause.  



3. Where egress doors are used in pairs, approved automatic flush bolts shall be permitted 
to be used, provided that the door leaf having the automatic flush bolts has no doorknob 
or surface-mounted hardware.  
4. Doors from individual dwelling or sleeping units of Group R occupancies having an 
occupant load of 10 or less are permitted to be equipped with a night latch, dead bolt or 
security chain, provided such devices are openable from the inside without the use of a 
key or tool.  
 
1008.1.8.4 Bolt locks. Manually operated flush bolts or surface bolts are not permitted.  
Exceptions:  
1. On doors not required for egress in individual dwelling units or sleeping units.  
2. Where a pair of doors serves a storage or equipment room, manually operated edge-or 
surface-mounted bolts are permitted on the inactive leaf.  
 
1008.1.8.5 Unlatching. The unlatching of any leaf shall not require more than one 
operation.  
Exception: More than one operation is permitted for unlatching doors in the following 
locations:  
1. Places of detention or restraint.  
2. Where manually operated bolt locks are permitted by Section 1008.1.8.4.  
3. Doors with automatic flush bolts as permitted by Section 1008.1.8.3, Exception 3.  
4. Doors from individual dwelling units and guestrooms of Group R occupancies as 
permitted by Section 1008.1.8.3, Exception 4.  
 
1008.1.8.6 Delayed egress locks. Approved, listed, delayed egress locks shall be 
permitted to be installed on doors serving any occupancy except Group A, E and H 
occupancies in buildings that are equipped throughout with an automatic sprinkler system 
in accordance with Section 903.3.1.1 or an approved automatic smoke or heat detection 
system installed in accordance with Section 907, provided that the doors unlock in 
accordance with Items 1 through 6 below. A building occupant shall not be required to 
pass through more than one door equipped with a delayed egress lock before entering an 
exit.  
1. The doors unlock upon actuation of the automatic sprinkler system or automatic fire 
detection system.  
2. The doors unlock upon loss of power controlling the lock or lock mechanism.  
3. The door locks shall have the capability of being unlocked by a signal from the fire 
command center.  
4. The initiation of an irreversible process which will release the latch in not more than 
15 seconds when a force of not more than 15 pounds (67 N) is applied for 1 second to the 
release device. Initiation of the irreversible process shall activate an audible signal in the 
vicinity of the door. Once the door lock has been released by the application of force to 
the releasing device, relocking shall be by manual means only.  
Exception: Where approved, a delay of not more than 30 seconds is permitted.  
5. A sign shall be provided on the door located above and within 12 inches (305 mm) of 
the release device reading: PUSH UNTIL ALARM SOUNDS. DOOR CAN BE 
OPENED IN 15 [30] SECONDS.  
6. Emergency lighting shall be provided at the door.  
 



1008.1.8.7 Stairway doors. Interior stairway means of egress doors shall be openable 
from both sides without the use of a key or special knowledge or effort.  
Exceptions:  
1. Stairway discharge doors shall be openable from the egress side and shall only be 
locked from the opposite side.  
2. This section shall not apply to doors arranged in accordance with Section 403.12.  
3. In stairways serving not more than four stories, doors are permitted to be locked from 
the side opposite the egress side, provided they are openable from the egress side.  
 
1008.1.9 Panic and fire exit hardware. Where panic and fire exit hardware is installed, 
it shall comply with the following:  
1. The actuating portion of the releasing device shall extend at least one-half of the door 
leaf width.  
2. A maximum unlatching force of 15 pounds (67 N).  
 
SECTION 1009 STAIRWAYS AND HANDRAILS  
 
1009.1 Stairway width. The width of stairways shall be determined as specified in 
Section 1005.1, but such width shall not be less than 44 inches (1118 mm). See Section 
1007.3 for accessible means of egress stairways.  
Exceptions:  
1. Stairways serving an occupant load of 50 or less shall have a width of not less than 36 
inches (914 mm).  
2. Spiral stairways as provided for in Section 1009.9.  
3. Aisle stairs complying with Section 1024.  
4. Where a stairway lift is installed on stairways serving occupancies in Group R-3, or 
within dwelling units in occupancies in Group R-2, both as applicable in Section 101.2, a 
clear passage width not less than 20 inches (508 mm) shall be provided. If the seat and 
platform can be folded when not in use, the distance shall be measured from the folded 
position.  
 
1009.2 Headroom. Stairways shall have a minimum headroom clearance of 80 inches 
(2032 mm) measured vertically from a line connecting the edge of the nosings. Such 
headroom shall be continuous above the stairway to the point where the line intersects the 
landing below, one tread depth beyond the bottom riser. The minimum clearance shall be 
maintained the full width of the stairway and landing.  
Exception: Spiral stairways complying with Section 1009.9 are permitted a 78-inch (1981 
mm) headroom clearance.  



1009.3 Stair treads and risers. Stair riser heights shall be 7 inches (178 mm) maximum 
and 4 inches (102 mm) minimum. Stair tread depths shall be 11 inches (279 mm) 
minimum. The riser height shall be measured vertically between the leading edges of 
adjacent treads. The greatest riser height within any flight of stairs shall not exceed the 
smallest by more than 0.375 inch (9.5 mm). The tread depth shall be measured 
horizontally between the vertical planes of the foremost projection of adjacent treads and 
at right angle to the tread’s leading edge. The greatest tread depth within any flight of 
stairs shall not exceed the smallest by more than 0.375 inch (9.5 mm). Winder treads 
shall have a minimum tread depth of 11 inches (279 mm) measured at a right angle to the 
tread’s leading edge at a point 12 inches (305 mm) from the side where the treads are 
narrower and a minimum tread depth of 10 inches (254 mm). The greatest winder tread 
depth at the 12-inch (305 mm) walk line within any flight of stairs shall not exceed the 
smallest by more than 0.375 inch (9.5 mm).  
Exceptions:  
1. Circular stairways in accordance with Section 1009.7.  
2. Winders in accordance with Section 1009.8.  
3. Spiral stairways in accordance with Section 1009.9.  
4. Aisle stairs in assembly seating areas where the stair pitch or slope is set, for sightline 
reasons, by the slope of the adjacent seating area in accordance with Section 1024.11.2.  
5. In occupancies in Group R-3, as applicable in Section 101.2, within dwelling units in 
occupancies in Group R-2, as applicable in Section 101.2, and in occupancies in Group 
U, which are accessory to an occupancy in Group R-3, as applicable in Section 101.2, the 
maximum riser height shall be 7.75 inches (197 mm) and the minimum tread depth shall 
be 10 inches (254 mm), the minimum winder tread depth at the walk line shall be 10 
inches (254 mm), and the minimum winder tread depth shall be 6 inches (152 mm). A 
nosing not less than 0.75 inch (19.1 mm) but not more than 1.25 inches (32 mm) shall be 
provided on stairways with solid risers where the tread depth is less than 11 inches (279 
mm).  
6. See the International Existing Building Code for the replacement of existing stairways.  
 
1009.3.1 Dimensional uniformity. Stair treads and risers shall be of uniform size and 
shape. The tolerance between the largest and smallest riser or between the largest and 
smallest tread shall not exceed 0.375 inch (9.5 mm) in any flight of stairs.  
Exceptions:  
1. Nonuniform riser dimensions of aisle stairs complying with Section 1024.11.2.  
2. Consistently shaped winders, complying with Section 1009.8, differing from 
rectangular treads in the same stairway flight.  
 
Where the bottom or top riser adjoins a sloping public way, walkway or driveway having 
an established grade and serving as a landing, the bottom or top riser is permitted to be 
reduced along the slope to less than 4 inches (102 mm) in height with the variation in 
height of the bottom or top riser not to exceed one unit vertical in 12 units horizontal (8-
per-cent slope) of stairway width. The nosings or leading edges of treads at such 
nonuniform height risers shall have a distinctive marking stripe, different from any other 
nosing marking provided on the stair flight. The distinctive marking stripe shall be visible 
in descent of the stair and shall have a slip-resistant surface. Marking stripes shall have a 
width of at least 1 inch (25 mm) but not more than 2 inches (51 mm).  



1009.3.2 Profile. The radius of curvature at the leading edge of the tread shall be not 
greater than 0.5 inch (12.7 mm). Beveling of nosings shall not exceed 0.5 inch (12.7 
mm). Risers shall be solid and vertical or sloped from the underside of the leading edge 
of the tread above at an angle not more than 30 degrees (0.52 rad) from the vertical. The 
leading edge (nosings) of treads shall project not more than 1.25 inches (32 mm) beyond 
the tread below and all projections of the leading edges shall be of uniform size, 
including the leading edge of the floor at the top of a flight.  
Exceptions:  
1. Solid risers are not required for stairways that are not required to comply with Section 
1007.3, provided that the opening between treads does not permit the passage of a sphere 
with a diameter of 4 inches (102 mm).  
2. Solid risers are not required for occupancies in Group I-3.  
 
1009.4 Stairway landings. There shall be a floor or landing at the top and bottom of each 
stairway. The width of landings shall not be less than the width of stairways they serve. 
Every landing shall have a minimum dimension measured in the direction of travel equal 
to the width of the stairway. Such dimension need not exceed 48 inches (1219 mm) 
where the stairway has a straight run.  
Exceptions:  
1. Aisle stairs complying with Section 1024.  
2. Doors opening onto a landing shall not reduce the landing to less than one-half the 
required width. When fully open, the door shall not project more than 7 inches (178 mm) 
into a landing.  
 
1009.5 Stairway construction. All stairways shall be built of materials consistent with 
the types permitted for the type of construction of the building, except that wood 
handrails shall be permitted for all types of construction.  
 
1009.5.1 Stairway walking surface. The walking surface of treads and landings of a 
stairway shall not be sloped steeper than one unit vertical in 48 units horizontal (2-per-
cent slope) in any direction. Stairway treads and landings shall have a solid surface. 
Finish floor surfaces shall be securely attached.  
Exception: In Group F, H and S occupancies, other than areas of parking structures 
accessible to the public, openings in treads and landings shall not be prohibited provided 
a sphere with a diameter of 1

1
/8 inches (29 mm) cannot pass through the opening.  

 
1009.5.2 Outdoor conditions. Outdoor stairways and outdoor approaches to stairways 
shall be designed so that water will not accumulate on walking surfaces. In other than 
occupancies in Group R-3, and occupancies in Group U that are accessory to an 
occupancy in Group R-3, treads, platforms and landings that are part of exterior stairways 
in climates subject to snow or ice shall be protected to prevent the accumulation of same.  
 
1009.6 Vertical rise. A flight of stairs shall not have a vertical rise greater than 12 feet 
(3658 mm) between floor levels or landings.  
Exception: Aisle stairs complying with Section 1024.  



1009.7 Circular stairways. Circular stairways shall have a minimum tread depth and a 
maximum riser height in accordance with Section 1009.3 and the smaller radius shall not 
be less than twice the width of the stairway. The minimum tread depth measured 12 
inches (305 mm) from the narrower end of the tread shall not be less than 11 inches (279 
mm). The minimum tread depth at the narrow end shall not be less than 10 inches (254 
mm).  
Exception: For occupancies in Group R-3, and within individual dwelling units in 
occupancies in Group R-2, both as applicable in Section 101.2.  
 
1009.8 Winders. Winders are not permitted in means of egress stairways except within a 
dwelling unit.  
 
1009.9 Spiral stairways. Spiral stairways are permitted to be used as a component in the 
means of egress only within dwelling units or from a space not more than 250 square feet 
(23 m

2
) in area and serving not more than five occupants, or from galleries, catwalks and 

gridirons in accordance with Section 1014.6.  
A spiral stairway shall have a 7.5-inch (191 mm) minimum clear tread depth at a point 12 
inches (305 mm) from the narrow edge. The risers shall be sufficient to provide a 
headroom of 78 inches (1981 mm) minimum, but riser height shall not be more than 9.5 
inches (241 mm). The minimum stairway width shall be 26 inches (660 mm).  
 
1009.10 Alternating tread devices. Alternating tread devices are limited to an element 
of a means of egress in buildings of Groups F, H and S from a mezzanine not more than 
250 square feet (23 m

2
) in area and which serves not more than five occupants; in 

buildings of Group I-3 from a guard tower, observation station or control room not more 
than 250 square feet (23 m

2
) in area and for access to unoccupied roofs.  

 
1009.10.1 Handrails of alternating tread devices. Handrails shall be provided on both 
sides of alternating tread devices and shall conform to Section 1009.11.  
 
1009.10.2 Treads of alternating tread devices. Alternating tread devices shall have a 
minimum projected tread of 5 inches (127 mm), a minimum tread depth of 8.5 inches 
(216 mm), a minimum tread width of 7 inches (178 mm) and a maximum riser height of 
9.5 inches (241 mm). The initial tread of the device shall begin at the same elevation as 
the platform, landing or floor surface.  
Exception: Alternating tread devices used as an element of a means of egress in buildings 
from a mezzanine area not more than 250 square feet (23 m

2
) in area which serves not 

more than five occupants shall have a minimum projected tread of 8.5 inches (216 mm) 
with a minimum tread depth of 10.5 inches (267 mm). The rise to the next alternating 
tread surface should not be more than 8 inches (203 mm). 
  



1009.11 Handrails. Stairways shall have handrails on each side. Handrails shall be 
adequate in strength and attachment in accordance with Section 1607.7. Handrails for 
ramps, where required by Section 1010.8, shall comply with this section.  
Exceptions:  
1. Aisle stairs complying with Section 1024 provided with a center handrail need not 
have additional handrails.  
2. Stairways within dwelling units, spiral stairways and aisle stairs serving seating only 
on one side are permitted to have a handrail on one side only.  
3. Decks, patios and walkways that have a single change in elevation where the landing 
depth on each side of the change of elevation is greater than what is required for a 
landing do not require handrails.  
4. In Group R-3 occupancies, a change in elevation consisting of a single riser at an 
entrance or egress door does not require handrails.  
Changes in room elevations of only one riser within dwelling units and sleeping units in 
Group R-2 and R-3 occupancies do not require handrails.  
 
1009.11.1 Height. Handrail height, measured above stair tread nosings, or finish surface 
of ramp slope, shall be uniform, not less than 34 inches (864 mm) and not more than 38 
inches (965 mm).  
 
1009.11.2 Intermediate handrails. Intermediate handrails are required so that all 
portions of the stairway width required for egress capacity are within 30 inches (762 mm) 
of a handrail. On monumental stairs, handrails shall be located along the most direct path 
of egress travel.  
 
1009.11.3 Handrail graspability. Handrails with a circular cross section shall have an 
outside diameter of at least 1.25 inches (32 mm) and not greater than 2 inches (51 mm) or 
shall provide equivalent graspability. If the handrail is not circular, it shall have a 
perimeter dimension of at least 4 inches (102 mm) and not greater than 6.25 inches (160 
mm) with a maximum cross-section dimension of 2.25 inches (57 mm). Edges shall have 
a minimum radius of 0.01 inch (0.25 mm).  
 
1009.11.4 Continuity. Handrail-gripping surfaces shall be continuous, without 
interruption by newel posts or other obstructions.  
Exceptions:  
1. Handrails within dwelling units are permitted to be interrupted by a newel post at a 
stair landing.  
2. Within a dwelling unit, the use of a volute, turnout or starting easing is allowed on the 
lowest tread.  
3. Handrail brackets or balusters attached to the bottom surface of the handrail that do not 
project horizontally beyond the sides of the handrail within 1.5 inches (38 mm) of the 
bottom of the handrail shall not be considered to be obstructions and provided further that 
for each 0.5 inch (13 mm) of additional handrail perimeter dimension above 4 inches 
(102 mm), the vertical clearance dimension of 1.5 inches (38 mm) shall be permitted to 
be reduced by 0.125 inch (3 mm).  



1009.11.5 Handrail extensions. Handrails shall return to a wall, guard or the walking 
surface or shall be continuous to the handrail of an adjacent stair flight. Where handrails 
are not continuous between flights, the handrails shall extend horizontally at least 12 
inches (305 mm) beyond the top riser and continue to slope for the depth of one tread 
beyond the bottom riser.  
Exceptions:  
1. Handrails within a dwelling unit that is not required to be accessible need extend only 
from the top riser to the bottom riser.  
2. Aisle handrails in Group A occupancies in accordance with Section 1024.13.  
 
1009.11.6 Clearance. Clear space between a handrail and a wall or other surface shall be 
a minimum of 1.5 inches (38 mm). A handrail and a wall or other surface adjacent to the 
handrail shall be free of any sharp or abrasive elements.  
 
1009.11.7 Stairway projections. Projections into the required width at each handrail 
shall not exceed 4.5 inches (114 mm) at or below the handrail height. Projections into the 
required width shall not be limited above the minimum headroom height required in 
Section 1009.2.  
 
1009.12 Stairway to roof. In buildings four or more stories in height above grade, one 
stairway shall extend to the roof surface, unless the roof has a slope steeper than four 
units vertical in 12 units horizontal (33-percent slope). In buildings without an occupied 
roof, access to the roof from the top story shall be permitted to be by an alternating tread 
device.  
 
1009.12.1 Roof access. Where a stairway is provided to a roof, access to the roof shall be 
provided through a penthouse complying with Section 1509.2.  
Exception: In buildings without an occupied roof, access to the roof shall be permitted to 
be a roof hatch or trap door not less than 16 square feet (1.5 m

2
) in area and having a 

minimum dimension of 2 feet (610 mm).  
 
SECTION 1010 RAMPS  
 
1010.1 Scope. The provisions of this section shall apply to ramps used as a component of 
a means of egress.  
Exceptions:  
1. Other than ramps that are part of the accessible routes providing access in accordance 
with Sections 1108.2.2 through 1108.2.4.1, ramped aisles within assembly rooms or 
spaces shall conform with the provisions in Section 1024.11.  
2. Curb ramps shall comply with ICC A117.1.  
3. Vehicle ramps in parking garages for pedestrian exit access shall not be required to 
comply with Sections 1010.3 through 1010.9 when they are not an accessible route 
serving accessible parking spaces, other required accessible elements or part of an 
accessible means of egress.  
 
1010.2 Slope. Ramps used as part of a means of egress shall have a running slope not 
steeper than one unit vertical in 12 units horizontal (8-percent slope). The slope of other 
ramps shall not be steeper than one unit vertical in eight units horizontal (12.5-percent 
slope).  
Exception: Aisle ramp slope in occupancies of Group A shall comply with Section 
1024.11.  



1010.3 Cross slope. The slope measured perpendicular to the direction of travel of a 
ramp shall not be steeper than one unit vertical in 48 units horizontal (2-percent slope).  
 
1010.4 Vertical rise. The rise for any ramp run shall be 30 inches (762 mm) maximum.  
 
1010.5 Minimum dimensions. The minimum dimensions of means of egress ramps shall 
comply with Sections 1010.5.1 through 1010.5.3.  
 
1010.5.1 Width. The minimum width of a means of egress ramp shall not be less than 
that required for corridors by Section 1016.2. The clear width of a ramp and the clear 
width between handrails, if provided, shall be 36 inches (914 mm) minimum.  
 
1010.5.2 Headroom. The minimum headroom in all parts of the means of egress ramp 
shall not be less than 80 inches (2032 mm).  
 
1010.5.3 Restrictions. Means of egress ramps shall not reduce in width in the direction 
of egress travel. Projections into the required ramp and landing width are prohibited. 
Doors opening onto a landing shall not reduce the clear width to less than 42 inches 
(1067 mm).  
 
1010.6 Landings. Ramps shall have landings at the bottom and top of each ramp, points 
of turning, entrance, exits and at doors. Landings shall comply with Sections 1010.6.1 
through 1010.6.5.  
 
1010.6.1 Slope. Landings shall have a slope not steeper than one unit vertical in 48 units 
horizontal (2-percent slope) in any direction. Changes in level are not permitted.  
 
1010.6.2 Width. The landing shall be at least as wide as the widest ramp run adjoining 
the landing.  
 
1010.6.3 Length. The landing length shall be 60 inches (1525 mm) minimum.  
Exception: Landings in nonaccessible Group R-2 and R-3 individual dwelling units, as 
applicable in Section 101.2, are permitted to be 36 inches (914 mm) minimum.  
 
1010.6.4 Change in direction. Where changes in direction of travel occur at landings 
provided between ramp runs, the landing shall be 60 inches by 60 inches (1524 mm by 
1524 mm) minimum.  
Exception: Landings in nonaccessible Group R-2 and R-3 individual dwelling units, as 
applicable in Section 101.2, are permitted to be 36 inches by 36 inches (914 mm by 914 
mm) minimum.  
 
1010.6.5 Doorways. Where doorways are located adjacent to a ramp landing, 
maneuvering clearances required by ICC A117.1 are permitted to overlap the required 
landing area.  
 
1010.7 Ramp construction. All ramps shall be built of materials consistent with the 
types permitted for the type of construction of the building; except that wood handrails 
shall be permitted for all types of construction. Ramps used as an exit shall conform to 
the applicable requirements of Sections 1019.1 and 1019.1.1 through 1019.1.3 for vertical 
exit enclosures.  
 



1010.7.1 Ramp surface. The surface of ramps shall be of slip-resistant materials that are 
securely attached.  
 
1010.7.2 Outdoor conditions. Outdoor ramps and outdoor approaches to ramps shall be 
designed so that water will not accumulate on walking surfaces. In other than 
occupancies in Group R-3, and occupancies in Group U that are accessory to an 
occupancy in Group R-3, surfaces and landings which are part of exterior ramps in 
climates subject to snow or ice shall be designed to minimize the accumulation of same.  
 
1010.8 Handrails. Ramps with a rise greater than 6 inches (152 mm) shall have handrails 
on both sides complying with Section 1009.11.  
 
1010.9 Edge protection. Edge protection complying with Section 1010.9.1 or 1010.9.2 
shall be provided on each side of ramp runs and at each side of ramp landings.  
Exceptions:  
1. Edge protection is not required on ramps not required to have handrails, provided they 
have flared sides that comply with the ICC A117.1 curb ramp provisions.  
2. Edge protection is not required on the sides of ramp landings serving an adjoining 
ramp run or stairway.  
3. Edge protection is not required on the sides of ramp landings having a vertical dropoff 
of not more than  0.5 inch (13 mm) within 10 inches (254 mm) horizontally of the 
required landing area. 
 
 1010.9.1 Railings. A rail shall be mounted below the handrail 17 inches to 19 inches 
(432 mm to 483 mm) above the ramp or landing surface.  
 
1010.9.2 Curb or barrier. A curb or barrier shall be provided that prevents the passage 
of a 4-inch-diameter (102 mm) sphere, where any portion of the sphere is within 4 inches 
(102 mm) of the floor or ground surface.  
 
1010.10 Guards. Guards shall be provided where required by Section 1012 and shall be 
constructed in accordance with Section 1012. 



SECTION 1012 GUARDS 
 
1012.1 Where required. Guards shall be located along open-sided walking surfaces, 
mezzanines, industrial equipment platforms, stairways, ramps and landings which are lo-
cated more than 30 inches (762 mm) above the floor or grade below. Guards shall be 
adequate in strength and attachment in accordance with Section 1607.7. Guards shall also 
be located along glazed sides of stairways, ramps and landings that are located more than 
30 inches (762 mm) above the floor or grade below where the glazing provided does not 
meet the strength and attachment requirements in Section 1607.7.  
Exception: Guards are not required for the following locations:  
1. On the loading side of loading docks or piers.  
2. On the audience side of stages and raised platforms, including steps leading up to the 
stage and raised platforms.  
3. On raised stage and platform floor areas such as runways, ramps and side stages used 
for entertainment or presentations.  
4. At vertical openings in the performance area of stages and platforms.  
5. At elevated walking surfaces appurtenant to stages and platforms for access to and 
utilization of special lighting or equipment.  
6. Along vehicle service pits not accessible to the public.  
7. In assembly seating where guards in accordance with Section 1024.14 are permitted 
and provided.  
 
1012.2 Height. Guards shall form a protective barrier not less than 42 inches (1067 mm) 
high, measured vertically above the leading edge of the tread, adjacent walking surface or 
adjacent seatboard.  
Exceptions:  
1. For occupancies in Group R-3, and within individual dwelling units in occupancies in 
Group R-2, both as applicable in Section 101.2, guards whose top rail also serves as a 
handrail shall have a height not less than 34 inches (864 mm) and not more than 38 
inches (965 mm) measured vertically from the leading edge of the stair tread nosing.  
2. The height in assembly seating areas shall be in accordance with Section 1024.14.  



1012.3 Opening limitations. Open guards shall have balusters or ornamental patterns 
such that a 4-inch-diameter (102 mm) sphere cannot pass through any opening up to a 
height of 34 inches (864 mm). From a height of 34 inches (864 mm) to 42 inches (1067 
mm) above the adjacent walking surfaces, a sphere 8 inches (203 mm) in diameter shall 
not pass.  
Exceptions:  
1. The triangular openings formed by the riser, tread and bottom rail at the open side of a 
stairway shall be of a maximum size such that a sphere of 6 inches (152 mm) in diameter 
cannot pass through the opening.  
2. At elevated walking surfaces for access to and use of electrical, mechanical or 
plumbing systems or equipment, guards shall have balusters or be of solid materials such 
that a sphere with a diameter of 21 inches (533 mm) cannot pass through any opening.  
3. In areas which are not open to the public within occupancies in Group I-3, F, H or S, 
balusters, horizontal intermediate rails or other construction shall not permit a sphere 
with a diameter of 21 inches (533 mm) to pass through any opening.  
 
In assembly seating areas, guards at the end of aisles where they terminate at a fascia of 
boxes, balconies and galleries shall have balusters or ornamental patterns such that a 4-
inch-diameter (102 mm) sphere cannot pass through any opening up to a height of 26 
inches (660 mm). From a height of 26 inches (660 mm) to 42 inches (1067 mm) above 
the adjacent walking surfaces, a sphere 8 inches (203 mm) in diameter shall not pass.  
 
1012.4 Screen porches. Porches and decks which are enclosed with insect screening 
shall be provided with guards where the walking surface is located more than 30 inches 
(762 mm) above the floor or grade below.  
 
1012.5 Mechanical equipment. Guards shall be provided where appliances, equipment, 
fans or other components that require service are located within 10 feet (3048 mm) of a 
roof edge or open side of a walking surface and such edge or open side is located more 
than 30 inches (762 mm) above the floor, roof or grade below. The guard shall be 
constructed so as to prevent the passage of a 21-inch-diameter (533 mm) sphere. 
 
SECTION 1016 CORRIDORS  
 
1016.2 Corridor width. The minimum corridor width shall be as determined in Section 
1005.1, but not less than 44 inches (1118 mm).  
Exceptions:  
1. Twenty-four inches (610 mm)—For access to and utilization of electrical, mechanical 
or plumbing systems or equipment.  
2. Thirty-six inches (914 mm)—With a required occupant capacity of 50 or less.  
3. Thirty-six inches (914 mm)—Within a dwelling unit.  
4. Seventy-two inches (1829 mm)—In Group E with a corridor having a required 
capacity of 100 or more.  
5. Seventy-two inches (1829 mm)—In corridors serving surgical Group I, health care 
centers for ambulatory patients receiving outpatient medical care, which causes the 
patient to be not capable of self-preserva-tion.  
6. Ninety-six inches (2438 mm)—In Group I-2 in areas where required for bed 
movement.  
 
 
 



SECTION 1019 VERTICAL EXIT ENCLOSURES  
 
1019.1 Enclosures required. Interior exit stairways and interior exit ramps shall be 
enclosed with fire barriers. Exit enclosures shall have a fire-resistance rating of not less 
than 2 hours where connecting four stories or more and not less than 1 hour where 
connecting less than four stories. The number of stories connected by the shaft enclosure 
shall include any basements but not any mezzanines. An exit enclosure shall not be used 
for any purpose other than means of egress. Enclosures shall be constructed as fire 
barriers in accordance with Section 706.  
Exceptions:  
1. In other than Group H and I occupancies, a stairway serving an occupant load of less 
than 10 not more than one story above the level of exit discharge is not required to be 
enclosed.  
2. Exits in buildings of Group A-5 where all portions of the means of egress are 
essentially open to the outside need not be enclosed.  
3. Stairways serving and contained within a single residential dwelling unit or sleeping 
unit in occupancies in Group R-2 or R-3 and sleeping units in occupancies in Group R-1 
are not required to be enclosed.  
4. Stairways that are not a required means of egress element are not required to be 
enclosed where such stairways comply with Section 707.2.  
5. Stairways in open parking structures which serve only the parking structure are not 
required to be enclosed.  
6. Stairways in occupancies in Group I-3 as provided for in Section 408.3.6 are not 
required to be enclosed.  
7. Means of egress stairways as required by Section 410.5.4 are not required to be 
enclosed.  
8. In other than occupancy Groups H and I, a maximum of 50 percent of egress stairways 
serving one adjacent floor are not required to be enclosed, provided at least two means of 
egress are provided from both floors served by the unenclosed stairways. Any two such 
interconnected floors shall not be open to other floors.  
9. In other than occupancy Groups H and I, interior egress stairways serving only the first 
and second stories of a building equipped throughout with an automatic sprinkler system 
in accordance with Section 903.3.1.1 are not required to be enclosed, provided at least 
two means of egress are provided from both floors served by the unenclosed stairways. 
Such interconnected stories shall not be open to other stories.  
 
SECTION 1022 EXTERIOR EXIT RAMPS AND STAIRWAYS  
 
1022.1 Exterior exit ramps and stairways. Exterior exit ramps and stairways serving as 
an element of a required means of egress shall comply with this section.  
Exception: Exterior exit ramps and stairways for outdoor stadiums complying with 
Section 1019.1, Exception 2.  
 
1022.2 Use in a means of egress. Exterior exit ramps and stairways shall not be used as 
an element of a required means of egress for occupancies in Group I-2. For occupancies 
in other than Group I-2, exterior exit ramps and stairways shall be permitted as an 
element of a required means of egress for buildings not exceeding six stories or 75 feet 
(22 860 mm) in height.  



 
1022.3 Open side. Exterior exit ramps and stairways serving as an element of a required 
means of egress shall be open on at least one side. An open side shall have a minimum of 
35 square feet (3.3 m

2
) of aggregate open area adjacent to each floor level and the level of 

each intermediate landing. The required open area shall be located not less than 42 inches 
(1067 mm) above the adjacent floor or landing level.  
 
1022.4 Side yards. The open areas adjoining exterior exit ramps or stairways shall be 
either yards, courts or public ways; the remaining sides are permitted to be enclosed by 
the exterior walls of the building.  
 
1022.5 Location. Exterior exit ramps and stairways shall be located in accordance with 
Section 1023.3.  
 
1022.6 Exterior ramps and stairway protection. Exterior exit ramps and stairways 
shall be separated from the interior of the building as required in Section 1019.1. 
Openings shall be limited to those necessary for egress from normally occupied spaces.  
Exceptions:  
1. Separation from the interior of the building is not required for occupancies, other than 
those in Group R-1 or R-2, in buildings that are no more than two stories above grade 
where the level of exit discharge is the first story above grade.  
2. Separation from the interior of the building is not required where the exterior ramp or 
stairway is served by an exterior ramp and/or balcony that connects two remote exterior 
stairways or other approved exits, with a perimeter that is not less than 50 percent open. 
To be considered open, the opening shall be a minimum of 50 percent of the height of the 
enclosing wall, with the top of the openings no less than 7 feet (2134 mm) above the top 
of the balcony.  
3. Separation from the interior of the building is not required for an exterior ramp or 
stairway located in a building or structure that is permitted to have unenclosed interior 
stairways in accordance with Section 1019.1.  
4. Separation from the interior of the building is not required for exterior ramps or 
stairways connected to open-ended corridors, provided that Items 4.1 through 4.4 are 
met:  
4.1. The building, including corridors and ramps and/or stairs, shall be equipped 
throughout with an automatic sprinkler system in accordance with Section 903.3.1.1 or 
903.3.1.2.  
4.2. The open-ended corridors comply with Section 1016.  
4.3. The open-ended corridors are connected on each end to an exterior exit ramp or 
stairway complying with Section 1022.  
4.4. At any location in an open-ended corridor where a change of direction exceeding 45 
degrees (0.79 rad) occurs, a clear opening of not less than 35 square feet (3.3 m2) or an 
exterior ramp or stairway shall be provided. Where clear openings are provided, they 
shall be located so as to minimize the accumulation of smoke or toxic gases.  



SECTION 1024 ASSEMBLY  
 
1024.1 General. Occupancies in Group A which contain seats, tables, displays, 
equipment or other material shall comply with this section.  
 
1024.1.1 Bleachers. Bleachers, grandstands, and folding and telescopic seating shall 
comply with ICC 300.  
 
1024.2 Assembly main exit. Group A occupancies that have an occupant load of greater 
than 300 shall be provided with a main exit. The main exit shall be of sufficient width to 
accommodate not less than one-half of the occupant load, but such width shall not be less 
than the total required width of all means of egress leading to the exit. Where the building 
is classified as a Group A occupancy, the main exit shall front on at least one street or an 
unoccupied space of not less than 10 feet (3048 mm) in width that adjoins a street or 
public way.  
Exception: In assembly occupancies where there is no well-defined main exit or where 
multiple main exits are provided, exits shall be permitted to be distributed around the 
perimeter of the building provided that the total width of egress is not less than 100 
percent of the required width.  
 
1024.3 Assembly other exits. In addition to having access to a main exit, each level of 
an occupancy in Group A having an occupant load of greater than 300 shall be provided 
with additional exits that shall provide an egress capacity for at least one-half of the total 
occupant load served by that level and comply with Section 1014.2.  
Exception: In assembly occupancies where there is no well-defined main exit or where 
multiple main exits are provided, exits shall be permitted to be distributed around the 
perimeter of the building provided that the total width of egress is not less than 100 
percent of the required width.  



1024.4 Foyers and lobbies. In Group A-1 occupancies, where persons are admitted to 
the building at times when seats are not available and are allowed to wait in a lobby or 
similar space, such use of lobby or similar space shall not encroach upon the required 
clear width of the means of egress. Such waiting areas shall be separated from the 
required means of egress by substantial permanent partitions or by fixed rigid railings not 
less than 42 inches (1067 mm) high. Such foyer, if not directly connected to a public 
street by all the main entrances or exits, shall have a straight and unobstructed corridor or 
path of travel to every such main entrance or exit.  
 
1024.5 Interior balcony and gallery means of egress. For balconies or galleries having 
a seating capacity of over 50 located in Group A occupancies, at least two means of 
egress shall be provided, one from each side of every balcony or gallery, with at least one 
leading directly to an exit.  
 
1024.5.1 Enclosure of balcony openings. Interior stairways and other vertical openings 
shall be enclosed in a vertical exit enclosure as provided in Section 1019.1, except that 
stairways are permitted to be open between the balcony and the main assembly floor in 
occupancies such as theaters, churches and auditoriums. At least one accessible means of 
egress is required from a balcony or gallery level containing accessible seating locations 
in accordance with Section 1007.3 or 1007.4.  
 
1024.6 Width of means of egress for assembly. The clear width of aisles and other 
means of egress shall comply with Section 1024.6.1 where smoke-protected seating is not 
provided and with Section 1024.6.2 or 1024.6.3 where smoke-protected seating is 
provided. The clear width shall be measured to walls, edges of seating and tread edges 
except for permitted projections.  
 
1024.6.1 Without smoke protection. The clear width of the means of egress shall 
provide sufficient capacity in accordance with all of the following, as applicable:  
1. At least 0.3 inch (7.6 mm) of width for each occupant served shall be provided on 
stairs having riser heights 7 inches (178 mm) or less and tread depths 11 inches (279 mm) 
or greater, measured horizontally between tread nosing.  
2. At least 0.005 inch (0.127 mm) of additional stair width for each occupant shall be 
provided for each 0.10 inch (2.5 mm) of riser height above 7 inches (178 mm).  
3. Where egress requires stair descent, at least 0.075 inch (1.9 mm) of additional width 
for each occupant shall be provided on those portions of stair width having no handrail 
within a horizontal distance of 30 inches (762 mm).  
4. Ramped means of egress, where slopes are steeper than one unit vertical in 12 units 
horizontal (8-percent slope), shall have at least 0.22 inch (5.6 mm) of clear width for each 
occupant served. Level or ramped means of egress, where slopes are not steeper than one 
unit vertical in 12 units horizontal (8-percent slope), shall have at least 0.20 inch (5.1 
mm) of clear width for each occupant served.  



1024.6.2 Smoke-protected seating. The clear width of the means of egress for smoke-
protected assembly seating shall be not less than the occupant load served by the egress 
element multiplied by the appropriate factor in Table 1024.6.2. The total number of seats 
specified shall be those within a single assembly space and exposed to the same smoke-
pro-tected environment. Interpolation is permitted between the specific values shown. A 
life safety evaluation, complying with NFPA 101, shall be done for a facility utilizing the 
reduced width requirements of Table 1024.6.2 for smoke-protected assembly seating.  
Exception: For an outdoor smoke-protected assembly with an occupant load not greater 
than 18,000, the clear width shall be determined using the factors in Section 1024.6.3.  
 
1024.6.2.1 Smoke control. Means of egress serving a smoke-protected assembly seating 
area shall be provided with a smoke control system complying with Section 909 or 
natural ventilation designed to maintain the smoke level at least 6 feet (1829 mm) above 
the floor of the means of egress.  
 
TABLE 1024.6.2 WIDTH OF AISLES FOR SMOKE-PROTECTED ASSEMBLY 

 INCHES OF CLEAR WIDTH PER 
SEAT SERVED  

 
TOTAL NUMBER 
OF SEATS IN THE 
SMOKE-
PROTECTED 
ASSEMBLY 
OCCUPANCY  

Stairs and aisle 
steps with 
handrails within 
30 inches  

Stairs and aisle 
steps without 
handrails within 
30 inches  

Passageways, 
doorways and 
ramps not steeper 
than 1 in 10 in 
slope  

Ramps steeper 
than 1 in 10 in 
slope  

Equal to or less than 
5,000  0.200  0.250  0.150  0.165  
10,000  0.130  0.163  0.100  0.110  
15,000  0.096  0.120  0.070  0.077  
20,000  0.076  0.095  0.056  0.062  
Equal to or greater 
than 25,000  0.060  0.075  0.044  0.048  
For SI: 1 inch = 25.4 mm.  
 
1024.6.2.2 Roof height. A smoke-protected assembly seating area with a roof shall have 
the lowest portion of the roof deck not less than 15 feet (4572 mm) above the highest 
aisle or aisle accessway.  
Exception: A roof canopy in an outdoor stadium shall be permitted to be less than 15 feet 
(4572 mm) above the highest aisle or aisle accessway provided that there are no objects 
less than 80 inches (2032 mm) above the highest aisle or aisle accessway.  
 
1024.6.2.3 Automatic sprinklers. Enclosed areas with walls and ceilings in buildings or 
structures containing smoke-protected assembly seating shall be protected with an 
approved automatic sprinkler system in accordance with Section 903.3.1.1.  
Exceptions:  
1. The floor area used for contests, performances or entertainment provided the roof 
construction is more than 50 feet (15 240 mm) above the floor level and the use is 
restricted to low fire hazard uses.  
2. Press boxes and storage facilities less than 1,000 square feet (93 m

2
) in area.  

3. Outdoor seating facilities where seating and the means of egress in the seating area are 
essentially open to the outside.  
 



1024.6.3 Width of means of egress for outdoor smoke-protected assembly. The clear 
width in inches (mm) of aisles and other means of egress shall be not less than the total 
occupant load served by the egress element multiplied by 0.08 (2.0 mm) where egress is 
by aisles and stairs and multiplied by 0.06 (1.52 mm) where egress is by ramps, corridors, 
tunnels or vomitories.  
Exception: The clear width in inches (mm) of aisles and other means of egress shall be 
permitted to comply with Section 1024.6.2 for the number of seats in the outdoor smoke-
protected assembly where Section 1024.6.2 permits less width.  
 
1024.7 Travel distance. Exits and aisles shall be so located that the travel distance to an 
exit door shall not be greater than 200 feet (60 960 mm) measured along the line of travel 
in nonsprinklered buildings. Travel distance shall not be more than 250 feet (76 200 mm) 
in sprinklered buildings. Where aisles are provided for seating, the distance shall be 
measured along the aisles and aisle accessway without travel over or on the seats.  
Exceptions:  
1. Smoke-protected assembly seating: The travel distance from each seat to the nearest 
entrance to a vomitory or concourse shall not exceed 200 feet (60 960 mm). The travel 
distance from the entrance to the vomitory or concourse to a stair, ramp or walk on the 
exterior of the building shall not exceed 200 feet (60 960 mm).  
2. Open-air seating: The travel distance from each seat to the building exterior shall not 
exceed 400 feet (122 m). The travel distance shall not be limited in facilities of Type I or 
II construction.  
 
1024.8 Common path of travel. The common path of travel shall not exceed 30 feet 
(9144 mm) from any seat to a point where a person has a choice of two paths of egress 
travel to two exits.  
Exceptions:  
1. For areas serving not more than 50 occupants, the common path of travel shall not 
exceed 75 feet (22 860 mm).  
2. For smoke-protected assembly seating, the common path of travel shall not exceed 50 
feet (15 240 mm).  
 
1024.8.1 Path through adjacent row. Where one of the two paths of travel is across the 
aisle through a row of seats to another aisle, there shall be not more than 24 seats between 
the two aisles, and the minimum clear width between rows for the row between the two 
aisles shall be 12 inches (305 mm) plus 0.6 inch (15.2 mm) for each additional seat above 
seven in the row between aisles.  
Exception: For smoke-protected assembly seating there shall not be more than 40 seats 
between the two aisles and the minimum clear width shall be 12 inches (305 mm) plus 
0.3 inch (7.6 mm) for each additional seat.  
 
1024.9 Assembly aisles are required. Every occupied portion of any occupancy in 
Group A that contains seats, tables, displays, similar fixtures or equipment shall be 
provided with aisles leading to exits or exit access doorways in accordance with this 
section. Aisle accessways for tables and seating shall comply with Section 1013.4.2.  



 
1024.9.1 Minimum aisle width. The minimum clear width of aisles shall be as shown:  
1. Forty-eight inches (1219 mm) for aisle stairs having seating on each side.  
Exception: Thirty-six inches (914 mm) where the aisle does not serve more than 50 seats.  
2. Thirty-six inches (914 mm) for aisle stairs having seating on only one side.  
3. Twenty-three inches (584 mm) between an aisle stair handrail or guard and seating 
where the aisle is subdivided by a handrail.  
4. Forty-two inches (1067 mm) for level or ramped aisles having seating on both sides.  
Exceptions:  
 1. Thirty-six inches (914 mm) where the aisle does not serve more than 50 seats.  
 2. Thirty inches (762 mm) where the aisle does not serve more than 14 seats.  
5. Thirty-six inches (914 mm) for level or ramped aisles having seating on only one side.  
Exception: Thirty inches (762 mm) where the aisle does not serve more than 14 seats.  
6. Twenty-three inches (584 mm) between an aisle stair handrail and seating where an 
aisle does not serve more than five rows on one side.  
 
1024.9.2 Aisle width. The aisle width shall provide sufficient egress capacity for the 
number of persons accommodated by the catchment area served by the aisle. The 
catchment area served by an aisle is that portion of the total space that is served by that 
section of the aisle. In establishing catchment areas, the assumption shall be made that 
there is a balanced use of all means of egress, with the number of persons in proportion to 
egress capacity.  
 
1024.9.3 Converging aisles. Where aisles converge to form a single path of egress travel, 
the required egress capacity of that path shall not be less than the combined required 
capacity of the converging aisles.  
 
1024.9.4 Uniform width. Those portions of aisles, where egress is possible in either of 
two directions, shall be uniform in required width.  
 
1024.9.5 Assembly aisle termination. Each end of an aisle shall terminate at cross aisle, 
foyer, doorway, vomitory or concourse having access to an exit.  
Exceptions:  
1. Dead-end aisles shall not be greater than 20 feet (6096 mm) in length.  
2. Dead-end aisles longer than 20 feet (6096 mm) are permitted where seats beyond the 
20-foot (6096 mm) dead-end aisle are no more than 24 seats from another aisle, measured 
along a row of seats having a minimum clear width of 12 inches (305 mm) plus 0.6 inch 
(15.2 mm) for each additional seat above seven in the row.  
3. For smoke-protected assembly seating, the dead-end aisle length of vertical aisles shall 
not exceed a distance of 21 rows.  
4. For smoke-protected assembly seating, a longer dead-end aisle is permitted where seats 
beyond the 21-row dead-end aisle are not more than 40 seats from another aisle, 
measured along a row of seats having an aisle accessway with a minimum clear width of 
12 inches (305 mm) plus 0.3 inch (7.6 mm) for each additional seat above seven in the 
row.  
 
1024.9.6 Assembly aisle obstructions. There shall be no obstructions in the required 
width of aisles except for handrails as provided in Section 1024.13.  



1024.10 Clear width of aisle accessways serving seating.  
Where seating rows have 14 or fewer seats, the minimum clear aisle accessway width 
shall not be less than 12 inches (305 mm) measured as the clear horizontal distance from 
the back of the row ahead and the nearest projection of the row behind. Where chairs 
have automatic or self-rising seats, the measurement shall be made with seats in the 
raised position. Where any chair in the row does not have an automatic or self-rising seat, 
the measurements shall be made with the seat in the down position. For seats with folding 
tablet arms, row spacing shall be determined with the tablet arm down.  
 
1024.10.1 Dual access. For rows of seating served by aisles or doorways at both ends, 
there shall not be more than 100 seats per row. The minimum clear width of 12 inches 
(305 mm) between rows shall be increased by 0.3 inch (7.6 mm) for every additional seat 
beyond 14 seats, but the minimum clear width is not required to exceed 22 inches (559 
mm).  
Exception: For smoke-protected assembly seating, the row length limits for a 12-inch-
wide (305 mm) aisle accessway, beyond which the aisle accessway minimum clear width 
shall be increased, are in Table 1024.10.1.  
 
TABLE 1024.10.1 SMOKE-PROTECTED ASSEMBLY AISLE ACCESSWAYS  

MAXIMUM NUMBER OF SEATS PER ROW 
PERMITTED TO HAVE A MINIMUM 12-INCH 

CLEAR WIDTH AISLE ACCESSWAY 

TOTAL NUMBER OF 
SEATS IN THE SMOKE-

PROTECTED 
ASSEMBLY 

OCCUPANCY 
Aisle or doorway at 

both ends of row 
Aisle or doorway at one end of 

row only 
Less than 4,000 14 7 

4,000 15 7 
7,000 16 8 
10,000 17 8 
13,000 18 9 
16,000 19 9 
19,000 20 10 

22,000 and greater 21 11 
For SI: 1 inch = 25.4 mm.  
 
1024.10.2 Single access. For rows of seating served by an aisle or doorway at only one 
end of the row, the minimum clear width of 12 inches (305 mm) between rows shall be 
increased by 0.6 inch (15.2 mm) for every additional seat beyond seven seats, but the 
minimum clear width is not required to exceed 22 inches (559 mm).  
Exception: For smoke-protected assembly seating, the row length limits for a 12-inch-
wide (305 mm) aisle accessway, beyond which the aisle accessway minimum clear width 
shall be increased, are in Table 1024.10.1.  



1024.11 Assembly aisle walking surfaces. Aisles with a slope not exceeding one unit 
vertical in eight units horizontal (12.5-percent slope) shall consist of a ramp having a 
slip-resistant walking surface. Aisles with a slope exceeding one unit vertical in eight 
units horizontal (12.5-percent slope) shall consist of a series of risers and treads that 
extends across the full width of aisles and complies with Sections 1024.11.1 through 
1024.11.3.  
 
1024.11.1 Treads. Tread depths shall be a minimum of 11 inches (279 mm) and shall 
have dimensional uniformity.  
Exception: The tolerance between adjacent treads shall not exceed 0.188 inch (4.8 mm).  
 
1024.11.2 Risers. Where the gradient of aisle stairs is to be the same as the gradient of 
adjoining seating areas, the riser height shall not be less than 4 inches (102 mm) nor more 
than 8 inches (203 mm) and shall be uniform within each flight.  
Exceptions:  
1. Riser height nonuniformity shall be limited to the extent necessitated by changes in the 
gradient of the adjoining seating area to maintain adequate sightlines. Where 
nonuniformities exceed 0.188 inch (4.8 mm) between adjacent risers, the exact location 
of such nonuniformities shall be indicated with a distinctive marking stripe on each tread 
at the nosing or leading edge adjacent to the nonuniform risers. Such stripe shall be a 
minimum of 1 inch (25 mm), and a maximum of 2 inches (51 mm), wide. The edge 
marking stripe shall be distinctively different from the contrasting marking stripe.  
2. Riser heights not exceeding 9 inches (229 mm) shall be permitted where they are 
necessitated by the slope of the adjacent seating areas to maintain sightlines.  
 
1024.11.3 Tread contrasting marking stripe. A contrasting marking stripe shall be 
provided on each tread at the nosing or leading edge such that the location of each tread 
is readily apparent when viewed in descent. Such stripe shall be a minimum of 1 inch (25 
mm), and a maximum of 2 inches (51 mm), wide.  
Exception: The contrasting marking stripe is permitted to be omitted where tread surfaces 
are such that the location of each tread is readily apparent when viewed in descent.  
 
1024.12 Seat stability. In places of assembly, the seats shall be securely fastened to the 
floor.  
Exceptions:  
1. In places of assembly or portions thereof without ramped or tiered floors for seating 
and with 200 or fewer seats, the seats shall not be required to be fastened to the floor.  
2. In places of assembly or portions thereof with seating at tables and without ramped or 
tiered floors for seating, the seats shall not be required to be fastened to the floor.  
3. In places of assembly or portions thereof without ramped or tiered floors for seating 
and with greater than 200 seats, the seats shall be fastened together in groups of not less 
than three or the seats shall be securely fastened to the floor.  
4. In places of assembly where flexibility of the seating arrangement is an integral part of 
the design and function of the space and seating is on tiered levels, a maximum of 200 
seats shall not be required to be fastened to the floor. Plans showing seating, tiers and 
aisles shall be submitted for approval.  
5. Groups of seats within a place of assembly separated from other seating by railings, 
guards, partial height walls or similar barriers with level floors and having no more than 
14 seats per group shall not be required to be fastened to the floor.  
6. Seats intended for musicians or other performers and separated by railings, guards, 
partial height walls or similar barriers shall not be required to be fastened to the floor.  



1024.13 Handrails. Ramped aisles having a slope exceeding one unit vertical in 15 units 
horizontal (6.7-percent slope) and aisle stairs shall be provided with handrails located 
either at the side or within the aisle width.  
Exceptions:  
Handrails are not required for ramped aisles having a gradient no greater than one unit 
vertical in eight units horizontal (12.5-percent slope) and seating on both sides.  
Handrails are not required if, at the side of the aisle, there is a guard that complies with 
the graspability requirements of handrails.  
 
1024.13.1 Discontinuous handrails. Where there is seating on both sides of the aisle, the 
handrails shall be discontinuous with gaps or breaks at intervals not exceeding five rows 
to facilitate access to seating and to permit crossing from one side of the aisle to the 
other. These gaps or breaks shall have a clear width of at least 22 inches (559 mm) and 
not greater than 36 inches (914 mm), measured horizontally, and the handrail shall have 
rounded terminations or bends.  
 
1024.13.2 Intermediate handrails. Where handrails are provided in the middle of aisle 
stairs, there shall be an additional intermediate handrail located approximately 12 inches 
(305 mm) below the main handrail.  
 
1024.14 Assembly guards. Assembly guards shall comply with Sections 1024.14.1 
through 1024.14.3.  
 
1024.14.1 Cross aisles. Cross aisles located more than 30 inches (762 mm) above the 
floor or grade below shall have guards in accordance with Section 1012.  
Where an elevation change of 30 inches (762 mm) or less occurs between a cross aisle 
and the adjacent floor or grade below, guards not less than 26 inches (660 mm) above the 
aisle floor shall be provided.  
Exception: Where the backs of seats on the front of the cross aisle project 24 inches (610 
mm) or more above the adjacent floor of the aisle, a guard need not be provided.  
 
1024.14.2 Sightline-constrained guard heights. Unless subject to the requirements of 
Section 1024.14.3, a fascia or railing system in accordance with the guard requirements 
of Section 1012 and having a minimum height of 26 inches (660 mm) shall be provided 
where the floor or footboard elevation is more than 30 inches (762 mm) above the floor 
or grade below and the fascia or railing would otherwise interfere with the sightlines of 
immediately adjacent seating. At bleachers, a guard must be provided where the floor or 
footboard elevation is more than 24 inches (610 mm) above the floor or grade below and 
the fascia or railing would otherwise interfere with the sightlines of the immediately adja-
cent seating.  
 
1024.14.3 Guards at the end of aisles. A fascia or railing system complying with the 
guard requirements of Section 1012 shall be provided for the full width of the aisle where 
the foot of the aisle is more than 30 inches (762 mm) above the floor or grade below. The 
fascia or railing shall be a minimum of 36 inches (914 mm) high and shall provide a 
minimum 42 inches (1067 mm) measured diagonally between the top of the rail and the 
nosing of the nearest tread.  
 
1024.15 Bench seating. Where bench seating is used, the number of persons shall be 
based on one person for each 18 inches (457 mm) of length of the bench.  
 



CHAPTER 11 ACCESSIBILITY  
 
SECTION 1101 GENERAL 
  
1101.1 Scope. The provisions of this chapter shall control the design and construction of 
facilities for accessibility to physically disabled persons.  
 
1101.2 Design. Buildings and facilities shall be designed and constructed to be accessible 
in accordance with this code and ICC A117.1.  
 
SECTION 1102 DEFINITIONS  
 
1102.1 Definitions. The following words and terms shall, for the purposes of this chapter 
and as used elsewhere in the code, have the following meanings:  
 
ACCESSIBLE. A site, building, facility or portion thereof, that complies with this 
chapter.  
 
ACCESSIBLE ROUTE. A continuous, unobstructed path that complies with this 
chapter. 
  
ACCESSIBLE UNIT. A dwelling unit or sleeping unit that complies with this code and 
Chapters 1 through 9 of ICC A117.1.  
 
CIRCULATION PATH. An exterior or interior way of passage from one place to 
another for pedestrians.  
 
COMMON USE. Interior or exterior circulation paths, rooms, spaces or elements that 
are not for public use and are made available for the shared use of two or more people.  
 
DETECTABLE WARNING. A standardized surface feature built in or applied to 
walking surfaces or other elements to warn visually impaired persons of hazards on a 
circulation path.  
 
DWELLING UNIT OR SLEEPING UNIT, MULTISTORY. A dwelling unit or 
sleeping unit with habitable space located on more than one story.  
 
DWELLING UNIT OR SLEEPING UNIT, TYPE A. A dwelling unit or sleeping unit 
designed and constructed for accessibility in accordance with ICC A117.1.  
 
DWELLING UNIT OR SLEEPING UNIT, TYPE B. A dwelling unit or sleeping unit 
designed and constructed for accessibility in accordance with ICC A117.1, consistent 
with the design and construction requirements of the federal Fair Housing Act.  
 
EMPLOYEE WORK AREA. All or any portion of a space used only by employees and 
only for work. Corridors, toilet rooms, kitchenettes and break rooms are not employee 
work areas.  
 
FACILITY. All or any portion of buildings, structures, site improvements, elements and 
pedestrian or vehicular routes located on a site.  



INTENDED TO BE OCCUPIED AS A RESIDENCE. This refers to a dwelling unit or 
sleeping unit that can or will be used all or part of the time as the occupant’s place of 
abode.  
 
MULTILEVEL ASSEMBLY SEATING. Seating that is arranged in distinct levels 
where each level is comprised of either multiple rows, or a single row of box seats 
accessed from a separate level.  
 
PUBLIC ENTRANCE. An entrance that is not a service entrance or a restricted 
entrance.  
 
PUBLIC-USE AREAS. Interior or exterior rooms or spaces that are made available to 
the general public.  
 
RESTRICTED ENTRANCE. An entrance that is made available for common use on a 
controlled basis, but not public use, and that is not a service entrance.  
 
SELF-SERVICE STORAGE FACILITY. Real property designed and used for the 
purpose of renting or leasing individual storage spaces to customers for the purpose of 
storing and removing personal property on a self-service basis.  
 
SERVICE ENTRANCE. An entrance intended primarily for delivery of goods or 
services.  
 
SITE. A parcel of land bounded by a property line or a designated portion of a public 
right-of-way.  
 
WHEELCHAIR SPACE. A space for a single wheelchair and its occupant.  
 
Section 1103 SCOPING REQUIREMENTS  
 
1103.1 Where required. Buildings and structures, temporary or permanent, including 
their associated sites and facilities, shall be accessible to persons with physical 
disabilities.  
 
1103.2 General exceptions. Sites, buildings, facilities and elements shall be exempt from 
this chapter to the extent specified in this section.  
 
1103.2.1 Specific requirements. Accessibility is not required in buildings and facilities, 
or portions thereof, to the extent permitted by Sections 1104 through 1110.  
 
1103.2.2 Existing buildings. Existing buildings shall comply with Section 3409.  



1103.2.3 Employee work areas. Spaces and elements within employee work areas shall 
only be required to comply with Sections 907.9.1.2, 1007 and 1104.3.1 and shall be 
designed and constructed so that individuals with disabilities can approach, enter and exit 
the work area. Work areas, or portions of work areas, that are less than 150 square feet 
(14 m

2
) in area and elevated 7 inches (178 mm) or more above the ground or finish floor 

where the elevation is essential to the function of the space shall be exempt from all 
requirements.  
 
1103.2.4 Detached dwellings. Detached one-and two-family dwellings and accessory 
structures, and their associated sites and facilities as applicable in Section 101.2, are not 
required to be accessible.  
 
1103.2.5 Utility buildings. Occupancies in Group U are exempt from the requirements of 
this chapter other than the following:  
1. In agricultural buildings, access is required to paved work areas and areas open to the 
general public.  
2. Private garages or carports that contain required accessible parking. 
 
1103.2.6 Construction sites. Structures, sites and equipment directly associated with the 
actual processes of construction including, but not limited to, scaffolding, bridging, 
materials hoists, materials storage or construction trailers are not required to be 
accessible.  
 
1103.2.7 Raised areas. Raised areas used primarily for purposes of security, life safety 
or fire safety including, but not limited to, observation galleries, prison guard towers, fire 
towers or lifeguard stands are not required to be accessible or to be served by an 
accessible route.  
 
1103.2.8 Limited access spaces. Nonoccupiable spaces accessed only by ladders, 
catwalks, crawl spaces, freight elevators or very narrow passageways are not required to 
be accessible.  
 
1103.2.9 Equipment spaces. Spaces frequented only by personnel for maintenance, 
repair or monitoring of equipment are not required to be accessible. Such spaces include, 
but are not limited to, elevator pits, elevator penthouses, mechanical, electrical or 
communications equipment rooms, piping or equipment catwalks, water or sewage 
treatment pump rooms and stations, electric substations and transformer vaults, and 
highway and tunnel utility facilities.  
 
1103.2.10 Single-occupant structures. Single-occupant structures accessed only by 
passageways below grade or elevated above grade including, but not limited to, toll 
booths that are accessed only by underground tunnels, are not required to be accessible.  
 
1103.2.11 Residential Group R-1. Buildings of Group R-1 containing not more than 
five sleeping units for rent or hire that are also occupied as the residence of the proprietor 
are not required to be accessible.  
 
1103.2.12 Day care facilities. Where a day care facility (Groups A-3, E, I-4 and R-3) is 
part of a dwelling unit, only the portion of the structure utilized for the day care facility is 
required to be accessible.  
 



1103.2.13 Detention and correctional facilities. In detention and correctional facilities, 
common use areas that are used only by inmates or detainees and security personnel, and 
that do not serve holding cells or housing cells required to be accessible, are not required 
to be accessible or to be served by an accessible route.  
 
1103.2.14 Fuel-dispensing systems. The operable parts on fuel-dispensing devices shall 
comply with ICC A117.1, Section 308.2.1 or 308.3.1.  
 
SECTION 1104 ACCESSIBLE ROUTE  
 
1104.1 Site arrival points. Accessible routes within the site shall be provided from 
public transportation stops, accessible parking and accessible passenger loading zones 
and public streets or sidewalks to the accessible building entrance served.  
Exception: An accessible route shall not be required between site arrival points and the 
building or facility entrance if the only means of access between them is a vehicular way 
not providing for pedestrian access.  
 
1104.2 Within a site. At least one accessible route shall connect accessible buildings, 
accessible facilities, accessible elements and accessible spaces that are on the same site.  
Exception: An accessible route is not required between accessible buildings, accessible 
facilities, accessible elements and accessible spaces that have, as the only means of 
access between them, a vehicular way not providing for pedestrian access.  
 
1104.3 Connected spaces. When a building, or portion of a building, is required to be 
accessible, an accessible route shall be provided to each portion of the building, to 
accessible building entrances connecting accessible pedestrian walkways and the public 
way. Where only one accessible route is provided, the accessible route shall not pass 
through kitchens, storage rooms, restrooms, closets or similar spaces.  
Exceptions:  
1. In assembly areas with fixed seating required to be accessible, an accessible route shall 
not be required to serve fixed seating where wheelchair spaces or designated aisle seats 
required to be on an accessible route are not provided.  
2. Accessible routes shall not be required to mezzanines provided that the building or 
facility has no more than one story, or where multiple stories are not connected by an 
accessible route as permitted by Section 1104.4.  
3. A single accessible route is permitted to pass through a kitchen or storage room in an 
accessible dwelling unit.  
 
1104.3.1 Employee work areas. Common use circulation paths within employee work 
areas shall be accessible routes.  
Exceptions:  
1. Common use circulation paths, located within employee work areas that are less than 
300 square feet  
(27.9 m

2
) in size and defined by permanently in 

stalled partitions, counters, casework or furnishings, shall not be required to be accessible 
routes.  
2. Common use circulation paths, located within employee work areas, that are an 
integral component of equipment, shall not be required to be accessible routes.  
3. Common use circulation paths, located within exterior employee work areas that are 
fully exposed to the weather, shall not be required to be accessible routes.  
 



1104.3.2 Press boxes. Press boxes in assembly areas shall be on an accessible route.  
Exceptions:  
1. An accessible route shall not be required to press boxes in bleachers that have points of 
entry at only one level, provided that the aggregate area of all press boxes is 500 square 
feet (46 m

2
) maximum.  

2. An accessible route shall not be required to free-standing press boxes that are elevated 
above grade 12 feet (3660 mm) minimum provided that the aggregate area of all press 
boxes is 500 square feet (46 m

2
) maximum.  

 
1104.4 Multilevel buildings and facilities. At least one accessible route shall connect 
each accessible level, including mezzanines, in multilevel buildings and facilities.  
Exceptions:  
1. An accessible route is not required to stories and mezzanines above and below 
accessible levels that have an aggregate area of not more than 3,000 square feet (278.7 
m

2
). This exception shall not apply to:  

1.1. Multiple tenant facilities of Group M occupancies containing five or more tenant 
spaces;  
1.2. Levels containing offices of health care providers (Group B or I); or  
1.3. Passenger transportation facilities and airports (Group A-3 or B).  
2. In Group A, I, R and S occupancies, levels that do not contain accessible elements or 
other spaces required by Section 1107 or 1108 are not required to be served by an 
accessible route from an accessible level.  
3. In air traffic control towers, an accessible route is not required to serve the cab and the 
floor immediately below the cab.  
4. Where a two-story building or facility has one story with an occupant load of five or 
fewer persons that does not contain public use space, that story shall not be required to be 
connected by an accessible route to the story above or below.  
 
1104.5 Location. Accessible routes shall coincide with or be located in the same area as 
a general circulation path. Where the circulation path is interior, the accessible route shall 
also be interior.  
Exception: Accessible routes from parking garages contained within and serving Type B 
dwelling units are not required to be interior.  
 
1104.6 Security barriers. Security barriers including, but not limited to, security 
bollards and security check points shall not obstruct a required accessible route or 
accessible means of egress.  
Exception: Where security barriers incorporate elements that cannot comply with these 
requirements, such as certain metal detectors, fluoroscopes or other similar devices, the 
accessible route shall be permitted to be provided adjacent to security screening devices. 
The accessible route shall permit persons with disabilities passing around security barri-
ers to maintain visual contact with their personal items to the same extent provided others 
passing through the security barrier.  



SECTION 1105 ACCESSIBLE ENTRANCES  
 
1105.1 Public entrances. In addition to accessible entrances required by Sections 
1105.1.1 through 1105.1.6, at least 50 percent of all public entrances shall be accessible.  
Exceptions:  
1. An accessible entrance is not required to areas not required to be accessible.  
2. Loading and service entrances that are not the only entrance to a tenant space.  
 
1105.1.1 Parking garage entrances. Where provided, direct access for pedestrians from 
parking structures to buildings or facility entrances shall be accessible.  
 
1105.1.2 Entrances from tunnels or elevated walkways.  
Where direct access is provided for pedestrians from a pedestrian tunnel or elevated 
walkway to a building or facility, at least one entrance to the building or facility from 
each tunnel or walkway shall be accessible.  
 
1105.1.3 Restricted entrances. Where restricted entrances are provided to a building or 
facility, at least one restricted entrance to the building or facility shall be accessible.  
 
1105.1.4 Entrances for inmates or detainees. Where entrances used only by inmates or 
detainees and security personnel are provided at judicial facilities, detention facilities or 
correctional facilities, at least one such entrance shall be accessible.  
 
1105.1.5 Service entrances. If a service entrance is the only entrance to a building or a 
tenant space in a facility, that entrance shall be accessible.  
 
1105.1.6 Tenant spaces, dwelling units and sleeping units. At least one accessible 
entrance shall be provided to each tenant, dwelling unit and sleeping unit in a facility.  
Exceptions:  
1. An accessible entrance is not required to tenants that are not required to be accessible.  
2. An accessible entrance is not required to dwelling units and sleeping units that are not 
required to be Accessible units, Type A units or Type B units.  
 
SECTION 1106 PARKING AND PASSENGER LOADING 
FACILITIES  
 
1106.1 Required. Where parking is provided, accessible parking spaces shall be 
provided in compliance with Table 1106.1, except as required by Sections 1106.2 
through 1106.4. The number of accessible parking spaces shall be determined based on 
the total number of parking spaces provided for the facility.  
Exception: This section does not apply to parking spaces used exclusively for buses, 
trucks, other delivery vehicles, law enforcement vehicles or vehicular impound and motor 
pools where lots accessed by the public are provided with an accessible passenger 
loading zone.  



                         TABLE 1106.1 ACCESSIBLE PARKING SPACES 
TOTAL PARKING REQUIRED MINIMUM NUMBER 

SPACES PROVIDED OF ACCESSIBLE SPACES 
1 to 25 1 
26 to 50 2 
51 to 75 3 
76 to 100 4 
101 to 150 5 
151 to 200 6 
201 to 300 7 
301 to 400 8 
401 to 500 9 

501 to 1,000 2% of total 

More than 1,000 20, plus one for each 100 over 1,000 
 
1106.2 Groups R-2 and R-3. Two percent, but not less than one, of each type of parking 
space provided for occupancies in Groups R-2 and R-3, which are required to have 
Accessible, Type A or Type B dwelling or sleeping units, shall be accessible. Where 
parking is provided within or beneath a building, accessible parking spaces shall also be 
provided within or beneath the building.  
 
1106.3 Hospital outpatient facilities. Ten percent of patient and visitor parking spaces 
provided to serve hospital outpatient facilities shall be accessible.  
 
1106.4 Rehabilitation facilities and outpatient physical therapy facilities. Twenty 
percent, but not less than one, of the portion of patient and visitor parking spaces serving 
rehabilitation facilities and outpatient physical therapy facilities shall be accessible.  
 
1106.5 Van spaces. For every six or fraction of six accessible parking spaces, at least one 
shall be a van-accessible parking space.  
 
1106.6 Location. Accessible parking spaces shall be located on the shortest accessible 
route of travel from adjacent parking to an accessible building entrance. Accessible 
parking spaces shall be dispersed among the various types of parking facilities provided. 
In parking facilities that do not serve a particular building, accessible parking spaces shall 
be located on the shortest route to an accessible pedestrian entrance to the parking 
facility. Where buildings have multiple accessible entrances with adjacent parking, 
accessible parking spaces shall be dispersed and located near the accessible entrances.  
Exception: In multilevel parking structures, van-accessible parking spaces are permitted 
on one level.  
 
1106.7 Passenger loading zones. Passenger loading zones shall be designed and 
constructed in accordance with ICC A117.1.  
 
1106.7.1 Continuous loading zones. Where passenger loading zones are provided, one 
passenger loading zone in every continuous 100 linear feet (30.4 m) maximum of loading 
zone space shall be accessible.  
 



1106.7.2 Medical facilities. A passenger loading zone shall be provided at an accessible 
entrance to licensed medical and long-term care facilities where people receive physical 
or medical treatment or care and where the period of stay exceeds 24 hours.  
 
1106.7.3 Valet parking. A passenger loading zone shall be provided at valet parking 
services.  
 
SECTION 1107 DWELLING UNITS AND SLEEPING UNITS  
 
1107.1 General. In addition to the other requirements of this chapter, occupancies having 
dwelling units or sleeping units shall be provided with accessible features in accordance 
with this section.  
 
1107.2 Design. Dwelling units and sleeping units which are required to be Accessible 
units shall comply with this code and the applicable portions of Chapters 1 through 9 of 
ICC A117.1. Type A and Type B units shall comply with the applicable portions of 
Chapter 10 of ICC A117.1. Units required to be Type A units are permitted to be 
designed and constructed as Accessible units. Units required to be Type B units are 
permitted to be designed and constructed as Accessible units or as Type A units.  
 
1107.3 Accessible spaces. Rooms and spaces available to the general public or available 
for use by residents and serving Accessible units, Type A units or Type B units shall be 
accessible. Accessible spaces shall include toilet and bathing rooms, kitchen, living and 
dining areas and any exterior spaces, including patios, terraces and balconies.  
Exception: Recreational facilities in accordance with Section 1109.14.  
 
1107.4 Accessible route. At least one accessible route shall connect accessible building 
or facility entrances with the primary entrance of each Accessible unit, Type A unit and 
Type B unit within the building or facility and with those exterior and interior spaces and 
facilities that serve the units.  
Exceptions:  
1. If the slope of the finished ground level between accessible facilities and buildings 
exceeds one unit vertical in 12 units horizontal (1:12), or where physical barriers prevent 
the installation of an accessible route, a vehicular route with parking that complies with 
Section 1106 at each public or common use facility or building is permitted in place of 
the accessible route.  
2. Exterior decks, patios or balconies that are part of Type B units and have impervious 
surfaces, and that are not more than 4 inches (102 mm) below the finished floor level of 
the adjacent interior space of the unit.  
 
1107.5 Group I. Occupancies in Group I shall be provided with accessible features in 
accordance with Sections 1107.5.1 through 1107.5.5.  
 
1107.5.1 Group I-1. Group I-1 occupancies shall be provided with accessible features in 
accordance with Sections 1107.5.1.1 and 1107.5.1.2.  
 
1107.5.1.1 Accessible units. At least 4 percent, but not less than one, of the dwelling 
units and sleeping units shall be Accessible units.  
 



1107.5.1.2 Type B units. In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit.  
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7.  
 
1107.5.2 Group I-2 Nursing homes. Nursing homes of Group I-2 shall be provided with 
accessible features in accordance with Sections 1107.5.2.1 and 1107.5.2.2.  
 
1107.5.2.1 Accessible units. At least 50 percent, but not less than one, of the dwelling 
units and sleeping units shall be Accessible units.  
 
1107.5.2.2 Type B units. In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit.  
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7.  
 
1107.5.3 Group I-2 Hospitals. General-purpose hospitals, psychiatric facilities, 
detoxification facilities and residential care/assisted living facilities of Group I-2 shall be 
provided with accessible features in accordance with Sections 1107.5.3.1 and 1107.5.3.2.  
 
1107.5.3.1 Accessible units. At least 10 percent, but not less than one, of the dwelling 
units and sleeping units shall be Accessible units.  
 
1107.5.3.2 Type B units. In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit.  
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7.  
 
1107.5.4 Group I-2 Rehabilitation facilities. In hospitals and rehabilitation facilities of 
Group I-2 which specialize in treating conditions that affect mobility, or units within 
either which specialize in treating conditions that affect mobility, 100 percent of the 
dwelling units and sleeping units shall be Accessible units.  
 
1107.5.5 Group I-3. Buildings, facilities or portions thereof with Group I-3 occupancies 
shall comply with Sections 1107.5.5.1 through 1107.5.5.3.  
 
1107.5.5.1 Group I-3 sleeping units. In occupancies in Group I-3, at least 2 percent, but 
not less than one, of the dwelling units and sleeping units shall be Accessible units.  



1107.5.5.2 Special holding cells and special housing cells or rooms. In addition to the 
units required to be accessible by Section 1107.5.5.1, where special holding cells or 
special housing cells or rooms are provided, at least one serving each purpose shall be 
accessible. Cells or rooms subject to this requirement include, but are not limited to, 
those used for purposes of orientation, protective custody, administrative or disciplinary 
detention or segregation, detoxification and medical isolation.  
Exception: Cells or rooms specially designed without protrusions and that are used solely 
for purposes of suicide prevention shall not be required to include grab bars.  
 
1107.5.5.3 Medical care facilities. Patient sleeping units or cells required to be 
accessible in medical care facilities shall be provided in addition to any medical isolation 
cells required to comply with Section 1107.5.5.2.  
 
1107.6 Group R. Occupancies in Group R shall be provided with accessible features in 
accordance with Sections 1107.6.1 through 1107.6.4.  
 
1107.6.1 Group R-1. Group R-1 occupancies shall be provided with accessible features 
in accordance with Sections 1107.6.1.1 and 1107.6.1.2.  
 
1107.6.1.1 Accessible units. In occupancies in Group R-1, Accessible dwelling units and 
sleeping units shall be provided in accordance with Table 1107.6.1.1. All facilities on a 
site shall be considered to determine the total number of Accessible units. Accessible 
units shall be dispersed among the various classes of units. Roll-in showers provided in 
Accessible units shall include a permanently mounted folding shower seat. 
 
TABLE 1107.6.1.1 ACCESSIBLE DWELLING AND SLEEPING UNITS  

TOTAL NUMBER OF UNITS 
PROVIDED  

MINIMUM REQUIRED 
NUMBER OF ACCESSIBLE 
UNITS ASSOCIATED WITH 
ROLL-IN SHOWERS  

TOTAL NUMBER OF 
REQUIRED ACCESSIBLE 
UNITS  

1 to 25  0  1  
26 to 50  0  2  
51 to 75  1  4  
76 to 100  1  5  
101 to 150  2  7  
151 to 200  2  8  
201 to 300  3  10  
301 to 400  4  12  
401 to 500  4  13  
501 to 1,000  1% of total  3% of total  

Over 1,000  
10, plus 1 for each 100 over 
1,000  

30, plus 2 for each 100 over 
1,000  

 
1107.6.1.2 Type B units. In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit.  
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7.  
 



1107.6.2 Group R-2. Accessible units, Type A units and Type B units shall be provided 
in occupancies in Group R-2 in accordance with Sections 1107.6.2.1 and 1107.6.2.2.  
 
1107.6.2.1 Apartment houses, monasteries and convents. Type A and Type B units 
shall be provided in apartment houses, monasteries and convents in accordance with 
Sections 1107.6.2.1.1 and 1107.6.2.1.2.  
 
1107.6.2.1.1 Type A units. In occupancies in Group R-2 containing more than 20 
dwelling units or sleeping units, at least 2 percent, but not less than one, of the units shall 
be a Type A unit. All units on a site shall be considered to determine the total number of 
units and the required number of Type A units. Type A units shall be dispersed among 
the various classes of units.  
Exceptions:  
1. The number of Type A units is permitted to be reduced in accordance with Section 
1107.7.  
2. Existing structures on a site shall not contribute to the total number of units on a site.  
 
1107.6.2.1.2 Type B units. Where there are four or more dwelling units or sleeping units 
intended to be occupied as a residence in a single structure, every dwelling unit and 
sleeping unit intended to be occupied as a residence shall be a Type B unit.  
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7.  
 
1107.6.2.2 Boarding houses, dormitories, fraternity houses and sorority houses. 
Accessible units and Type B dwelling units shall be provided in boarding houses, 
dormitories, fraternity houses and sorority houses in accordance with Sections 
1107.6.2.2.1 and 1107.6.2.2.2.  
 
1107.6.2.2.1 Accessible units. Accessible dwelling units and sleeping units shall be 
provided in accordance with Table 1107.6.1.1.  
 
1107.6.2.2.2 Type B units. Where there are four or more dwelling units or sleeping units 
intended to be occupied as a residence in a single structure, every dwelling unit and every 
sleeping unit intended to be occupied as a residence shall be a Type B unit.  
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7.  
 
1107.6.3 Group R-3. In occupancies in Group R-3 where there are four or more dwelling 
units or sleeping units intended to be occupied as a residence in a single structure, every 
dwelling and sleeping unit intended to be occupied as a residence shall be a Type B unit.  
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7.  
 
1107.6.4 Group R-4. Group R-4 occupancies shall be provided with accessible features 
in accordance with Sections 1107.6.4.1 and 1107.6.4.2.  
 
1107.6.4.1 Accessible units. At least one of the dwelling or sleeping units shall be an 
Accessible unit.  



1107.6.4.2 Type B units. In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit.  
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7.  
 
1107.7 General exceptions. Where specifically permitted by Section 1107.5 or 1107.6, 
the required number of Type A and Type B units is permitted to be reduced in accordance 
with Sections 1107.7.1 through 1107.7.5.  
 
1107.7.1 Buildings without elevator service. Where no elevator service is provided in a 
building, only the dwelling and sleeping units that are located on stories indicated in 
Sections 1107.7.1.1 and 1107.7.1.2 are required to be Type A and Type B units. The 
number of Type A units shall be determined in accordance with Section 1107.6.2.1.1.  
 
1107.7.1.1 One story with Type B units required. At least one story containing 
dwelling units or sleeping units intended to be occupied as a residence shall be provided 
with an accessible entrance from the exterior of the building and all units intended to be 
occupied as a residence on that story shall be Type B units.  
 
1107.7.1.2 Additional stories with Type B units. On all other stories that have a 
building entrance in proximity to arrival points intended to serve units on that story, as 
indicated in Items 1 and 2, all dwelling units and sleeping units intended to be occupied 
as a residence served by that entrance on that story shall be Type B units.  
1. Where the slopes of the undisturbed site measured between the planned entrance and 
all vehicular or pedestrian arrival points within 50 feet of the planned entrance are 10 
percent or less, and  
2. Where the slopes of the planned finished grade measured between the entrance and all 
vehicular or pedestrian arrival points within 50 feet of the planned entrance are 10 
percent or less.  
 
Where no such arrival points are within 50 feet (15 240 mm) of the entrance, the closest 
arrival point shall be used unless that arrival point serves the story required by Section 
1107.7.1.1.  
 
1107.7.2 Multistory units. A multistory dwelling or sleeping unit which is not provided 
with elevator service is not required to be a Type B unit. Where a multistory unit is 
provided with external elevator service to only one floor, the floor provided with elevator 
service shall be the primary entry to the unit, shall comply with the requirements for a 
Type B unit and a toilet facility shall be provided on that floor.  



 
1107.7.3 Elevator service to the lowest story with units.  
Where elevator service in the building provides an accessible route only to the lowest 
story containing dwelling or sleeping units intended to be occupied as a residence, only 
the units on that story which are intended to be occupied as a residence are required to be 
Type B units.  
 
1107.7.4 Site impracticality. On a site with multiple nonelevator buildings, the number 
of units required by Section 1107.7.1 to be Type B units is permitted to be reduced to a 
percentage which is equal to the percentage of the entire site having grades, prior to 
development, which are less than 10 percent, provided that all of the following conditions 
are met:  
1. Not less than 20 percent of the units required by Section 1107.7.1 on the site are Type 
B units;  
2. Units required by Section 1107.7.1, where the slope between the building entrance 
serving the units on that story and a pedestrian or vehicular arrival point is no greater than 
8.33 percent, are Type B units;  
3. Units required by Section 1107.7.1, where an elevated walkway is planned between a 
building entrance serving the units on that story and a pedestrian or vehicular arrival 
point and the slope between them is 10 percent or less are Type B units; and  
4. Units served by an elevator in accordance with Section 1107.7.3 are Type B units.  
 
1107.7.5 Design flood elevation. The required number of Type A and Type B units shall 
not apply to a site where the lowest floor or the lowest structural building members of 
nonelevator buildings are required to be at or above the design flood elevation resulting 
in:  
1.  A difference in elevation between the minimum required floor elevation at the primary 
entrances and vehicular and pedestrian arrival points within 50 feet (15 240 mm) 
exceeding 30 inches (762 mm), and  
2. A slope exceeding 10 percent between the minimum required floor elevation at the 
primary entrances and vehicular and pedestrian arrival points within 50 feet (15 240 mm).  
 
Where no such arrival points are within 50 feet (15 240 mm) of the primary entrances, 
the closest arrival point shall be used. 



 
SECTION 1108 SPECIAL OCCUPANCIES  
 
1108.1 General. In addition to the other requirements of this chapter, the requirements of 
Sections 1108.2 through 1108.4 shall apply to specific occupancies.  
 
1108.2 Assembly area seating. Assembly areas with fixed seating shall comply with 
Sections 1108.2.1 through 1108.2.8. Dining areas shall comply with Section 1108.2.9.  
 
1108.2.1 Services. Services and facilities provided in areas not required to be accessible 
shall be provided on an accessible level and shall be accessible.  
 
1108.2.2 Wheelchair spaces. In theaters, bleachers, grandstands, stadiums, arenas and 
other fixed seating assembly areas, accessible wheelchair spaces complying with ICC 
A117.1 shall be provided in accordance with Sections 1108.2.2.1 through 1108.2.2.3.  
 
1108.2.2.1 General seating. Wheelchair spaces shall be provided in accordance with 
Table 1108.2.2.1  nine level contains 25 percent or less of the total seating capacity, 
wheelchair spaces shall be permitted to all be located on the main level.  
 
TABLE 1108.2.2.1 ACCESSIBLE WHEELCHAIR SPACES  
CAPACITY OF SEATING  MINIMUM REQUIRED NUMBER  
IN ASSEMBLY AREAS  OF WHEELCHAIR SPACES  
4 to 25  1  
26 to 50  2  
51 to 100  4  
101 to 300  5  
301 to 500  6  
 6, plus 1 for each 150, or  
501 to 5,000  fraction thereof, between 501  
 through 5,000  

5,001 and over  36 plus 1 for each 200, or fraction thereof, over 
5,000  

 
1108.2.5 Companion seats. At least one companion seat complying with ICC A117.1 
shall be provided for each wheelchair space required by Section 1108.2.2.  
 
1108.2.6 Designated aisle seats. At least five percent, but not less than one, of the total 
number of aisle seats provided shall be designated aisle seats.  
 
1108.2.2.2 Luxury boxes, club boxes and suites. In each luxury box, club box, and suite 
within arenas, stadiums and grandstands, wheelchair spaces shall be provided in 
accordance with Table 1108.2.2.1.  
 



1108.2.2.3 Other boxes. In boxes other than those required to comply with Section 
1108.2.2.2, the total number of wheelchair spaces provided shall be determined in 
accordance with Table 1108.2.2.1. Wheelchair spaces shall be located in not less than 20 
percent of all boxes provided.  
 
1108.2.3 Integration. Wheelchair spaces shall be an integral part of the seating plan.  
 
1108.2.4 Dispersion of wheelchair spaces. Dispersion of wheelchair spaces shall be 
based on the availability of accessible routes to various seating areas including seating at 
various levels in multilevel facilities.  
 
1108.2.4.1 Multilevel assembly seating areas. In multilevel assembly seating areas, 
wheelchair spaces shall be provided on the main floor level and on one of each two 
additional floor or mezzanine levels. Wheelchair spaces shall be provided in each luxury 
box, club box and suite within assembly facilities.  
Exceptions:  
1. In multilevel assembly spaces utilized for worship services, where the second floor or 
mezzaine. Each assembly area where audible communications are integral to the use of 
the space shall have an assistive listening system.  
Exception: Other than in courtrooms, an assistive listening system is not required where 
there is no audio amplification system.  
 
1108.2.7.1 Receivers. Receivers shall be provided for assistive listening systems in 
accordance with Table 1108.2.7.1.  
Exception: Where a building contains more than one assembly area, the total number of 
required receivers shall be permitted to be calculated according to the total number of 
seats in the assembly areas in the building provided that all receivers are usable with all 
systems, and if assembly areas required to provide assistive listening are under one 
management.  
            TABLE 1108.2.7.1 RECEIVERS FOR ASSISTIVE LISTENING SYSTEMS  

CAPACITY OF 
SEATING 

MINIMUM REQUIRED MINIMUM NUMBER 
OF RECEIVERS 

IN ASSEMBLY AREAS NUMBER OF RECEIVERS TO BE HEARING-AID 
COMPATIBLE 

50 or less 2 2 
51 to 200 2, plus 1 per 25 seats over 50 seats* 2 
201 to 500 2, plus 1 per 25 seats over 50 seats.* 1 per 4 receivers* 

501 to 1,000 
20, plus 1 per 33 seats over 500 

seats* 1 per 4 receivers* 

1,001 to 2,000 
35, plus 1 per 50 seats over 1,000 

seats* 1 per 4 receivers* 

Over 2,000 
55, plus 1 per 100 seats over 2,000 

seats* 1 per 4 receivers* 
NOTE: * = or fraction 

thereof 
  

 



1108.2.7.2 Public address systems. Where stadiums, arenas and grandstands provide 
audible public announcements, they shall also provide equivalent text information 
regarding events and facilities in compliance with Sections 1108.2.7.2.1 and 
1108.2.7.2.2.  
 
1108.2.7.2.1 Prerecorded text messages. Where electronic signs are provided and have 
the capability to display prerecorded text messages containing information that is the 
same, or substantially equivalent, to informa tion that is provided audibly, signs shall 
display text that is equivalent to audible announcements.  
Exception: Announcements that cannot be prerecorded in advance of the event shall not 
be required to be displayed. 
1108.2.7.2.2 Real-time messages. Where electronic signs are provided and have the 
capability to display real-time messages containing information that is the same, or 
substantially equivalent, to information that is provided audibly, signs shall display text 
that is equivalent to audible announcements.  
 
1108.2.8 Performance areas. An accessible route shall directly connect the performance 
area to the assembly seating area where a circulation path directly connects a perfor-
mance area to an assembly seating area. An accessible route shall be provided from 
performance areas to ancillary areas or facilities used by performers.  
 
1108.2.9 Dining areas. In dining areas, the total floor area allotted for seating and tables 
shall be accessible.  
Exceptions:  
1. In buildings or facilities not required to provide an accessible route between levels, an 
accessible route to a mezzanine seating area is not required, provided that the mezzanine 
contains less than 25 percent of the total area and the same services are provided in the 
accessible area.  
2. In sports facilities, tiered dining areas providing seating required to be accessible shall 
be required to have accessible routes serving at least 25 percent of the dining area, 
provided that accessible routes serve accessible seating and where each tier is provided 
with the same services.  
 
1108.2.9.1 Dining surfaces. Where dining surfaces for the consumption of food or drink 
are provided, at least 5 percent, but not less than one, of the seating and standing spaces 
at the dining surfaces shall be accessible and be distributed throughout the facility.  



 
1108.3 Self-service storage facilities. Self-service storage facilities shall provide 
accessible individual self-storage spaces in accordance with Table 1108.3.  
 
TABLE 1108.3 ACCESSIBLE SELF-SERVICE STORAGE FACILITIES 

 MINIMUM NUMBER OF REQUIRED 
TOTAL SPACES IN 

FACILITY 
ACCESSIBLE SPACES 

1 to 200 5%, but not less than 1 

Over 200 10, plus 2% of total number of units over 200 
 
1108.3.1 Dispersion. Accessible individual self-service storage spaces shall be dispersed 
throughout the various classes of spaces provided. Where more classes of spaces are 
provided than the number of required accessible spaces, the number of accessible spaces 
shall not be required to exceed that required by Table 1108.3. Accessible spaces are 
permitted to be dispersed in a single building of a multibuilding facility.  
 
1108.4 Judicial facilities. Judicial facilities shall comply with Sections 1108.4.1 through 
1108.4.3.  
 
1108.4.1 Courtrooms. Each courtroom shall be accessible.  
 
1108.4.2 Holding cells. Where provided, central holding cells and court-floor holding 
cells shall comply with Sections 1108.4.2.1 and 1108.4.2.2.  
 
1108.4.2.1 Central holding cells. Where separate central holding cells are provided for 
adult males, juvenile males, adult females or juvenile females, one of each type shall be 
accessible. Where central holding cells are provided and are not separated by age or sex, 
at least one accessible cell shall be provided.  
 
1108.4.2.2 Court-floor holding cells. Where separate court-floor holding cells are 
provided for adult males, juvenile males, adult females or juvenile females, each 
courtroom shall be served by one accessible cell of each type. Where court-floor holding 
cells are provided and are not separated by age or sex, courtrooms shall be served by at 
least one accessible cell. Accessible cells shall be permitted to serve more than one 
courtroom.  
 
1108.4.3 Visiting areas. Visiting areas shall comply with Sections 1108.4.3.1 and 
1108.4.3.2.  
 
1108.4.3.1 Cubicles and counters. At least 5 percent, but no fewer than one, of cubicles 
shall be accessible on both the visitor and detainee sides. Where counters are provided, at 
least one shall be accessible on both the visitor and detainee sides.  
Exception: This requirement shall not apply to the detainee side of cubicles or counters at 
noncontact visiting areas not serving holding cells.  



 
1108.4.3.2 Partitions. Where solid partitions or security glazing separate visitors from 
detainees, at least one of each type of cubicle or counter partition shall be accessible.  
 
SECTION 1109 OTHER FEATURES AND FACILITIES  
 
1109.1 General. Accessible building features and facilities shall be provided in 
accordance with Sections 1109.2 through 1109.15.  
Exception: Type A and Type B dwelling and sleeping units shall comply with ICC 
A117.1.  
 
1109.2 Toilet and bathing facilities. Toilet rooms and bathing facilities shall be 
accessible. Where a floor level is not required to be connected by an accessible route, the 
only toilet rooms or bathing facilities provided within the facility shall not be located on 
the inaccessible floor. At least one of each type of fixture, element, control or dispenser 
in each accessible toilet room and bathing facility shall be accessible.  
Exceptions:  
1. In toilet rooms or bathing facilities accessed only through a private office, not for 
common or public use, and intended for use by a single occupant, any of the following 
alternatives are allowed:  
1.1. Doors are permitted to swing into the clear floor space provided the door swing can 
be reversed to meet the requirements in ICC A117.1,  
1.2. The height requirements for the water closet in ICC A117.1 are not applicable,  
1.3. Grab bars are not required to be installed in a toilet room, provided that 
reinforcement has been installed in the walls and located so as to permit the installation 
of such grab bars, and  
1.4. The requirement for height, knee and toe clearance shall not apply to a lavatory.  
2. This section is not applicable to toilet and bathing facilities that serve dwelling units or 
sleeping units that are not required to be accessible by Section 1107.  
3. Where multiple single-user toilet rooms or bathing facilities are clustered at a single 
location and contain fixtures in excess of the minimum required number of plumbing 
fixtures, at least 5 percent, but not less than one room for each use at each cluster, shall 
be accessible.  
4. Toilet room fixtures that are in excess of those required by the International Plumbing 
Code and that are designated for use by children in day care and primary school 
occupancies.  
5. Where no more than one urinal is provided in a toilet room or bathing facility, the 
urinal is not required to be accessible.  
6. Toilet rooms that are part of critical-care or intensive-care patient sleeping rooms are 
not required to be accessible.  
 



1109.2.1 Unisex toilet and bathing rooms. In assembly and mercantile occupancies, an 
accessible unisex toilet room shall be provided where an aggregate of six or more male 
and female water closets is required. In buildings of mixed occupancy, only those water 
closets required for the assembly or mercantile occupancy shall be used to determine the 
unisex toilet room requirement. In recreational facilities where separate-sex bathing 
rooms are provided, an accessible unisex bathing room shall be provided. Fixtures 
located within unisex toilet and bathing rooms shall be included in determining the 
number of fixtures provided in an occupancy.  
Exception: Where each separate-sex bathing room has only one shower or bathtub 
fixture, a unisex bathing room is not required.  
 
1109.2.1.1 Standard. Unisex toilet and bathing rooms shall comply with Sections 
1109.2.1.2 through 1109.2.1.7 and ICC A117.1.  
 
1109.2.1.2 Unisex toilet rooms. Unisex toilet rooms shall include only one water closet 
and only one lavatory. A unisex bathing room in accordance with Section 1109.2.1.3 
shall be considered a unisex toilet room.  
Exception: A urinal is permitted to be provided in addition to the water closet in a unisex 
toilet room.  
 
1109.2.1.3 Unisex bathing rooms. Unisex bathing rooms shall include only one shower 
or bathtub fixture. Unisex bathing rooms shall also include one water closet and one 
lavatory. Where storage facilities are provided for separate-sex bathing rooms, accessible 
storage facilities shall be provided for unisex bathing rooms.  
 
1109.2.1.4 Location. Unisex toilet and bathing rooms shall be located on an accessible 
route. Unisex toilet rooms shall be located not more than one story above or below 
separate-sex toilet rooms. The accessible route from any separate-sex toilet room to a 
unisex toilet room shall not exceed 500 feet (152 m).  
 
1109.2.1.5 Prohibited location. In passenger transportation facilities and, the accessible 
route from separate-sex toilet rooms to a unisex toilet room shall not pass through 
security checkpoints.  
 
1109.2.1.6 Clear floor space. Where doors swing into a unisex toilet or bathing room, a 
clear floor space not less than 30 inches by 48 inches (762 mm by 1219 mm) shall be 
provided, within the room, beyond the area of the door swing.  
 
1109.2.1.7 Privacy. Doors to unisex toilet and bathing rooms shall be securable from 
within the room.  



 
1109.2.2 Water closet compartment. Where water closet compartments are provided in 
a toilet room or bathing facility, at least one wheelchair-accessible compartment shall be 
provided. Where the combined total water closet compartments and urinals provided in a 
toilet room or bathing facility is six or more, at least one ambulatory-accessible water 
closet compartment shall be provided in addition to the wheelchair-accessible 
compartment. Wheelchair-accessible and ambulatory-accessible compartments shall 
comply with ICC A117.1.  
 
1109.3 Sinks. Where sinks are provided, at least 5 percent, but not less than one, 
provided in accessible spaces shall comply with ICC A117.1.  
Exceptions:  
1. Mop or service sinks are not required to be accessible.  
2. Sinks designated for use by children in day care and primary school occupancies. 
1109.4 Kitchens and kitchenettes. Where kitchens and kitchenettes are provided in 
accessible spaces or rooms, they shall be accessible in accordance with ICC A117.1.  
 
1109.5 Drinking fountains. On floors where drinking fountains are provided, at least 50 
percent, but not less than one fountain, shall be accessible.  
 
1109.6 Elevators. Passenger elevators on an accessible route shall be accessible and 
comply with Section 3001.3.  
 
1109.7 Lifts. Platform (wheelchair) lifts are permitted to be a part of a required 
accessible route in new construction where indicated in Items 1 through 7. Platform 
(wheelchair) lifts shall be installed in accordance with ASME A18.1.  
1. An accessible route to a performing area and speakers’ platforms in occupancies in 
Group A.  
2. An accessible route to wheelchair spaces required to comply with the wheelchair space 
dispersion requirements of Section 1108.2.2 through 1108.2.4.  
3. An accessible route to spaces that are not open to the general public with an occupant 
load of not more than five.  
4. An accessible route within a dwelling or sleeping unit.  
5. An accessible route to wheelchair seating spaces located in outdoor dining terraces in 
A-5 occupancies where the means of egress from the dining terraces to a public way are 
open to the outdoors.  
6. An accessible route to raised judges’benches, clerks’sta-tions, jury boxes, witness 
stands and other raised or depressed areas in a court.  
7. An accessible route where existing exterior site constraints make use of a ramp or 
elevator infeasible.  
 
1109.8 Storage. Where fixed or built-in storage elements such as cabinets, shelves, 
medicine cabinets, closets and drawers are provided in required accessible spaces, at least 
one of each type shall contain storage space complying with ICC A117.1.  
 



1109.8.1 Lockers. Where lockers are provided in accessible spaces, at least five percent, 
but not less than one, of each type shall be accessible.  
 
1109.8.2 Shelving and display units. Self-service shelves and display units shall be 
located on an accessible route. Such shelving and display units shall not be required to 
comply with reach-range provisions.  
 
1109.8.3 Coat hooks and folding shelves. Where coat hooks and folding shelves are 
provided in toilet rooms, toilet compartments, or in dressing, fitting or locker rooms, at 
least one of each type shall be accessible and shall be provided in accessible toilet rooms 
without toilet compartments, accessible toilet compartments and accessible dressing, 
fitting and locker rooms.  
 
1109.9 Detectable warnings. Passenger transit platform edges bordering a drop-off and 
not protected by platform screens or guards shall have a detectable warning.  
Exception: Detectable warnings are not required at bus stops.  
 
1109.10 Assembly area seating. Assembly areas with fixed seating in every occupancy 
shall comply with Section 1108.2 for accessible seating and assistive listening devices.  
 
1109.11 Seating at tables, counters and work surfaces.  
Where seating or standing space at fixed or built-in tables, counters or work surfaces is 
provided in accessible spaces, at least 5 percent of the seating and standing spaces, but 
not less than one, shall be accessible. In Group I-3 occupancy visiting areas at least 5 
percent, but not less than one, cubicle or counter shall be accessible on both the visitor 
and detainee sides.  
Exceptions:  
1. Check-writing surfaces at check-out aisles not required to comply with Section 
1109.12.2 are not required to be accessible.  
2. In Group I-3 occupancies, the counter or cubicle on the detainee side is not required to 
be accessible at noncontact visiting areas or in areas not serving accessible holding cells 
or sleeping units.  
 
1109.11.1 Dispersion. Accessible fixed or built-in seating at tables, counters or work 
surfaces shall be distributed throughout the space or facility containing such elements.  
 
1109.12 Service facilities. Service facilities shall provide for accessible features in 
accordance with Sections 1109.12.1 through 1109.12.5.  
 
1109.12.1 Dressing, fitting and locker rooms. Where dressing rooms, fitting rooms or 
locker rooms are provided, at least 5 percent, but not less than one, of each type of use in 
each cluster provided shall be accessible.  



1109.12.2 Check-out aisles. Where check-out aisles are provided, accessible check-out 
aisles shall be provided in accordance with Table 1109.12.2. Where check-out aisles 
serve different functions, at least one accessible check-out aisle shall be provided for each 
function. Where checkout aisles serve different functions, accessible check-out aisles 
shall be provided in accordance with Table 1109.12.2 for each function. Where check-out 
aisles are dispersed throughout the building or facility, accessible check-out aisles shall 
also be dispersed. Traffic control devices, security devices and turnstiles located in 
accessible check-out aisles or lanes shall be accessible.  
Exception: Where the area of the selling space is less than 5,000 square feet  
(465 m

2
), only one check-out aisle is required to be accessible.  

 
TABLE 1109.12.2 ACCESSIBLE CHECK-OUT AISLES 

 MINIMUM NUMBER OF 

TOTAL CHECK-OUT AISLES OF ACCESSIBLE CHECK-OUT AISLES 

EACH FUNCTION OF EACH FUNCTION 
1 to 4 1 
5 to 8 2 
9 to 15 3 
Over 15 3, plus 20% of additional aisles 

 
1109.12.3 Point of sale and service counters. Where counters are provided for sales or 
distribution of goods or services, at least one of each type provided shall be accessible. 
Where such counters are dispersed throughout the building or facility, accessible counters 
shall also be dispersed.  
 
1109.12.4 Food service lines. Food service lines shall be accessible. Where self-service 
shelves are provided, at least 50 percent, but not less than one, of each type provided 
shall be accessible.  
 
1109.12.5 Queue and waiting lines. Queue and waiting lines servicing accessible 
counters or check-out aisles shall be accessible.  
 
1109.13 Controls, operating mechanisms and hardware.  
Controls, operating mechanisms and hardware intended for operation by the occupant, 
including switches that control lighting and ventilation, and electrical convenience 
outlets, in accessible spaces, along accessible routes or as parts of accessible elements 
shall be accessible.  
Exceptions:  
1. Operable parts that are intended for use only by service or maintenance personnel shall 
not be required to be accessible.  
2. Electrical or communication receptacles serving a dedicated use shall not be required 
to be accessible.  
3. Where two or more outlets are provided in a kitchen above a length of counter top that 
is uninterrupted by a sink or appliance, one outlet shall not be required to be accessible.  



4. Floor electrical receptacles shall not be required to be accessible.  
5. HVAC diffusers shall not be required to be accessible.  
6. Except for light switches, where redundant controls are provided for a single element, 
one control in each space shall not be required to be accessible.  
 
1109.13.1 Operable windows. Where operable windows are provided in rooms that are 
required to be accessible in accordance with Sections 1107.5.1.1, 1107.5.2.1, 1107.5.3.1, 
1107.5.4, 1107.6.1.1, 1107.6.2.2.1 and 1107.6.4.1, at least one window in each room 
shall be accessible and each required operable window shall be accessible.  
Exception: Accessible windows are not required in bathrooms or kitchens.  
 
1109.14 Recreational facilities. Recreational facilities shall be provided with accessible 
features in accordance with Sections 1109.14.1 through 1109.14.3. 
  
1109.14.1 Facilities serving a single building. In Group R-2 and R-3 occupancies where 
recreational facilities are provided serving a single building containing Type A or Type B 
units, 25 percent, but not less than one, of each type of recreational facility shall be 
accessible. Every recreational facility of each type on a site shall be considered to 
determine the total number of each type that is required to be accessible.  
 
1109.14.2 Facilities serving multiple buildings. In Group R-2 and R-3 occupancies on a 
single site where multiple buildings containing Type A or Type B units are served by 
recreational facilities, 25 percent, but not less than one, of each type of recreational 
facility serving each building shall be accessible. The total number of each type of 
recreational facility that is required to be accessible shall be determined by considering 
every recreational facility of each type serving each building on the site.  
 
1109.14.3 Other occupancies. All recreational facilities not falling within the purview of 
Section 1109.14.1 or 1109.14.2 shall be accessible.  
 
1109.15 Stairways. Stairways located along accessible routes connecting floor levels that 
are not connected by an elevator shall be designed and constructed to comply with ICC 
A117.1 and Chapter 10.  



SECTION 1110 SIGNAGE  
 
1110.1 Signs. Required accessible elements shall be identified by the International 
Symbol of Accessibility at the following locations:  
1. Accessible parking spaces required by Section 1106.1 except where the total number 
of parking spaces provided is four or less.  
2. Accessible passenger loading zones.  
3. Accessible areas of refuge required by Section 1007.6.  
4. Accessible rooms where multiple single-user toilet or bathing rooms are clustered at a 
single location.  
5. Accessible entrances where not all entrances are accessible.  
6. Accessible check-out aisles where not all aisles are accessible. The sign, where 
provided, shall be above the check-out aisle in the same location as the check-out aisle 
number or type of check-out identification.  
7. Unisex toilet and bathing rooms.  
8. Accessible dressing, fitting and locker rooms where not all such rooms are accessible.  
 
1110.2 Directional signage. Directional signage indicating the route to the nearest like 
accessible element shall be provided at the following locations. These directional signs 
shall include the International Symbol of Accessibility:  
1. Inaccessible building entrances.  
2. Inaccessible public toilets and bathing facilities.  
3. Elevators not serving an accessible route.  
4. At each separate-sex toilet and bathing room indicating the location of the nearest 
unisex toilet or bathing room where provided in accordance with Section 1109.2.1.  
5. At exits and elevators serving a required accessible space, but not providing an 
approved accessible means of egress, signage shall be provided in accordance with Sec-
tion 1007.7.  
 
1110.3 Other signs. Signage indicating special accessibility provisions shall be provided 
as shown:  
1. Each assembly area required to comply with Section 1108.2.7 shall provide a sign 
notifying patrons of the availability of assistive listening systems.  
Exception: Where ticket offices or windows are provided, signs are not required at each 
assembly area provided that signs are displayed at each ticket office or window informing 
patrons of the availability of assistive listening systems.  
2. At each door to an egress stairway, exit passageway and exit discharge, signage shall 
be provided in accordance with Section 1011.3.  
3. At areas of refuge, signage shall be provided in accordance with Sections 1007.6.3 
through 1007.6.5.  
4. At areas for assisted rescue, signage shall be provided in accordance with Section 
1007.8.3.  



CHAPTER 29 PLUMBING SYSTEMS 
 
SECTION 2902 MINIMUM PLUMBING FACILITIES 
 
2902.1.1 Unisex toilet and bath fixtures. 
Fixtures located within unisex toilet bathing rooms complying with Section 404 of the 
International Plumbing Code are permitted to be included in determining the minimum 
required number of fixtures for assembly and mercantile occupancies. 
 
CHAPTER 31 SPECIAL CONSTRUCTION 
 
SECTION 3104 PEDESTRIAN WALKWAYS AND TUNNELS 
 
3104.2 Separate structures. 
Connected buildings shall be considered to be separate structures. 
Exceptions: 
1. Buildings on the same lot in accordance with Section 503.1.3. 
2. For purposes of calculating the number of Type B units required by Chapter 11, 
structurally connected buildings and buildings with multiple wings shall be considered 
one structure. 
 
CHAPTER 34 EXISTING STRUCTURES 
 
SECTION 3402 DEFINITIONS 
 
Technically Infeasible  An alteration of a building or a facility that has little likelihood 
of being accomplished because the existing structural conditions require the removal or 
alteration of a load-bearing member that is an essential part of the structural frame, or 
because other existing physical or site constraints prohibit modification or addition of 
elements, spaces or features which are in full and strict compliance with the minimum 
requirements for new construction and which are necessary to provide accessibility. 
 
SECTION 3409 ACCESSIBILITY FOR EXISTING BUILDINGS  
 
3409.1 Scope. 
The provisions of Sections 3409.1 through 3409.8 apply to maintenance, change of 
occupancy, additions and alterations to existing buildings, including those identified as 
historic buildings. 
Exception: Type B dwelling or sleeping units required by Section 1107 are not required 
to be provided in existing buildings and facilities. 
 
3409.2 Maintenance of facilities. 
A building, facility or element that is constructed or altered to be accessible shall be 
maintained accessible during occupancy. 



 
3409.3 Change of occupancy. 
Existing buildings, or portions thereof, that undergo a change of group or occupancy shall 
have all of the following accessible features: 
1. At least one accessible building entrance. 
2. At least one accessible route from an accessible building entrance to primary function 
areas. 
3. Signage complying with Section 1110. 
4. Accessible parking, where parking is being provided. 
5. At least one accessible passenger loading zone, when loading zones are provided. 
6. At least one accessible route connecting accessible parking and accessible passenger 
loading zones to an accessible entrance. 
Where it is technically infeasible to comply with the new construction standards for any 
of these requirements for a change of group or occupancy, the above items shall conform 
to the requirements to the maximum extent technically feasible. Change of group or 
occupancy that incorporates any alterations or additions shall comply with this section 
and Sections 3409.4, 3409.5, 3409.6 and 3409.7. 
3409.4 Additions. 
Provisions for new construction shall apply to additions. An addition that affects the 
accessibility to, or contains an area of primary function, shall comply with the 
requirements in Section 3409.6 for accessible routes. 
 
3409.5 Alterations. 
A building, facility or element that is altered shall comply with the applicable provisions 
in Chapter 11 and ICC A117.1, unless technically infeasible. Where compliance with this 
section is technically infeasible, the alteration shall provide access to the maximum 
extent technically feasible. 
Exceptions: 
1. The altered element or space is not required to be on an accessible route, unless 
required by Section 3409.6. 
2. Accessible means of egress required by Chapter 10 are not required to be provided in 
existing buildings and facilities. 
 
3409.5.1 Extent of application. 
An alteration of an existing element, space or area of a building or facility shall not 
impose a requirement for greater accessibility than that which would be required for new 
construction. Alterations shall not reduce or have the effect of reducing accessibility of a 
building, portion of a building or facility. 



3409.6 Alterations affecting an area containing a primary function. 
Where an alteration affects the accessibility to, or contains an area of primary function, 
the route to the primary function area shall be accessible. The accessible route to the 
primary function area shall include toilet facilities or drinking fountains serving the area 
of primary function. 
Exceptions: 
1. The costs of providing the accessible route are not required to exceed 20 percent of the 
costs of the alterations affecting the area of primary function. 
2. This provision does not apply to alterations limited solely to windows, hardware, 
operating controls, electrical outlets and signs. 
3. This provision does not apply to alterations limited solely to mechanical systems, 
electrical systems, installation or alteration of fire protection systems and abatement of 
hazardous materials. 
4. This provision does not apply to alterations undertaken for the primary purpose of 
increasing the accessibility of an existing building, facility or element. 
 
3409.7 Scoping for alterations. 
The provisions of Sections 3409.7.1 through 3409.7.11 shall apply to alterations to 
existing buildings and facilities. 
 
3409.7.1 Entrances. 
Accessible entrances shall be provided in accordance with Section 1105. 
Exception: Where an alteration includes alterations to an entrance, and the building or 
facility has an accessible entrance, the altered entrance is not required to be accessible, 
unless required by Section 3409.6. Signs complying with Section 1110 shall be provided. 
 
3409.7.2 Elevators. 
Altered elements of existing elevators shall comply with ASME A17.1 and ICC A117.1. 
Such elements shall also be altered in elevators programmed to respond to the same hall 
call control as the altered elevator. 
 
3409.7.3 Platform lifts. 
Platform (wheelchair) lifts complying with ICC A117.1 and installed in accordance with 
ASME A18.1 shall be permitted as a component of an accessible route. 
 
3409.7.4 Stairs and escalators in existing buildings. 
In alterations where an escalator or stair is added where none existed previously, an 
accessible route shall be provided in accordance with Sections 1104.4 and 1104.5. 
 
3409.7.5 Ramps. 
Where steeper slopes than allowed by Section 1010.2 are necessitated by space 
limitations, the slope of ramps in or providing access to existing buildings or facilities 
shall comply with Table 3409.7.5. 



 
TABLE 3409.7.5 

RAMPS 
SLOPE MAXIMUM RISE 

Steeper than 1:10 but not steeper 
than 1:8 3 inches 

Steeper than 1:12 but not steeper 
than 1:10 6 inches 

For SI: 1 inch = 25.4 mm. 
 
3409.7.6 Performance areas. 
Where it is technically infeasible to alter performance areas to be on an accessible route, 
at least one of each type of performance area shall be made accessible. 
 
3409.7.7 Dwelling or sleeping units. 
Where I-1, I-2 , I-3, R-1, R-2 or R-4 dwelling or sleeping units are being altered or added, 
the requirements of Section 1107 for Accessible or Type A units and Chapter 9 for 
accessible alarms apply only to the quantity of spaces being altered or added. 
 
3409.7.8 Jury boxes and witness stands. 
In alterations, accessible wheelchair spaces are not required to be located within the 
defined area of raised jury boxes or witness stands and shall be permitted to be located 
outside these spaces where the ramp or lift access restricts or projects into the means of 
egress. 
 
3409.7.9 Toilet rooms. 
Where it is technically infeasible to alter existing toilet and bathing facilities to be 
accessible, an accessible unisex toilet or bathing facility is permitted. The unisex facility 
shall be located on the same floor and in the same area as the existing facilities. 
 
3409.7.10 Dressing, fitting and locker rooms. 
Where it is technically infeasible to provide accessible dressing, fitting or locker rooms at 
the same location as similar types of rooms, one accessible room on the same level shall 
be provided. Where separate-sex facilities are provided, accessible rooms for each sex 
shall be provided. Separate-sex facilities are not required where only unisex rooms are 
provided. 
 
3409.7.11 Check-out aisles. 
Where check-out aisles are altered, at least one of each check-out aisle serving each 
function shall be made accessible until the number of accessible check-out aisles 
complies with Section 1109.12.2. 
 



3409.7.12 Thresholds. 
The maximum height of thresholds at doorways shall be 3/4 inch (19.1 mm). Such 
thresholds shall have beveled edges on each side. 
 
3409.8 Historic buildings. 
These provisions shall apply to buildings and facilities designated as historic structures 
that undergo alterations or a change of occupancy, unless technically infeasible. Where 
compliance with the requirements for accessible routes, ramps, entrances or toilet 
facilities would threaten or destroy the historic significance of the building or facility, as 
determined by the authority having jurisdiction, the alternative requirements of Sections 
3409.8.1 through 3409.8.5 for that element shall be permitted. 
 
3409.8.1 Site arrival points. 
At least one accessible route from a site arrival point to an accessible entrance shall be 
provided. 
 
3409.8.2 Multilevel buildings and facilities. 
An accessible route from an accessible entrance to public spaces on the level of the 
accessible entrance shall be provided. 
 
3409.8.3 Entrances. 
At least one main entrance shall be accessible. 
Exceptions: 
1. If a main entrance cannot be made accessible, an accessible nonpublic entrance that is 
unlocked while the building is occupied shall be provided; or  
2. If a main entrance cannot be made accessible, a locked accessible entrance with a 
notification system or remote monitoring shall be provided. 
Signs complying with Section 1110 shall be provided at the primary entrance and the 
accessible entrance. 
 
3409.8.4 Toilet and bathing facilities. 
Where toilet rooms are provided, at least one accessible toilet room complying with 
Section 1109.2.1 shall be provided. 
 
3409.8.5 Ramps. 
The slope of a ramp run of 24 inches (610 mm) maximum shall not be steeper than one 
unit vertical in eight units horizontal (12-percent slope). 
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CHAPTER  1 ADMINISTRATION 
 
SECTION 101 GENERAL 
 
101.2 Scope. 
The provisions of the International Existing Building Code shall apply to the repair, 
alteration, change of occupancy, addition, and relocation of existing buildings. A building 
or portion of a building that has not been previously occupied or used for its intended 
purpose shall comply with the provisions of the International Building Code for new 
construction. Repairs, alterations, change of occupancy, existing buildings to which 
additions are made, historic buildings, and relocated buildings complying with the 
provisions of the International Building Code, International Mechanical Code, 
International Plumbing Code, and International Residential Code as applicable shall be 
considered in compliance with the provisions of this code. 
 
102.4 Referenced codes and standards. 
The codes and standards referenced in this code shall be considered part of the 
requirements of this code to the prescribed extent of each such reference. Where 
differences occur between provisions of this code and referenced codes and standards, the 
provisions of this code shall apply. 
 
102.4.1 Standards and guidelines for structural evaluation. 
The code official shall allow structural evaluation, condition assessment, and 
rehabilitation of buildings, structures, or individual structural members based on this 
code's appendix chapters, referenced standards, guidelines, or other approved standards 
and procedures. 
 
102.4.2 Compliance with other codes, standards, and guides. 
Compliance with the structural provisions of the 2000 International Building Code, 2003 
International Building Code, 1999 BOCA National Building Code, 1997 Standard 
Building Code or 1997 Uniform Building Code shall be deemed exceeding or equivalent 
to compliance with the structural provisions of this code. 



 
CHAPTER 2 DEFINITIONS 
 
SECTION 202 GENERAL DEFINITIONS 
 
Addition  An extension or increase in floor area, number of stories, or height of a 
building or structure. 
 
Alteration  Any construction or renovation to an existing structure other than repair or 
addition.  Alterations are classified as Level 1, Level 2, and Level 3. 
 
Change of Occupancy  A change in the purpose or level of activity within a building 
that involves a change in application of the requirements of this code. 
 
Historic Building  Any building or structure that is listed in the State or National 
Register of Historic Places; designated as a historic property under local or state 
designation law or survey; certified as a contributing resource within a National Register 
listed or locally designated historic district; or with an opinion or certification that the 
property is eligible to be listed on the National or State Registers of Historic Places either 
individually or as a contributing building to a historic district by the State Historic 
reservation Officer or the Keeper of the National Register of Historic Places. 
 
Technically Infeasible  An alteration of a building or a facility that has little likelihood 
of being accomplished because the existing structural conditions require the removal or 
alteration of a load-bearing member that is an essential part of the structural frame or 
because other existing physical or site constraints prohibit modification or addition of 
elements, spaces, or features that are in full and strict compliance with the minimum 
requirements for new construction and that are necessary to provide accessibility. 
 
CHAPTER 4 REPAIRS 
 
SECTION 406 
 
406.1 General. 
Repairs shall be done in a manner that maintains the level of accessibility provided. 



 
CHAPTER 5 ALTERATION – LEVEL 1 
 
SECTION 506 ACCESSIBILITY 
 
506.1 General 
A building, facility, or element that is altered shall comply with the applicable provisions 
in Sections 506.1.1 through 506.1.12, Chapter 11 of the International Building Code, and 
ICC A117.1 unless technically infeasible. Where compliance with this section is 
technically infeasible, the alteration shall provide access to the maximum extent 
technically feasible. 
Exceptions: 
1. The altered element or space is not required to be on an accessible route unless 
required by Section 506.2. 
2. Accessible means of egress required by Chapter 10 of the International Building Code 
are not required to be provided in existing buildings and facilities. 
3. Type B dwelling or sleeping units required by Section 1107 of the International 
Building Code are not required to be provided in existing buildings and facilities. 
 
506.1.8 Dwelling or sleeping units. 
Where Group I-1, I-2, I-3, R-1, R-2, or R-4 dwelling or sleeping units are being altered, 
the requirements of Section 1107 of the International Building Code for accessible or 
Type A units and Chapter 9 of the International Building Code for accessible alarms 
apply only to the quantity of the spaces being altered. 
 
CHAPTER 6 ALTERATION – LEVEL 2 
 
606 GENERAL 
 
606.1 General. 
A building, facility, or element that is altered shall comply with Section 506. 
 
606.3 Dwelling units and sleeping units. 
Where Group I-1, I-2, I-3, R-1, R-2, or R-4 dwelling units or sleeping units are being 
added, the requirements of Section 1107 of the International Building Code for accessible 
units or Type A units and Chapter 9 of the International Building Code for accessible 
alarms apply only to the quantity of spaces being added. 



 
CHAPTER 7 ALTERATION – LEVEL 3 
 
SECTION 706 ACCESSIBILITY 
 
706.1 General. 
A building, facility, or element that is altered shall comply with Section 506. 
 
 
CHAPTER 8 CHANGE OF OCCUPANCY 
 
SECTION 806 ACCESSIBILITY 
 
806.1 General  Accessibility in portions of buildings undergoing a change of occupancy 
classification shall comply with Section 812.5. 
 
SECTION 812 CHANGES OF OCCUPANCY CLASSIFICATION 
 
812.5 Accessibility. 
Existing buildings or portions thereof that undergo a change of group or occupancy 
classification shall have all of the following accessible features: 
1. At least one accessible building entrance. 
2. At least one accessible route from an accessible building entrance to primary function 
areas. 
3. Signage complying with Section 1110 of the International Building Code. 
4. Accessible parking, where parking is provided. 
5. At least one accessible passenger loading zone, where loading zones are provided. 
6. At least one accessible route connecting accessible parking and accessible passenger 
loading zones to an accessible entrance. 
 
Where it is technically infeasible to comply with the new construction standards for any 
of these requirements for a change of group or occupancy, the above items shall conform 
to the requirements to the maximum extent technically feasible. Changes of group or 
occupancy that incorporate any alterations or additions shall comply with this section and 
Sections 506.1 and 905.1 as applicable. 
Exception: Type B dwelling or sleeping units required by Section 1107 of the 
International Building Code are not required to be provided in existing buildings and 
facilities. 



 
CHAPTER 9 ADDITIONS 
 
SECTION 905 ACCESSIBILITY 
 
905.1 Minimum requirements. 
Accessibility provisions for new construction shall apply to additions. An addition that 
affects the accessibility to, or contains an area of, primary function shall comply with the 
requirements of Section 506.2 for accessible routes. 
 
CHAPTER 10 HISTORIC BUILDINGS 
 
SECTION 1004 ALTERATIONS  
 
1004.1 Accessibility requirements. 
The provisions of Section 506 shall apply to buildings and facilities designated as historic 
structures that undergo alterations, unless technically infeasible. Where compliance with 
the requirements for accessible routes, ramps, entrances, or toilet facilities would threaten 
or destroy the historic significance of the building or facility, as determined by the code 
official, the alternative requirements of Sections 1004.1.1 through 1004.1.5 for that 
element shall be permitted. 
 
1004.1.1 Site arrival points. 
At least one main entrance shall be accessible. 
 
1004.1.2 Multilevel buildings and facilities. 
An accessible route from an accessible entrance to public spaces on the level of the 
accessible entrance shall be provided. 
 
1004.1.3 Entrances. 
At least one main entrance shall be accessible. 
Exceptions: 
1. If a main entrance cannot be made accessible, an accessible nonpublic entrance that is 
unlocked while the building is occupied shall be provided; or  
2. If a main entrance cannot be made accessible, a locked accessible entrance with a 
notification system or remote monitoring shall be provided. 
 
1004.1.4 Toilet and bathing facilities. 
Where toilet rooms are provided, at least one accessible toilet room shall be provided for 
each sex, or a unisex toilet room complying with Section 1109.2.1 of the International 
Building Code shall be provided. 
 
1004.1.5 Ramps. 
The slope of a ramp run of 24 inches (610 mm) maximum shall not be steeper than one 
unit vertical in eight units horizontal (12-percent slope). 



SECTION 1005 CHANGE OF OCCUPANCY 
 
1005.15 Accessibility requirements. 
The provisions of Section 812.5 shall apply to buildings and facilities designated as 
historic structures that undergo a change of occupancy, unless technically infeasible. 
Where compliance with the requirements for accessible routes, ramps, entrances, or toilet 
facilities would threaten or destroy the historic significance of the building or facility, as 
determined by the authority having jurisdiction, the alternative requirements of Sections 
1004.1.1 through 1004.1.5 for those elements shall be permitted. 
 



 

 

 
 

SECTIONS OF THE 2003 
INTERNATIONAL 

RESIDENTIAL CODE® 
 

 
 
CHAPTER 1 ADMINISTRATION 
 
SECTION  R101 TITLE, SCOPE AND PURPOSE 
 
101.2 Scope. 
The provisions of the International Residential Code for One- and Two-Family Dwellings 
shall apply to the construction, alteration, movement, enlargement, replacement, repair, 
equipment, use and occupancy, location, removal and demolition of detached one- and 
two-family dwellings and multiple single-family dwellings (townhouses) not more than 
three stories in height with a separate means of egress and their accessory structures. 
Exception: Existing buildings undergoing repair, alteration or additions, and change of 
occupancy shall be permitted to comply with the International Existing Building Code. 
 
CHAPTER 2 DEFINITIONS 
 
SECTION 202 GENERAL DEFINITIONS 
 
Addition  An extension or increase in floor area or height of a building or structure. 
 
Alterations  Any construction or renovation to an existing structure other than repair or 
addition that requires a permit. Also, a change in a mechanical system that involves an 
extension, addition or change to the arrangement, type or purpose of the original 
installation that requires a permit. 
 
Dwelling unit  A single unit providing complete independent living facilities for one or 
more persons, including permanent provisions for living, sleeping, eating, cooking and 
sanitation. 
 



Townhouse   A single-family dwelling unit constructed in a group of three or more 
attached units in which each unit extends from foundation to roof and with open space on 
at least two sides. 
 
CHAPTER 3 BUILDING PLANNING 
 
SECTION R322 ACCESSIBILITY  
 
R322.1 Scope. 
Where there are four or more dwelling units or sleeping units in a single structure, the 
provisions of Chapter 11 of the International Building Code for Group R-3 shall apply. 
 
 

 

 
SELECTIONS FROM 

2001 INTERNATIONAL 
BUILDING CODE 
SUPPLEMENT® 

Original proposals- G34, G35, G123, 
E70, E71, E76, E81 through E89-00 
Reported under G34, G123 and E70-00 
 

 
 
CHAPTER 2  
 
SECTION 202 DEFINITIONS 
 
SLEEPING UNIT.  A room or space in which people sleep, which can also include 
permanent provisions for living, eating, and either sanitation or kitchen facilities but not 
both. Such rooms and spaces that are also part of a dwelling unit are not sleeping units. 
 
CHAPTER 3 
 
USE AND OCCUPANCY CLASSIFICATIONS 
 
SECTION 302 CLASSIFICATIONS 
 
302.4 Spaces used for different purposes.  A room or space that is intended to be 
occupied at different times for different purposes shall comply with all the requirements 
that are applicable to each of the purposes for which the room or space will be occupied. 
 



310.1 Residential Group AR.@ Residential Group R includes, among others, the use of a 
building or structure, or a portion thereof, for sleeping purposes when not classed as an 
Institutional Group I. Residential occupancies shall include the following: 
 
R-1  Residential occupancies where the occupants are primarily transient in nature 
including: 
Boarding houses (transient)Hotels (transient) 
Motels (transient) 
 
R-2  Residential occupancies containing sleeping units or more than two dwelling units 
where the occupants are primarily permanent in nature, including: 
Apartment houses  
Boarding houses (not transient) 
Convents 
Dormitories 
Fraternities and sororities 
Monasteries 
Vacation timeshare properties 
Hotels (non transient) 
Motels (non transient) 
 
R-3  Residential occupancies where the occupants are primarily permanent in nature and 
not classified as R-1, R-2, R-4 or I and where buildings do not contain more than two 
dwelling units, as applicable in Section 101.2. Adult and child care facilities that are 
within a single family home are permitted to comply with the International Residential 
Code in accordance with Section 101.2. 
 
R-4  Residential occupancies shall include buildings  arranged for occupancy as 
Residential Care/Assisted Living Facilities including more than five but not more than 16 
occupants, excluding staff. 
 
310.2 Definitions 
 
RESIDENTIAL CARE/ASSISTED LIVING FACILITIES. A building or part thereof 
housing persons, on a 24-hour basis, who because of age, mental disability or other 
reasons, live in a supervised residential environment which provides personal care 
services. The occupants are capable of responding to an emergency situation without 
physical assistance from staff. This classification shall include, but not be limited to, the 
following: residential board and care facilities, assisted living facilities, halfway houses, 
group homes, congregate care facilities, social rehabilitation facilities, alcohol and drug 
abuse centers and convalescent facilities. 
 
 
 
 
 



CHAPTER 11 
 
SECTION 1102 DEFINITIONS 
 
Accessible Unit  A dwelling unit or sleeping unit that complies with this code and 
Chapters 1-9 of ICC/ANSI A117.1. 
 
Dwelling or Sleeping unit, Type A. A dwelling unit or sleeping unit designed and 
constructed for accessibility in accordance with ICC/ANSI A117.1. 
 
Dwelling or Sleeping unit, Type B  A dwelling unit or sleeping unit designed and 
constructed for accessibility in accordance with ICC/ANSI A117.1, consistent with the 
design and construction requirements of the federal Fair Housing Act. 
 
Dwelling unit or sleeping unit, Multi-story  A dwelling unit or sleeping unit with 
habitable space located on more than one story. 
 
Intended to be occupied as a residence    This refers to a dwelling unit or sleeping unit 
that can or will be used all or part of the time as the occupant=s place of abode. 
 
SECTION 1106  
 
PARKING AND PASSENGER LOADING FACILITIES 
 
1106.2 Groups R-2 and R-3. Two percent, but not less than one, of each type of parking 
space provided for occupancies in Groups R-2 and R-3, which are required to have Type 
A or Type B dwelling or sleeping units, shall be accessible. Where parking is provided 
within or beneath a building, accessible parking spaces shall also be provided within or 
beneath the building. 
 
SECTION 1107 
 
DWELLING UNITS AND SLEEPING UNITS 
 
1107.1 General. In addition to the other requirements of this chapter, occupancies having 
dwelling units or sleeping units shall be provided with accessible features in accordance 
with Sections 1107.2 through 1107.7.7.5. 



1107.2 Design. Dwelling units and sleeping units which are required to be accessible 
units shall comply with this code and the applicable portions of Chapters 1-9 of 
ICC/ANSI A117.1. Type A and Type B units shall comply with the applicable portions of 
Chapter 10 of  ICC/ANSI A117.1. Units required to be Type A units are permitted to be 
designed and constructed as accessible units. Units required to be Type B units are 
permitted to be designed and constructed as accessible units or as Type A units. 
 
1107.3 Accessible spaces. Rooms and spaces available to the general public or available 
for use by residents and serving accessible units, Type A units or Type B units shall be 
accessible. Accessible spaces shall include toilet and bathing rooms, kitchen, living and 
dining areas and any exterior spaces, including patios, terraces and balconies. 
Exception: Recreational facilities in accordance with Section 1109.14. 
 
1107.4 Accessible route. At least one accessible route shall connect accessible building 
or facility entrances with the primary entrance of each accessible unit, Type A unit and 
Type B unit within the building or facility and with those exterior and interior spaces and 
facilities that serve the units. 
Exceptions:  
1.  If the slope of the finished ground level between accessible facilities and buildings 
exceeds one unit vertical in 12 units horizontal (1:12), or where physical barriers prevent 
the installation of an accessible route, a vehicular route with parking that complies with 
Section 1106 at each public or common use facility or building is permitted in place of 
the accessible route. 
2.  Exterior decks, patios, or balconies that are part of Type B units and have impervious 
surfaces, and that are not more than 4 inches (102 mm) below the finished floor level of 
the adjacent interior space of the unit. 
 
1107.5 Group I. Occupancies in Group I shall be provided with accessible features in 
accordance with 1107.5.1 through 1107.5.5. 
 
1107.5.1 Group I-1. Group I-1 occupancies shall be provided with accessible features in 
accordance with Sections 1107.5.1.1 and 1107.5.1.2. 
 
1107.5.1.1 Accessible units. At least 4 percent, but not less than one, of the dwelling 
units and sleeping units shall be Accessible units. 
 
1107.5.1.2 Type B units. In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit. 
Exception: The number of Type B units is permitted to be reduced in accordance with 
1107.7. 
 
1107.5.2 Group I-2 Nursing homes. Nursing homes of Group I-2 shall be provided with 
accessible features in accordance with Sections 1107.5.2.1 and 1107.5.2.2. 
 



1107.5.2.1 Accessible units. At least 50 percent, but not less than one, of the dwelling 
units and sleeping units shall be Accessible units. 
 
1107.5.2.2 Type B units. In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit. 
Exception: The number of Type B units is permitted to be reduced in accordance with 
1107.7. 
 
1107.5.3 Group I-2 Hospitals.  In general purpose hospitals, psychiatric facilities, 
detoxification facilities and residential care/assisted living facilities of Group I-2, shall be 
provided with accessible features in accordance with Section 1107.5.3.1 and 1107.5.3.2. 
 
1107.5.3.1 Accessible Units.  At least 10 percent, but not less than one, of the dwelling 
units and sleeping units shall be Accessible units. 
 
1107.5.3.2 Type B units.  In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit. 
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7. 
 
1107.5.4 Group I-2 Rehabilitation Facilities. In hospitals and rehabilitation facilities of 
Group I-2 which specialize in treating conditions that affect mobility, or units within 
either which specialize in treating conditions that affect mobility, 100 percent of the 
dwelling units and sleeping units shall be Accessible units. 
 
1107.5.5 Group I-3. In occupancies in Group I-3, at least 5 percent, but not less than one, 
of the dwelling units and sleeping units shall be accessible units. 
 
1107.6 Group R. Occupancies in Group R shall be provided with accessible features in 
accordance with Sections 1107.6.1 through 1107.6.4. 
 
1107.6.1 Group R-1. Group R-1 occupancies shall be provided with accessible features 
in accordance with Sections 1107.6.1.1 and 1107.6.1.2. 
 
1107.6.1.1 Accessible units. In occupancies in Group R-1, accessible dwelling units and 
sleeping units shall be provided in accordance with Table 1107.6.1.1. All facilities on a 
site shall be considered to determine the total number of Accessible units. Accessible 
units shall be dispersed among the various classes of units. Roll-in showers provided in 
Accessible units shall include a permanently mounted folding shower seat. 



 
 

TABLE 1107.6.1.1 
ACCESSIBLE DWELLING AND SLEEPING UNITS 

 
 

TOTAL NUMBER 
OF UNITS 

PROVIDED 

 
MINIMUM REQUIRED 

NUMBER OF 
ACCESSIBLE UNITS 
ASSOCIATED WITH 
ROLL-IN SHOWERS 

 
TOTAL NUMBER OF 

REQUIRED 
ACCESSIBLE UNITS 

 
1 to 25 

 
0 

 
1 

 
26 to 50 

 
0 

 
2 

 
51 to 75 

 
1 

 
4 

 
76 to 100 

 
1 

 
5 

 
101 to 150 

 
2 

 
7 

 
151 to 200 

 
2 

 
8 

 
201 to 300 

 
3 

 
10 

 
301 to 400 

 
4 

 
12 

 
401 to 500 

 
4 

 
13 

 
501 to 1,000 

 
1% of total 

 
3% of total 

 
Over 1,001 

 
10 plus 1 for each 100 

over 1,000 

 
30 plus 2 for each 100 

over 1,000 
 
 
1107.6.1.2 Type B units. In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit. 
Exception: The number of Type B units is permitted to be reduced in accordance with 
1107.7. 
 
1107.6.2 Group R-2. Type A and Type B units shall be provided in occupancies in 
Group R-2 in accordance with Sections 1107.6.2.1 and 1107.6.2.2. 
 



1107.6.2.1 Type A units. In buildings containing more than 20 dwelling units or sleeping 
units, at least 2 percent, but not less than one, of the units shall be a Type A unit. 
Exception: The number of Type A units is permitted to be reduced in accordance with 
1107.7. 
 
1107.6.2.2 Type B units. Where there are four or more dwelling units or sleeping units 
intended to be occupied as a residence in a single structure, every dwelling unit and 
sleeping unit intended to be occupied as a residence shall be a Type B unit. 
Exception: The number of Type B units is permitted to be reduced in accordance with 
Section 1107.7. 
 
1107.6.3 Group R-3. In occupancies in Group R-3 where there are four or more dwelling 
units or sleeping units intended to be occupied as a residence in a single structure, every 
dwelling and sleeping unit intended to be occupied as a residence shall be a Type B unit. 
Exception: The number of Type B units is permitted to be reduced in accordance with 
1107.7. 
 
1107.6.4 Group R-4. Group R-4 occupancies shall be provided with accessible features 
in accordance with Sections 1107.6.4.1 and 1107.6.4.2. 
 
1107.6.4.1 Accessible units. At least one of the dwelling or sleeping units shall be an 
Accessible unit. 
 
1107.6.4.2 Type B units. In structures with four or more dwelling or sleeping units 
intended to be occupied as a residence, every dwelling and sleeping unit intended to be 
occupied as a residence shall be a Type B unit. 
Exception: The number of Type B units is permitted to be reduced in accordance with 
1107.7. 
 
1107.7 General exceptions. Where specifically permitted by Sections 1107.5 or 1107.6, 
the required number of Type A and Type B units is permitted to be reduced in accordance 
with Sections 1107.7.1 through 1107.7.5. 
 
1107.7.1 Buildings without elevator service. Where no elevator service is provided in a 
building, only the dwelling and sleeping units that are located on stories indicated in 
Sections 1107.7.1.1 and 1107.7.1.2 are required to be Type A and Type B units. The 
number of Type A units shall be determined in accordance with Section 1107.6.2. 
 
1107.7.1.1 One story with Type B units required. At least one story containing 
dwelling units or sleeping units intended to be occupied as a residence shall be provided 
with an accessible entrance from the exterior of the building and all units intended to be 
occupied as a residence on that story shall be Type B units. 



 
1107.7.1.2 Additional stories with Type B units. On all other stories that have a 
building entrance in proximity to arrival points intended to serve units on that story, as 
indicated in 2.1 and 2.2, all dwelling units and sleeping units intended to be occupied as a 
residence served by that entrance on that story shall be Type B units. 
 
1. 2.1 Where the slopes of the undisturbed site measured between the planned 

entrance and all vehicular or pedestrian arrival points within 50 feet of the 
planned entrance are 10% or less, and 

2. 2.2 Where the slopes of the planned finished grade measured between the 
entrance and all vehicular or pedestrian arrival points within 50 feet of the 
planned entrance are 10% or less. 

 
Where no such arrival points are within 50 feet (15 240 mm) of the entrance, the closest 
arrival point shall be used unless that arrival point serves the story required by Section 
1107.7.1.1. 
 
1107.7.2 Multistory units. A multistory dwelling or sleeping unit which is not provided 
with elevator service is not required to be a Type B unit. Where a multistory unit is 
provided with external elevator service to only one floor, the floor provided with elevator 
service shall be the primary entry to the unit, shall comply with the requirements for a 
Type B unit, and a toilet facility shall be provided on that floor. 
 
1107.7.3 Elevator service to the lowest story with units. Where elevator service in the 
building provides an accessible route only to the lowest story containing dwelling or 
sleeping units intended to be occupied as a residence, only the units on that story which 
are intended to be occupied as a residence are required to be Type B units. 
 
1107.7.4 Site impracticality. On a site with multiple non-elevator buildings, the number 
of units required by Section 1107.7.1 to be Type B units is permitted to be reduced to a 
percentage which is equal to the percentage of the entire site having grades, prior to 
development, which are less than 10 percent, provided that all of the following conditions 
are met: 
 
1.  Not less than 20 percent of the units required by Section 1107.7.1 on the site are Type 
B units; and 
2. Units required by Section 1107.7.1, where  
the slope between the building entrance serving the units on that story and a pedestrian or 
vehicular arrival point is no greater than 8.33 percent, are Type B units, and 
3.  Units required by Section 1107.7.1, where an elevated walkway is planned between a 
building entrance serving the units on that story and a pedestrian or vehicular arrival 
point and the slope between them is 10 percent or less are Type B units, and 
4.  Units served by an elevator in accordance with 1107.7.3 are Type B units. 



1107.7.5 Base flood elevation. The required number of Type A and Type B units shall 
not apply to a site where the lowest floor or the lowest structural building members of 
non-elevator buildings are required to be at or above the base flood elevation resulting in: 
 
1.  A difference in elevation between the minimum required floor elevation at the primary 
entrances and vehicular and pedestrian arrival points within 50 feet (15 240 mm) 
exceeding 30 inches (762 mm), and 
2.  A slope exceeding 10 percent between the minimum required floor elevation at the 
primary entrances and vehicular and pedestrian arrival points within 50 feet (15 240 mm). 
 
Where no such arrival points are within 50 feet (15 240 mm) of the primary entrances, 
the closest arrival point shall be used. 
 
SECTION 1109 
 
OTHER FEATURES AND FACILITIES 
 
1109.14 Recreational Facilities. Recreational facilities shall be provided with accessible 
features in accordance with Sections 1109.14.1 through 1109.14.3. 
 
1109.14.1 Facilities serving a single building. In Group R-2 and R-3 occupancies where 
recreational facilities are provided serving a single building containing Type A or Type B 
units, 25 percent, but not less than one, of each type of recreational facility shall be 
accessible. Every recreational facility of each type on a site shall be considered to 
determine the total number of each type which are required to be accessible. 
 
1109.14.2 Facilities serving multiple buildings. In Group R-2 and R-3 occupancies on a 
single site where multiple buildings containing Type A or Type B units are served by 
recreational facilities, 25 percent, but not less than one, of each type of recreational 
facility serving each building shall be accessible.  The total number of each type of 
recreational facility which is required to be accessible shall be determined by considering 
every recreational facility of each type serving each building on the site. 
 
1109.14.3 Other occupancies. All recreational facilities not falling within the purview of 
Sections 1109.14.1 or 1109.14.2 shall be accessible. 
 
1109.15 Stairways. Stairways located along accessible routes connecting floor levels that 
are not connected by an elevator shall be designed and constructed to comply with 
ICC/ANSI A117.1 and Chapter 10. 



 
CHAPTER 31 
 
3104.2 Separate structures. Connected buildings shall be considered to be separate 
structures. 
Exceptions: 
1.  Buildings on the same lot in accordance with Section 503.1.3. 
2.  For purposes of calculating the number of Type B units required by Chapter 11 
structurally connected buildings and buildings with multiple wings shall be considered 
one structure. 
 
3408.1 Scope.  The provisions of Sections 3408.2 through 3408.8.5 apply to 
maintenance, change of occupancy, additions and alterations to existing buildings, 
including those identified as historic buildings. 
Exception:  Type B dwelling units or sleeping units required by Section 1107 are not 
required to be provided in existing building and facilities. 
 
3408.7.8  Dwelling or sleeping units.  Where I-1, I-2, I-3, R-1, R-2 or R-4 dwelling or 
sleeping units are being altered or added, the requirements of Sections 1107 for 
Accessible or Type A units and Chapter 9 for accessible alarms apply only to the quantity 
of spaces being altered or added. 



 
 

 

 
SECTIONS 

 FROM 
 2000 INTERNATIONAL 

BUILDING CODE® 
 

 
CHAPTER 1 ADMINISTRATION 
 
SECTION 101 GENERAL 
 
101.2 Scope. The provisions of the International Building Code shall 
apply to the construction, alteration, movement, enlargement, replacement, 
repair, equipment, use and occupancy, location, maintenance, removal and 
demolition of every building or structure or any appurtenances connected 
or attached to such buildings or structures. 
EXCEPTION: Detached one-and two-family dwellings and multiple single-family 
dwellings (townhouses) not more than three stories high with separate means of egress 
and their accessory structures shall comply with the International Residential Code. 
 
SECTION 102 APPLICABILITY 
 
101.2.1 Appendices. Provisions in the appendices shall not apply unless specifically 
adopted. 
 
102.1 General. Where, in any specific case, different sections of this code specify 
different materials, methods of construction or other requirements, the most restrictive 
shall govern.  Where there is a conflict between a general requirement and a specific 
requirement, the specific requirement shall be applicable. 
 
102.4 Referenced codes and standards  Referenced codes and standards. The codes and 
standards  referenced in this code shall be considered part of the requirements of this 
code to the pre scribed extent of each such reference.  Where   differences occur between 
provisions of this code and referenced codes and standards, the provisions of this code 
shall apply. 



 
CHAPTER 2 DEFINITIONS 
 
SECTION  201 GENERAL 
  
201.1 Scope. Unless otherwise expressly stated, the following words and terms shall, for 
the purposes of this code, have the meanings shown in this chapter. 
 
201.2 Interchangeability. Words used in the present tense include the future; words 
stated in the masculine gender include the feminine and neuter; the singular number 
includes the plural and the plural, the singular. 
 
201.3 Terms defined in other codes. Where terms are not defined in this code and are 
defined in the International Plumbing Code, International Mechanical Code, International 
Fuel Gas Code, or International Fire Code, such terms shall have the meanings ascribed 
to them as in those codes. 
 
201.4 Terms not defined. Where terms are not defined through the methods authorized 
by this chapter, such terms shall have ordinarily accepted meanings such as the context 
implies. 
 
SECTION 202 DEFINITIONS  
 
Addition  An extension or increase in floor area or height of a building 
or structure. 
 
Area, building  (502.1)  The area included within surrounding exterior walls (or 
exterior walls and fire walls) exclusive of vent shafts and courts.  Areas 
of the building not provided with surrounding walls shall be included in 
the building area if such areas are included within the horizontal projection of the roof or 
floor above. 



 
Base flood elevation (1612.2)  The elevation of the base flood, including wave 
height, relative to the National Geodetic Vertical Datum (NGVD), North American 
Vertical Datum (NAVD) or other datum specified on the flood insurance rate map 
(FIRM). 
 
Building  Any structure used or intended for supporting or sheltering 
any use or occupancy. 
 
Design flood elevation (1612.2)   The elevation of the "design flood," including wave 
height, relative to the datum specified on the community's legally designated flood hazard 
map. 
 
Dwelling  A building that contains one or two dwelling units used, intended, or designed 
to be used, rented, leased, let or hired out to be occupied for living purposes. 
 
Existing structure   A structure erected prior to the date of adoption of the appropriate 
code, or one for which a legal building permit has been issued. 
 
Habitable space   A space in a building for living, sleeping, eating or cooking.  
Bathrooms, toilet rooms, closets, halls, storage or utility spaces and similar areas are not 
considered habitable spaces. 
 
Occupiable space  A room or enclosed space designed for human occupancy in which 
individuals congregate for amusement, educational or similar purposes or in which 
occupants are engaged at labor, and which is equipped with means of egress and light and 
ventilation facilities meeting the requirements of this code. 
 
Sleeping accommodation (1102)  Rooms in which people sleep, such as dormitory and 
hotel or motel guest rooms or suites. 



CHAPTER 3 USE AND OCCUPANCY CLASSIFICATION 
 
SECTION 302 CLASSIFICATION 
 
302.1 GENERAL   
 
302.1 General. Structures or portions of structures shall be classified with respect to 
occupancy in one or more of the groups listed  below.  Structures with multiple uses shall 
be classified according to 302.3.  Where a structure is proposed for a purpose which is 
not specifically provided for in this code, such structure shall be classified in the group 
which the occupancy most nearly resembles,  according to the fire safety and relative 
hazard involved. 
 

1. Assembly (see 303): Groups A-1, A-2, A-3, A-4 and A-5 
 
2. Business (see 304): Group B 
 
3. Educational (see 305): Group E 
 
4. Factory and Industrial (see306): Groups F-1 and F-2 
 
5. High Hazard (see 307): Groups H-1, H-2, H-3, H-4 and H-5 
 
6. Institutional (see 308): Groups I-1, I-2, I-3 and I-4 
 
7. Mercantile (see 309): Group M 
 
8. Residential (see 310): Groups R-1, R-2 and R-3 as applicable in 101.2, and R-4 
 
9. Storage (see 311): Groups S-1 and S-2 
 
10. Utility and Miscellaneous (see 312): Group U 
 

 
SECTION 303 ASSEMBLY GROUP A 
 
303.1 Assembly Group A. Assembly Group A occupancy includes, among others, the 
use of a building or structure, or a portion thereof, for the gathering together of persons 
for purposes such as civic, social or  religious functions, recreation, food or drink 
consumption or awaiting transportation.  A room or space used for assembly purposes by 
less than 50 persons and accessory to another occupancy shall be included as a part 
of that occupancy.  Assembly occupancies shall include the following: 



 
A-1 Assembly uses, usually with fixed seating, intended for the production and viewing 
of the performing arts or motion pictures including, but not limited to: 
• Motion picture theaters 
• Television and radio studios admitting an audience 
• Theaters 
 
A-2 Assembly uses intended for food and/or drink consumption including, but not 
limited to: 
• Banquet halls 
• Night clubs 
• Restaurants 
• Taverns and bars 
 
A-3 Assembly uses intended for worship, recreation or amusement and other assembly 
uses not classified elsewhere in Group A, including, but not limited to: 
• Amusement arcades 
• Art galleries 
• Auditoriums 
• Bowling alleys 
• Churches 
• Community halls 
• Courtrooms 
• Dance halls 
• Exhibition halls 
• Funeral parlors 
• Gymnasiums 
• Indoor swimming pools 
• Indoor tennis courts 
• Lecture halls 
• Libraries 
• Museums 
• Passenger stations (waiting area) 
• Pool and billiard parlors 
 
A-4 Assembly uses intended for viewing of indoor sporting events and activities with 
spectator seating, including, but not limited to: 
 
• Arenas 
• Skating rinks 
• Swimming pools 
• Tennis courts 



A-5 Assembly uses intended for participation in or viewing outdoor activities including, 
but not limited to: 
• Amusement park structures 
• Bleachers 
• Grandstands 
• Stadiums 
 
SECTION 308 INSTITUTIONAL GROUP I  
 
308.1 Institutional Group I. Institutional Group I occupancy includes which people 
having physical limitations because of health or age are harbored for medical treatment or 
other care or treatment, or in which people are detained for penal or correctional purposes 
or in which the liberty of the occupants is restricted.  Institutional occupancies shall 
be classified as Group I-1, I-2, I-3 or I-4. 
 
308.2 Group I-1. This occupancy shall include a building or part thereof housing more 
than 16 persons, on a 24-hour basis, who because of age, mental disability or other 
reasons, live in a supervised residential environment that provides personal care services. 
The occupants are capable of responding to an emergency situation without physical 
assistance from staff. This group shall include, but not be limited to, the following: 
residential board and care facilities, assisted living facilities, half-way houses, group 
homes, congregate care facilities, social rehabilitation facilities, alcohol and drug centers 
and convalescent facilities. A facility such as the above with five or fewer persons shall 
be classified as a Group R-3. A facility such as above, housing at least six and not more 
than 16 persons shall be classified as a Group R-4. 
 
308.3 Group I-2. This occupancy shall include buildings and structures used for medical, 
surgical, psychiatric, nursing or custodial care on a 24-hour basis of more than five 
persons who are not capable of self-preservation. This group shall include, but not be 
limited to the following: hospitals, nursing homes (both intermediate care facilities and 
skilled nursing facilities), mental hospitals and detoxification facilities. A facility such as 
the above with five or fewer persons shall be classified as a Group R-3. 
 
308.3.1 Child care facility. A child care facility that provides care on a 24-hour basis to 
more than five children 2-1/2 years of age or less shall be classified as Group I-2. 
 
308.4 Group I-3. This occupancy shall include buildings and structures that are inhabited 
by more than five persons who are under restraint or security. An I-3 facility is occupied 
by persons who are generally incapable of self-preservation due to security measures not 
under the occupants' control. This group shall include, but not be limited to, the 
following: prisons, jails, reformatories, detention centers, correctional centers and 
prerelease centers. Buildings of Group I-3 shall be classified as one of the occupancy 
conditions indicated in 308.4.1 through 308.4.5 (see 408.1). 



 
308.5 Group I-4, day care facilities. This group shall include buildings and structures 
occupied by persons of any age who receive custodial care for less than 24 hours by 
individuals other than parents or guardians, relatives by blood, marriage, or adoption, and 
in a place other than the home of the person cared for.  A facility such as the 
above with five or fewer persons shall be classified as a Group R-3. Places of worship 
during religious functions are not included. 
 
308.5.1 Adult care facility. A facility that provides accommodations for less than 24 
hours for more than five unrelated adults and provides supervision and personal care 
services. 
 
308.5.2 Child care facility. A facility, that provides supervision and personal care on 
less than a 24-hour basis for more than five children 2-1/2 years of age or less shall be 
classified as Group I-4. 
EXCEPTION: A child day care facility that provides care for more than five but no more 
than 100 children 2-1/2 years or less of age, when the rooms where such children are 
cared for are located on the level of exit discharge and each of these child care rooms has 
an exit door directly to the exterior, shall be classified as Group E. 
 
SECTION 310 RESIDENTIAL GROUP R  
 
310.1 Residential Group "R." Residential Group R includes, among others, the use of a 
building or structure, or a portion thereof, for sleeping accommodations when not classed 
as an Institutional Group I. Residential occupancies shall include the following: 
 
R-1 Residential occupancies where the occupants are primarily transient in nature (less 
than 30 days) including: 
• Boarding houses (transient) 
• Hotels (including motels) 
 
R-2 Residential occupancies containing more than two dwelling units where the 
occupants are primarily permanent in nature, including: 
• Apartment houses 
• Boarding houses (not transient) 
• Convents 
• Dormitories 
• Fraternities and sororities 
• Monasteries 
 
R-3 Residential occupancies where the occupants are primarily permanent in nature and 
not classified as R-1, R-2 or I and where buildings do not contain more than two dwelling 
units, or adult and child care facilities that provide accommodations for five or fewer 
persons of any age for less than 24 hours. 
 



R-4 Residential occupancies shall include buildings arranged for occupancy as 
Residential Care/Assisted Living Facilities including more than five but not more than 16 
occupants, excluding staff. Group R-4 occupancies shall meet the requirements for 
construction as defined for Group R-3 except for the height and area limitations provided 
in 503. 
 
310.2 Definitions. The following words and terms shall, for the purposes of this section 
and as used elsewhere in this code, have the meanings shown herein. 
 
BOARDING HOUSE. A building arranged or used for lodging for compensation, with 
or without meals, and not occupied as a single-family unit. 
 
DORMITORY. A space in a building where group sleeping accommodations are 
provided in one room, or in a series of closely associated rooms, for persons not members 
of the same family group, under joint occupancy and single management, as in college 
dormitories or fraternity houses. 
 
DWELLING UNIT. A single unit providing complete, independent living facilities for 
one or more persons, including permanent provisions for living, sleeping, eating, cooking 
and sanitation. 
 
PERSONAL CARE SERVICE. The care of residents who do not require chronic or 
convalescent medical or nursing care. Personal care involves responsibility for the safety 
of the resident while inside the building. 
 
RESIDENTIAL CARE/ASSISTED LIVING FACILITIES. A building or part thereof 
housing a maximum of 16 persons, on a 24-hour basis, who because of age, mental 
disability or other reasons, live in a supervised residential environment which provides 
personal care services. The occupants are capable of responding to an emergency 
situation without physical assistance from staff. This classification shall include, but not 
be limited to, the following: residential board and care facilities, assisted living facilities, 
halfway houses, group homes, congregate care facilities, social rehabilitation facilities, 
alcohol and drug abuse centers and convalescent facilities. Residential care/assisted 
living facilities housing more than 16 persons shall be classified as a Group I-1. 
 
310.3 Required dwelling unit and guestroom separation. Walls and floors separating 
dwelling units in the same building, or guest rooms in Group R-1 hotel occupancies, shall 
be fire partitions or horizontal assemblies as required by 708 and 710. 



 
SECTION 311 STORAGE GROUP S  
 
311.1 Storage Group S. Storage Group S occupancy includes among others, 
the use of a building or structure, or a portion thereof, for storage that 
is not classed as a hazardous occupancy. 
 
311.3 Low-hazard storage, Group S-2. Includes, among others, buildings 
used for the storage of noncombustible materials such as products on wood 
pallets or in paper cartons with or without single thickness divisions; or 
in paper wrappings.  Such products may have a negligible amount of plastic 
trim such as knobs, handles or film wrapping.  Storage uses include, but 
are only limited to, storage of the following: 
• Asbestos 
• Beer or wine up to 12-percent alcohol in metal, glass or ceramic containers 
• Cement in bags 
• Chalk and crayons 
• Dairy products in nonwaxed coated paper containers 
• Dry cell batteries 
• Electrical coils 
• Electrical motors 
• Empty cans 
• Food products 
• Foods in noncombustible containers 
• Fresh fruits and vegetables in nonplastic trays or containers 
• Frozen foods 
• Glass 
• Glass bottles, empty or filled with noncombustible liquids 
• Gypsum board 
• Inert pigments 
• Ivory 
• Meats 
• Metal cabinets 
• Metal desks with plastic tops and trim 
• Metal parts 
• Metals 
• Mirrors 
• Oil-filled and other types of distribution transformers 
• Parking garages, open or enclosed 
• Porcelain and pottery 
• Stoves 
• Talc and soapstones 
• Washers and dryers 



 
SECTION 312 UTILITY AND MISCELLANEOUS GROUP U  
 
312.1 General. Buildings and structures of an accessory character and 
miscellaneous structures not classified in any specific occupancy shall 
be constructed, equipped and maintained to conform to the requirements of 
this code commensurate with the fire and life hazard incidental to their 
occupancy.  Group U shall include, but not be limited to, the following: 
• Agricultural buildings 
• Aircraft hangars, accessory to a one-or two-family residence (See 412.3) 
• Barns 
• Carports 
• Fences more than 6 feet (1829 mm) high 
• Grain silos, accessory to a residential occupancy 
• Greenhouses 
• Livestock shelters 
• Private garages 
• Retaining walls 
• Sheds 
• Stables 
• Tanks 
• Towers 
 
CHAPTER 9 FIRE PROTECTION SYSTEMS 
 
SECTION 902 DEFINITIONS  
 
Alarm notification appliance,  A fire alarm system component such as a bell, horn, 
speaker, light, or text display that provides audible, tactile, or visible outputs, or any 
combination thereof. 
 
Audible alarm notification appliance,  A notification appliance that alerts by the sense 
of hearing. 
 
Multiple-station smoke alarm,  Two or more single-station alarm devices that are 
capable of interconnection such that actuation of one causes all integral or separate 
audible alarms to operate.  It also can consist of one single-station alarm device having 
connections to other detectors or to a manual fire alarm box. 
 
Visible alarm notification appliances   A notification appliance that alerts by the sense 
of sight. 



 
SECTION 907 FIRE ALARM AND DETECTION SYSTEM 
 
907.9 Alarm notification appliances. Alarm notification appliances shall be provided 
and shall be listed for their purpose. 
 
907.9.1 Visible alarms. Visible alarm notification appliances shall be provided in 
accordance with 907.9.1.1 through 907.9.1.3. 
EXCEPTIONS: 
1. Visible alarm notification appliances are not required in alterations, except where an 
existing fire alarm system is upgraded or replaced, or a new fire alarm system is installed. 
2. Visible alarm notification appliances shall not be required in exits as defined in 1002.1. 
 
907.9.1.1 Public and common areas. Visible alarm notification appliances shall be 
provided in public and common areas. 
 
907.9.1.2 Groups I-1 and R-1. Group I-1 and Group R-1 sleeping accommodations in 
accordance with Table 907.9.1.2 shall be provided with a visible alarm notification 
appliance, activated by both the in-room smoke alarm and the building fire alarm system. 
 



907.9.1.3 Group R-2. In Group R-2 occupancies required by 907 to have a fire alarm 
system, all dwelling units shall be provided with the capability to support visible alarm 
notification appliances in accordance with ICC/ANSI A117.1. 
 
                                     TABLE 907.9.1.2 
                          VISIBLE AND AUDIBLE ALARMS 
 
                                                                             SLEEPING 
                                                                ACCOMMODATIONS WITH 
        NUMBER OF SLEEPING          VISIBLE AND AUDIBLE 
         ACCOMMODATIONS              ALARMS 
 
                      6 to 25                   2 
 
                     26 to 50                     4 
 
                     51 to 75                   7 
 
                     76 to 100                    9 
 
                    101 to 150                   12 
 
                    151 to 200                   14 
 
                    201 to 300                   17 
 
                    301 to 400                   20 
 
                    401 to 500                   22 
 
                    501 to 1,000            5% of total 
 
                    1,001 and over        50 plus 3 for each 
                          100 over 1,000 



907.9.2 Audible alarms. Audible alarm notification appliances shall be provided and 
shall sound a distinctive sound that is not to be used for any purpose other than that of a 
fire alarm. The audible alarm notification appliances shall provide a sound pressure level 
of 15 decibels (dBA) above the average ambient sound level or 5 dBA above the 
maximum sound level having a duration of at least 60 seconds, whichever is greater, in 
every occupied space within the building. The minimum sound pressure levels shall be: 
70 dBA in occupancies in Group R and Group I-1; 90 dBA in mechanical equipment 
rooms; and 60 dBA in other occupancies. The maximum sound pressure level for audible 
alarm notification appliances shall be 120 dBA at the minimum hearing distance from the 
audible appliance. Where the average ambient noise is greater than 105 dBA, visible 
alarm notification appliances shall be provided in accordance with NFPA 72 and audible 
alarm notification appliances shall not be required. 
EXCEPTION: Visible alarm notification appliances shall be allowed in lieu of audible 
alarm notification appliances in critical care areas of Group I-2 occupancies. 
 
CHAPTER 10 MEANS OF EGRESS 
Note:  Chapter 10 of the 2003 IBC was reformatted into 25 sections 

 
SECTION 1002 DEFINITIONS 
 
Accessible means of egress  A continuous and unobstructed way of  egress travel from 
any point in a building or facility that provides an accessible route to an area of refuge, a 
horizontal exit or a public way. 
 
Aisle accessway  That portion of an exit access that leads to an aisle. 
 
Area of refuge  An area where persons unable to use stairways can remain temporarily to 
await instructions or assistance during emergency evacuation. 
 
Bleachers  A grandstand where the seats are not provided with backrests. 
 
Common Path of Egress Travel  That portion of exit access which the occupants are 
required to traverse before two separate and distinct paths of egress travel to two exits are 
available.  Paths that merge are common paths of travel.  Common paths of egress travel 
shall be included within the permitted travel distance. 
 
Exit, Horizontal   A path of egress travel from one building to an area in another 
building on approximately the same level, or a path of  egress travel through or around a 
wall or partition to an area on approximately the same level in the same building, which 
affords safety from fire and smoke from the area of incidence and areas communicating 
therewith. 
 
Exit enclosure  An exit component that is separated from other interior spaces of a 
building or structure by fire-resistance-rated construction and opening protectives, and 
provides for a protected path of egress travel in a vertical or horizontal direction to the 
exit discharge or the public way. 



 
Folding and Telescopic seating  A structure that is used for tiered seating of occupants, 
and has an overall shape and size that, for  purposes of moving or storing, is capable of 
being reduced without being dismantled. 
 
Grandstand   A structure providing tiered or stepped seating. 
 
Guard   building component or a system of building components located at or near the 
open sides of elevated walking surfaces that minimizes the possibility of a fall from the 
walking surface to a lower level. 
 
Handrail  A horizontal or sloping rail intended for grasping by the hand for guidance or 
support. 
 
Means of egress  A continuous and unobstructed path of vertical and  horizontal egress 
travel from any point in a building or structure to a public way.  A means of egress 
consists of three separate and distinct  parts:  the exit access, the exit and the exit 
discharge. 
 
Nosing   The leading edge of treads of stairs and of landings at the top of stairway flights. 
 
Panic Hardware  A door-latching assembly incorporating a device that releases the latch 
upon the application of a force in the direction of  egress travel. 
 
Public way  A street, alley or other parcel of land open to the outside air leading to a 
street, that has been deeded, dedicated or otherwise permanently appropriated to the 
public for public use and which has a clear width and height of not less than 10 feet (3048 
mm). 
 
Ramp  A walking surface that has a running slope steeper than one unit vertical in 20 
units horizontal (5-percent slope). 
 
Stairway  One or more flights of stairs, either exterior or interior, with the necessary 
landings and platforms connecting them, to form a continuous and uninterrupted passage 
from one level to another. 
 
SECTION 1003 GENERAL MEANS OF EGRESS  
 
1003.1 General requirements. The general requirements specified in this section shall 
apply to all three elements of the means of egress system, in addition to those specific 
requirements for the exit access, the exit and the exit discharge detailed elsewhere in this 
chapter. 
 
1003.2 System design requirements. The means of egress system shall comply with the 
design requirements of 1003.2.1 through 1003.2.13.7.1. 
 



1003.2.4 Ceiling height. The means of egress shall have a ceiling 
height of not less than 7 feet (2134 mm). 
EXCEPTIONS: 
1. Sloped ceilings in accordance with 1207.2. 
2. Ceilings of dwelling units within residential occupancies in accordance with 1207.2. 
3. Allowable projections in accordance with 1003.2.5. 
4. Stair headroom in accordance with 1003.3.3.2. 
5. Door height in accordance with 1003.3.1.1. 
 
1003.2.5 Protruding objects. Protruding objects shall comply with the requirements of 
1003.2.5.1 through 1003.2.5.4. 
 
1003.2.5.1 Headroom. Protruding objects are permitted to extend below the minimum 
ceiling height required by 1003.2.4 provided a minimum headroom of 80 inches (2032 
mm) shall be provided for any walking surface, including walks, corridors, aisles and 
passageways. Not more than 50 percent of the ceiling area of a means of egress shall be 
reduced in height by protruding objects. 
EXCEPTION: Door closers and stops shall not reduce headroom to less than 78 inches 
(1981 mm). A barrier shall be provided where the vertical clearance is less than 80 inches 
(2032 mm) high. The leading edge of such a barrier shall be located 27 inches (686 mm) 
maximum above the floor. 
 
1003.2.5.2 Free-standing objects. A free-standing object mounted on a post or pylon 
shall not overhang that post or pylon more than 12 inches (305 mm) where the lowest 
point of the leading edge is more than 27 inches (686 mm) and less than 80 inches (2032 
mm) above the walking surface. 
 
1003.2.5.3 Horizontal projections. Structural elements, fixtures or furnishings shall not 
project horizontally from either side more than 4 inches (102 mm) over any walking 
surface between the heights of 27 (686 mm) and 80 inches (2032 mm) above the walking 
surface. 
EXCEPTION: Handrails serving stairs and ramps are permitted to protrude 4.5 inches 
(114 mm) from the wall. 
 
1003.2.5.4 Clear width. Protruding objects shall not reduce the minimum clear width of 
accessible routes as required in 1104. 
 
1003.2.6 Floor surface. Walking surfaces of the means of egress shall have a slip-
resistant surface and be securely attached. 



 
1003.2.7 Elevation change. Where changes in elevation of less than 12 inches (305 mm) 
exist in the means of egress, sloped surfaces shall be used. Where the slope is greater than 
one unit vertical in 20 units horizontal (5-percent slope), ramps complying with 1003.3.4 
shall be used. Where the difference in elevation is 6 inches (152 mm) or less, the ramp 
shall be equipped with either handrails or floor finish materials that contrast with adjacent 
floor finish materials. 
EXCEPTIONS: 
1. A single step with a maximum riser height of 7 inches (178 mm) is permitted for 
buildings with occupancies in Groups F, H, R-2 and R-3 as applicable in 101.2, and 
Groups S and U at exterior doors not required to be accessible by Chapter 11. 
2. A stair with a single riser or with two risers and a tread is permitted at locations not 
required to be accessible by Chapter 11, provided that the risers and treads comply with 
1003.3.3.3, the minimum depth of the tread is 13 inches (330 mm), and at least one 
handrail complying with 1003.3.3.11 is provided within 30 inches (762 mm) of the 
centerline of the normal path of egress travel on the stair. 
3. An aisle serving seating that has a difference in elevation less than 12 inches (305 mm) 
is permitted at locations not required to be accessible by Chapter 11, provided that the 
risers and treads comply with 1008.9 and the aisle is provided with a handrail complying 
with 1008.11. 
 
Any change in elevation in a corridor serving nonambulatory persons in a Group I-2 
occupancy shall be by means of a ramp or sloped walkway. 
 
1003.2.8 Means of egress continuity. The path of egress travel along a means of egress 
shall not be interrupted by any building element other than a means of egress component 
as specified in this chapter. Obstructions shall not be placed in the required width of a 
means of egress except projections permitted by this chapter. The required capacity of a 
means of egress system shall not be diminished along the path of egress travel. 
 
1003.2.9 Elevators, escalators, and moving walks. Elevators, escalators and moving 
walks shall not be used as a component of a required means of egress from any other part 
of the building. 
EXCEPTION: Elevators used as an accessible means of egress in accordance with 
1003.2.13.3. 
 
1003.2.3 Egress width. The means of egress width shall not be less than required by this 
section.  The total width of means of egress in inches (mm) shall not be less than the total 
occupant load served by the means of egress multiplied by the factors in Table 1003.2.3 
and not less than specified elsewhere in this code.  Multiple means of  egress shall be 
sized such that the loss of any one means of egress hall not reduce the available capacity 
to less than 50 percent of these required capacity.  The maximum capacity required from 
any story of a building shall be maintained to the termination of the means of egress. 
EXCEPTION: Means of egress complying with 1008. 
 
 



                            
TABLE 1003.2.3 

EGRESS WIDTH PER OCCUPANT SERVED 
 

WITHOUT SPRINKLER SYSTEM  WITH SPRINKLER SYSTEMa  
EGRESS WIDTH 

PER OCCUPANT SERVED 
Stairways  Other egress  Stairways  Other egress  

 (inches per  components  (inches per  components  

OCCUPANCY  occupant)  (inches per occupant)  occupant)  (inches per occupant)  

Occupancies other than those listed 
below  

0.3  0.2  0.2  0.15  

Hazardous: H-1, H-2 H-3, and H-4  0.7  0.4  0.3  0.2  

Institutional: I-2  0.4  0.2  0.3  0.2  

For SI: 1 inch = 25.4 mm.  
a. Buildings equipped throughout with an automatic sprinkler system in accordance with Section 903.3.1.1 or 903.3.1.2 
where allowed.  

 
1003.2.3.1 Door encroachment. Doors opening into the path of egress travel shall not 
reduce the required width to less than one-half during the course of the swing. When fully 
open, the door shall not project more than 7 inches (178 mm) into the required width. 
EXCEPTION: The restrictions on a door swing shall not apply to doors within individual 
dwelling units of Groups R-2 and R-3. 
 
1003.2.12 Guards. Guards shall be located along open-sided walking surfaces, 
mezzanines, industrial equipment platforms, stairways, ramps and landings which are 
located more than 30 inches (762 mm) above the floor or grade below. Guards shall be 
adequate in strength and attachment in accordance with 1607.7. Guards shall also be 
located along glazed sides of stairways, ramps and landings that are located more than 30 
inches (762 mm) above the floor or grade below where the glazing provided does not 
meet the strength and attachment requirements in 1607.7. 
EXCEPTION: Guards are not required for the following locations: 
1. On the loading side of loading docks or piers. 
2. On the audience side of stages and raised platforms, including steps leading up to the 
stage and raised platforms. 
3. On raised stage and platform floor areas such as runways, ramps and side stages used 
for entertainment or presentations. 
4. At vertical openings in the performance area of stages and platforms. 
5. At elevated walking surfaces appurtenant to stages and platforms for access to and 
utilization of special lighting or equipment. 
6. Along vehicle service pits not accessible to the public. 
7. In assembly seating where guards in accordance with 1008.12 are permitted and 
provided. 
 



1003.2.12.1 Height. Guards shall form a protective barrier not less than 42 inches (1067 
mm) high, measured vertically above the leading edge of the tread, adjacent walking 
surface or adjacent seatboard. 
EXCEPTION: For occupancies in Group R-3, and within individual dwelling units in 
occupancies in Group R-2, both as applicable in 101.2, guards whose top rail also serves 
as a handrail shall have a height not less than 34 inches (864 mm) and not more than 38 
inches (965 mm) measured vertically from the leading edge of the stair tread nosing.  
 
1003.2.12.2 Opening limitations. Open guards shall have balusters or ornamental 
patterns such that a 4-inch-diam-eter (102 mm) sphere cannot pass through any opening 
up to a height of 34 inches (864 mm). From a height of 34 inches (864 mm) to 42 inches 
(1067 mm) above the adjacent walking surfaces, a sphere 8 inches (203 mm) in diameter 
shall not pass. 
EXCEPTIONS: 
1. The triangular openings formed by the riser, tread and bottom rail at the open side of a 
stairway shall be of a maximum size such that a sphere of 6 inches (152 mm) in diameter 
cannot pass through the opening. 
2. At elevated walking surfaces for access to and use of electrical, mechanical, or 
plumbing systems or equipment, guards shall have balusters or be of solid materials such 
that a sphere with a diameter of 21 inches (533 mm) cannot pass through any opening. 
3. In occupancies in Group I-3, F, H or S, balusters, horizontal intermediate rails or other 
construction shall not permit a sphere with a diameter of 21 inches (533 mm) to pass 
through any opening. 
4. In assembly seating areas, guards at the end of aisles where they terminate at a fascia 
of boxes, balconies, and galleries shall have balusters or ornamental patterns such that a 
4-inch-diameter (102 mm) sphere cannot pass through any opening up to a height of 26 
inches (660 mm). From a height of 26 inches (660 mm) to 42 inches (1067 mm) above 
the adjacent walking surfaces, a sphere 8 inches (203 mm) in diameter shall not pass. 
 
1003.2.12.3 Screen porches. Porches and decks which are enclosed with insect screening 
shall be provided with guards where the walking surface is located more than 30 inches 
(762 mm) above the floor or grade below. 
 
1003.2.12.4 Mechanical equipment. Guards shall be provided where appliances, 
equipment, fans or other components that require service are located within 10 feet (3048 
mm) of a roof edge or open side of a walking surface and such edge or open side is 
located more than 30 inches (762 mm) above the floor, roof or grade below. The guard 
shall be constructed so as to prevent the passage of a 21-inch-diameter (533 mm) sphere. 
 
1003.2.13 Accessible means of egress. Accessible means of egress shall comply with 
1003.2.13.1 through 1003.2.13.7.1.  Accessible spaces shall be provided with not less 
than one accessible means of  egress.  Where more than one means of egress is required 
from any accessible space, each accessible portion of the space shall be served by not less 
than two accessible means of egress. 
EXCEPTION: Accessible means of egress are not required in alterations to existing 
buildings. 



 
1003.2.13.1 General. Each required accessible means of egress shall be continuous to a 
public way and shall consist of one or more of the following components: 
1. Accessible routes complying with 1104. 
2. Stairways within exit enclosures complying with 1003.2.13.2 and 1005.3.2. 
3. Elevators complying with 1003.2.13.3. 
4. Horizontal exits. 
5. Smoke barriers. 
EXCEPTIONS: 
1. Where the exit discharge is not accessible, an exterior area for assisted rescue must be 
provided in accordance with 1003.2.13.7. 
2. Where the exit stairway is open to the exterior, the accessible means of egress shall 
include either an area of refuge in accordance with 1003.2.13.5 or an exterior area for 
assisted rescue in accordance with 1003.2.13.7. 
 
1003.2.13.1.1 Buildings with four or more stories. In buildings where a required 
accessible floor is four or more stories above or below a level of exit discharge, at least 
one required accessible means of egress shall be an elevator complying with 1003.2.13.3. 
EXCEPTIONS: 
1. In buildings equipped throughout with an automatic sprinkler system installed in 
accordance with 903.3.1.1 or 903.3.1.2, the elevator shall not be required on floors 
provided with a horizontal exit and located at or above the level of exit discharge. 
2. In buildings equipped throughout with an automatic sprinkler system installed in 
accordance with 903.3.1.1 or 903.3.1.2, the elevator shall not be required on floors 
provided with a ramp conforming to the provisions of 1003.3.4. 
 
1003.2.13.2 Enclosed stairways. An enclosed stairway, to be considered part of an 
accessible means of egress, shall have a clear width of 48 inches (1219 mm) minimum 
between handrails and shall either incorporate an area of refuge within an enlarged floor-
level landing or shall be accessed from either an area of refuge complying with 
1003.2.13.5 or a horizontal exit. 
EXCEPTIONS: 
1. Stairways serving a single guestroom or dwelling unit. 
2. Stairways in buildings or facilities equipped throughout with an automatic sprinkler 
system installed in accordance with 903.3.1.1 or 903.3.1.2. 
3. The clear width of 48 inches (1219 mm) between handrails is not required for enclosed 
stairways accessed from a horizontal exit. 
4. Stairways serving open parking garages. 



 
1003.2.13.3 Elevators. An elevator to be considered part of an accessible means of 
egress shall comply with the emergency operation and signaling devices requirements of 
211 of ASME A17.1. Standby power shall be provided in accordance with 2702 and 
3003. The elevator shall be accessed from either an area of refuge complying with 
1003.2.13.5 or a horizontal exit. 
EXCEPTIONS: 
1. Elevators are not required to be accessed from an area of refuge or horizontal exit in 
open parking garages. 
2. Elevators are not required to be accessed from an area of refuge or horizontal exit in 
buildings and facilities equipped throughout with an automatic sprinkler system installed 
in accordance with 903.3.1.1 or 903.3.1.2. 
 
1003.2.13.4 Platform lifts. Platform (wheelchair) lifts shall not serve as part of an 
accessible means of egress, except where allowed as part of a required accessible route in 
1108.7. Platform lifts shall be installed in accordance with ASME A17.1. 
 
1003.2.13.5 Areas of refuge. Every required area of refuge shall be accessible from the 
space it serves by an accessible means of egress. The maximum travel distance from any 
accessible space to an area of refuge shall not exceed the travel distance permitted for the 
occupancy in accordance with 1004.2.4. Every required area of refuge shall have direct 
access to an enclosed stairway complying with 1003.2.13.2 and 1005.3.2 or an elevator 
complying with 1003.2.13.3. Where an elevator lobby is used as an area of refuge, the 
shaft and lobby shall comply with 1005.3.2.5 for smokeproof enclosures except where 
the elevators are in an area of refuge formed by a horizontal exit or smoke barrier. 
 
1003.2.13.5.1 Size. Each area of refuge shall be sized to accommodate one wheelchair 
space of 30 inches (762 mm) by 48 inches (1219 mm) for each 200 occupants or portion 
thereof, based on the occupant load of the area of refuge and areas served by the area of 
refuge. Such wheelchair spaces shall not reduce the required means of egress width. 
Access to any of the required wheelchair spaces in an area of refuge shall not be 
obstructed by more than one adjoining wheelchair space. 
 
1003.2.13.5.2 Separation. Each area of refuge shall be separated from the remainder of 
the story by a smoke barrier complying with 709. Each area of refuge shall be designed to 
minimize the intrusion of smoke. 
EXCEPTIONS: 
1. Areas of refuge located within a stairway enclosure. 
2. Areas of refuge where the area of refuge and areas served by the area of refuge are 
equipped throughout with an automatic sprinkler system installed in accordance with 
903.3.1.1 or 903.3.1.2. 



 
1003.2.13.5.3 Two-way communication. Areas of refuge shall be provided with a two-
way communication system between the area of refuge and a central control point. If the 
central control point is not constantly attended, the area of refuge shall also have 
controlled access to a public telephone system. Location of the central control point shall 
be approved by the fire department. The two-way communication system shall include 
both audible and visible signals. 
 
1003.2.13.5.4 Instructions. In areas of refuge that have a two-way emergency 
communications system, instructions on the use of the area under emergency conditions 
shall be posted adjoining the communications system. The instructions shall include all of 
the following: 
1. Directions to find other means of egress. 
2. Persons able to use the exit stairway do so as soon as possible, unless they are assisting 
others. 
3. Information on planned availability of assistance in the use of stairs or supervised 
operation of elevators and how to summon such assistance. 
4. Directions for use of the emergency communications system. 
 
1003.2.13.5.5 Identification. Each door providing access to an area of refuge from an 
adjacent floor area shall be identified by a sign complying with ICC/ANSI A117.1, 
stating: AREA OF REFUGE, and including the International Symbol of Accessibility. 
Where exit sign illumination is required by 1003.2.10.4, the area of refuge sign shall be 
illuminated. Additionally, tactile signage complying with ICC/ANSI A117.1 shall be 
located at each door to an area of refuge. 
 
1003.2.13.6 Signage. At exits and elevators serving a required accessible space but not 
providing an approved accessible means of egress, signage shall be installed indicating 
the location of accessible means of egress. 
 
1003.2.13.7 Exterior area for assisted rescue. The exterior area for assisted rescue must 
be open to the outside air and meet the requirements of 1003.2.13.5.1. Separation walls 
shall comply with the requirements of 704 for exterior walls. Where walls or openings 
are between the area for assisted rescue and the interior of the building, the building 
exterior walls within 10 feet (3048 mm) horizontally of a nonrated wall or unprotected 
opening shall be constructed as required for a minimum 1-hour fire-resistance rating with 
0.75-hour opening protectives. This construction shall extend vertically from the ground 
to a point 10 feet (3048 mm) above the floor level of the area for assisted rescue or to the 
roof line, whichever is lower. 
 
1003.2.13.7.1 Openness. The exterior area of refuge shall be at least 50 percent open, 
and the open area above the guards shall be so distributed as to minimize the 
accumulation of smoke or toxic gases. 



1003.3.1 Doors. Means of egress doors shall meet the requirements of this section.  
Doors serving a means of egress system shall meet the requirements of this section and 
1005.3.1.  Where additional doors are provided for egress purposes, they shall conform to 
the requirements of this section.  Means of egress doors shall be readily  distinguishable 
from the adjacent construction such that the doors are easily recognizable as means of 
egress doors.  Mirrors or similar  reflecting materials shall not be used on means of egress 
doors.  Means of egress doors shall not be concealed by curtains, drapes, decorations or 
similar materials. 
 
1003.3.1.1 Size of doors. The minimum width of each door opening shall be sufficient 
for the occupant load thereof and shall provide a clear width of not less than 32 inches 
(813 mm). Clear openings of doorways with swinging doors shall be measured between 
the face of the door and the stop, with the door open 90 degrees (1.57 rad). Where this 
section requires a minimum clear width of 32 inches (813 mm) and a door opening 
includes two door leaves without a mullion, one leaf shall provide a clear opening width 
of 32 inches (813 mm). The maximum width of a swinging door leaf shall be 48 inches 
(1219 mm) nominal. Means of egress doors in an occupancy in Group I-2 used for the 
movement of beds shall provide a clear width not less than 41.5 inches (1054 mm). The 
height of doors shall not be less than 80 inches (2032 mm). 
EXCEPTIONS: 
1. The minimum and maximum width shall not apply to door openings that are not part of 
the required means of egress in occupancies in Groups R-2 and R-3 as applicable in 
101.2. 
2. Door openings to resident sleeping rooms in occupancies in Group I-3 shall have a 
clear width of not less than 28 inches (711 mm). 
3. Door openings to storage closets less than 10 square feet (0.93 m^2) in area shall not 
be limited by the minimum width. 
4. Width of door leafs in revolving doors that comply with 1003.3.1.3.1 shall not be 
limited. 
5. Door openings within a dwelling unit shall not be less than 78 inches (1981 mm) in 
height. 
6. Exterior door openings in dwelling units, other than the required exit door, shall not be 
less than 76 inches (1930 mm) in height. 
7. Interior egress door within a dwelling unit which is not required to be adaptable or 
accessible. 
8. Door openings required to be accessible within Type B dwelling units shall have a 
minimum clear width of 31.75 inches (806 mm). 
 
1003.3.1.1.1 Projections into clear width. There shall not be projections into the 
required clear width lower than 34 inches (864 mm) above the floor or ground. 
Projections into the clear opening width between 34 inches (864 mm) and 80 inches 
(2032 mm) above the floor or ground shall not exceed 4 inches (102 mm). 



 
1003.3.1.2 Door swing. Egress doors shall be side-hinged swinging. 
EXCEPTIONS: 
1. Private garages, office areas, factory and storage areas with an occupant load of 10 or 
less. 
2. Group I-3 occupancies used as a place of detention. 
3. Doors within or serving a single dwelling unit in Groups R-2 and R-3 as applicable in 
101.2. 
4. In other than Group H occupancies, revolving doors complying with 1003.3.1.3.1. 
5. In other than Group H occupancies, horizontal sliding doors complying with 
1003.3.1.3.3 are permitted in a means of egress. 
6. Power-operated doors in accordance with 1003.3.1.3.2. 
 
Doors shall swing in the direction of egress travel where serving an occupant load of 50 
or more persons or a high-hazard occupancy. 
 
The opening force for interior side-swinging doors without closers shall not exceed a 5-
pound (22 N) force. For other side-swinging, sliding and folding doors, the door latch 
shall release when subjected to a 15-pound (67 N) force. The door shall be set in motion 
when subjected to a 30-pound (133 N) force. The door shall swing to a full-open position 
when subjected to a 15-pound (67 N) force. Forces shall be applied to the latch side. 
 
1003.3.1.3 Special doors. Special doors and security grilles shall comply with the 
requirements of 1003.3.1.3.1 through 1003.3.1.3.5. 
 
1003.3.1.3.1 Revolving doors. Revolving doors shall comply with the following: 
1. Each revolving door shall be capable of collapsing into a bookfold position with 
parallel egress paths providing an aggregate width of 36 inches (914 mm). 
2. A revolving door shall not be located within 10 feet (3048 mm) of the foot of or top of 
stairs or escalators. A dispersal area shall be provided between the stairs or escalators and 
the revolving doors. 
3. The revolutions per minute (RPM) for a revolving door shall not exceed those shown 
in Table 1003.3.1.3.1. 
4. Each revolving door shall have a side-hinged swinging door which complies with 
1003.3.1 in the same wall and within 10 feet (3048 mm) of the revolving door. 



   
                             TABLE 1003.3.1.3.1 

                         REVOLVING DOOR SPEEDS 
 

INSIDE DIAMETER 
(feet-inches)  

POWER-DRIVEN-TYPE 
SPEED CONTROL (rpm)  

MANUAL-TYPE SPEED 
CONTROL (rpm)  

6-6  11  12  
7-0  10  11  
7-6  9  11  
8-0  9  10  
8-6  8  9  
9-0  8  9  
9-6  7  8  

10-0  7  8  

For SI: 1 inch = 25.4 mm, 1 foot = 304.8 mm.  

 
1003.3.1.3.1.1 Egress component. A revolving door used as a component of a means of 
egress shall comply with 1003.3.1.3.1 and the following three conditions: 
1. Revolving doors shall not be given credit for more than 50 percent of the required 
egress capacity. 
2. Each revolving door shall be credited with no more than a 50-person capacity. 
3. Each revolving door shall be capable of being collapsed when a force of not more than 
130 pounds (578 N) is applied within 3 inches (76 mm) of the outer edge of a wing. 
 
1003.3.1.3.1.2 Other than egress component. A revolving door used as other than a 
component of a means of egress shall comply with 1003.3.1.3.1. The collapsing force of 
a revolving door not used as a component of a means of egress shall not be more than 180 
pounds (801 N). 
EXCEPTION: A collapsing force in excess of 180 pounds (801 N) is permitted if the 
collapsing force is reduced to not more than 130 pounds (578 N) when at least one of the 
following conditions is satisfied: 
1. There is a power failure or power is removed to the device holding the door wings in 
position. 
2. There is an actuation of the automatic sprinkler system where such system is provided. 
3. There is an actuation of a smoke detection system which is installed in accordance with 
907 to provide coverage in areas within the building which are within 75 feet (22 860 
mm) of the revolving doors. 
4. There is the actuation of a manual control switch, in an approved location and clearly 
defined, which reduces the holding force to below the 130-pound (578 N) force level. 



 
1003.3.1.3.2 Power-operated doors. Where means of egress doors are operated by 
power, such as doors with a photoelectric-actuated mechanism to open the door upon the 
approach of a person, or doors with power-assisted manual operation, the design shall be 
such that in the event of power failure, the door is capable of being opened manually to 
permit means of egress travel or closed where necessary to safeguard means of egress. 
The forces required to open these doors manually shall not exceed those specified in 
1003.3.1.2, except that the force to set the door in motion shall not exceed 50 pounds 
(220 N). The door shall be capable of swinging from any position to the full width of the 
opening in which such door is installed when a force is applied to the door on the side 
from which egress is made. Full-power-operated doors shall comply with BHMA 
A156.10. Power-assisted and low-energy doors shall comply with BHMA A156.19. 
EXCEPTIONS: 
1. Occupancies in Group I-3. 
2. Horizontal sliding doors complying with 1003.3.1.3.3. 
3. For a bi-parting door in the emergency break-out mode, a door leaf located within a 
multiple-leaf opening shall be exempt from the minimum 32-inch (813 mm) single-leaf 
requirement of 1003.3.1.1, provided a minimum 32-inch (813 mm) clear opening is 
provided when the two bi-parting leaves meeting in the center are broken out. 
 
1003.3.1.3.3 Horizontal sliding doors. In other than Group H occupancies, horizontal 
sliding doors permitted to be a component of a means of egress in accordance with 
Exception 5 to 1003.3.1.2 shall comply with all of the following criteria: 
1. The doors shall be power operated and shall be capable of being operated manually in 
the event of power failure. 
2. The doors shall be openable by a simple method from both sides without special 
knowledge or effort. 
3. The force required to operate the door shall not exceed 30 pounds (133 N) to set the 
door in motion and 15 pounds (67 N) to close the door or open it to the minimum 
required width. 
4. The door shall be openable with a force not to exceed 15 pounds (67 N) when a force 
of 250 pounds (1100 N) is applied perpendicular to the door adjacent to the operating 
device. 
5. The door assembly shall comply with the applicable fire protection rating and, where 
rated, shall be self closing or automatic closing by smoke detection, shall be installed in 
accordance with NFPA 80, and shall comply with 714. 
6. The door assembly shall have an integrated standby power supply. 
7. The door assembly power supply shall be electrically supervised. 
8. The door shall open to the minimum required width within 10 seconds after activation 
of the operating device. 



1003.3.1.3.4 Access-controlled egress doors. The entrance doors in a means of egress in 
buildings with an occupancy in Group A, B, E, M, R-1 or R-2 and entrance doors to 
tenant spaces in occupancies in Groups A, B, E, M, R-1 and R-2 are permitted to be 
equipped with an approved entrance and egress access control system which shall be 
installed in accordance with all of the following criteria: 
1. A sensor shall be provided on the egress side arranged to detect an occupant 
approaching the doors. The doors shall be arranged to unlock by a signal from or loss of 
power to the sensor. 
2. Loss of power to that part of the access control system which locks the doors shall 
automatically unlock the doors. 
3. The doors shall be arranged to unlock from a manual unlocking device located 40 
inches (1016 mm) to 48 inches (1219 mm) vertically above the floor and within 5 feet 
(1524 mm) of the secured doors. Ready access shall be provided to the manual unlocking 
device and the device shall be clearly identified by a sign. When operated, the manual 
unlocking device shall result in direct interruption of power to the lockindependent of the 
access control system electronicsand the doors shall remain unlocked for a minimum of 
30 seconds. 
4. Activation of the building fire alarm system, if provided, shall automatically unlock the 
doors, and the doors shall remain unlocked until the fire alarm system has been reset. 
5. Activation of the building automatic sprinkler or fire detection system, if provided, 
shall automatically unlock the doors. The doors shall remain unlocked until the fire alarm 
system has been reset. 
6. Entrance doors in buildings with an occupancy in Group A, B, E or M shall not be 
secured from the egress side during periods that the building is open to the general public. 
 
1003.3.1.3.5 Security grilles. In Groups B, F, M and S, horizontal sliding or vertical 
security grilles are permitted at the main exit and shall be openable from the inside 
without the use of a key or special knowledge or effort during periods that the space is 
occupied. The grilles shall remain secured in the full-open position during the period of 
occupancy by the general public. Where two or more means of egress are required, not 
more than one-half of the exits or exit access doorways shall be equipped with horizontal 
sliding or vertical security grilles. 



 
1003.3.1.4 Floor elevation. There shall be a floor or landing on each side of a door. Such 
floor or landing shall be at the same elevation on each side of the door. Landings shall be 
level except for exterior landings, which are permitted to have a slope not to exceed 0.25 
unit vertical in 12 units horizontal (2-percent slope). 
EXCEPTIONS: 
1. Group R-3 more than three stories high and individual units of Group R-2 where the 
following apply: 
1.1. A door is permitted to open at the top step of an interior flight of stairs, provided the 
door does not swing over the top step. 
1.2. Screen doors and storm doors are permitted to swing over stairs or landings. 
2. Exterior doors as provided for in 1003.2.7, Exception 1, and 1005.3.1, which are not 
on an accessible route. 
3. Variations in elevation due to differences in finish materials, but not more than 0.5 
inch (12.7 mm). 
4. Exterior decks, patios, or balconies that are part of Type B dwelling units and have 
impervious surfaces, and that are not more than 4 inches (102 mm) below the finished 
floor level of the adjacent interior space of the dwelling unit. 
 
1003.3.1.5 Landings at doors. Landings shall have a width not less than the width of the 
stairway or the width of the door, whichever is the greater. Doors in the fully open 
position shall not reduce a required dimension by more than 7 inches (178 mm). When a 
landing serves an occupant load of 50 or more, doors in any position shall not reduce the 
landing to less than one-half its required width. Landings shall have a length measured in 
the direction of travel of not less than 44 inches (1118 mm). 
EXCEPTION: Landing length in the direction of travel in Group R-3 as applicable in 
101.2 and Group U and within individual units of Group R-2 as applicable in 101.2, need 
not exceed 36 inches (914 mm). 
 
1003.3.1.6 Thresholds. Thresholds at doorways shall not exceed 0.75 inch (19.1 mm) in 
height for sliding doors serving dwelling units or 0.5 inch (12.7 mm) for other doors. 
Raised thresholds and floor level changes greater than 0.25 inch (6.4 mm) at doorways 
shall be beveled with a slope not greater than one unit vertical in two units horizontal (50-
percent slope). 
 
1003.3.1.7 Door arrangement. Space between two doors in series shall be 48 inches 
(1219 mm) minimum plus the width of a door swinging into the space. Doors in series 
shall swing either in the same direction or away from the space between doors. 
EXCEPTIONS: 
1. The minimum distance between horizontal sliding power-operated doors in a series 
shall be 48 inches (1219 mm). 
2. Storm doors serving individual dwelling units in Groups R-2 and R-3 as applicable in 
101.2 need not be spaced 48 inches (1219 mm) from the other door. 
3. Doors within individual dwelling units in Groups R-2 and R-3 as applicable in 101.2 
other than within Type A dwelling units. 
 



1003.3.1.8 Locks and latches. Egress doors shall be readily openable from the egress 
side without the use of a key or special knowledge or effort. 
EXCEPTIONS: 
1. Places of detention or restraint. 
2. In buildings in occupancy Group A having an occupant load of 300 or less, Groups B, 
F, M, and S, and in churches, the main exterior door or doors is permitted to be equipped 
with key-operated locking devices from the egress side provided: 
2.1. The locking device is readily distinguishable as locked, 
2.2. A readily visible durable sign is posted on the egress side on or adjacent to the door 
stating: THIS DOOR TO REMAIN UNLOCKED WHEN BUILDING IS OCCUPIED. 
The sign shall be in letters 1 inch (25.4 mm) high on a contrasting background, 
2.3. The use of the key-operated locking device is revokable by the building official for 
due cause. 
3. Where egress doors are used in pairs, approved automatic flush bolts shall be permitted 
to be used, provided that the door leaf having the automatic flush bolts has no doorknob 
or surface-mounted hardware. The unlatching of any leaf shall not require more than one 
operation. 
4. Doors from individual dwelling units and guest-rooms of Group R occupancies having 
an occupant load of 10 or less are permitted to be equipped with a night latch, dead bolt 
or security chain, provided such devices are openable from the inside without the use of a 
key or tool. 
 
1003.3.1.8.1 Bolt locks. Manually operated flush bolts or surface bolts are not permitted. 
EXCEPTIONS: 
1. On doors not required for egress in individual dwelling units. 
2. Where a pair of doors serves a storage or equipment room, manually operated edge-or 
surface-mounted bolts are permitted on the inactive leaf. 



1003.3.1.8.2 Delayed egress locks. Approved, listed, delayed egress locks shall be 
permitted to be installed on doors serving any occupancy except Group A, E and H 
occupancies in buildings which are equipped throughout with an automatic sprinkler 
system in accordance with 903.3.1.1 or an approved automatic smoke or heat detection 
system installed in accordance with 907, provided that the doors unlock in accordance 
with Items 1 through 6 below. A building occupant shall not be required to pass through 
more than one door equipped with a delayed egress lock before entering an exit. 
1. The doors unlock upon actuation of the automatic sprinkler system or automatic fire 
detection system. 
2. The doors unlock upon loss of power controlling the lock or lock mechanism 
3. The door locks shall have the capability of being unlocked by a signal from the fire 
command center. 
4. The initiation of an irreversible process which will release the latch in not more than 
15 seconds when a force of not more than 15 pounds (67 N) is applied for 1 second to the 
release device. Initiation of the irreversible process shall activate an audible signal in the 
vicinity of the door. Once the door lock has been released by the application of force to 
the releasing device, relocking shall be by manual means only. 
EXCEPTION: Where approved, a delay of not more than 30 seconds is permitted. 
5. A sign shall be provided on the door located above and within 12 inches (305 mm) of 
the release device reading: PUSH UNTIL ALARM SOUNDS. DOOR CAN BE 
OPENED IN 15 SECONDS. 
6. Emergency lighting shall be provided at the door. 
 
1003.3.1.8.3 Hardware height. Door handles, pulls, latches, locks and other operating 
devices shall be installed 34 inches (864 mm) minimum and 48 inches (1219 mm) 
maximum above the finished floor. 
EXCEPTION: Locks used only for security purposes and not used for normal operation 
are permitted at any height. 
 
1003.3.1.8.4 Stairway doors. Interior stairway means of egress doors shall be openable 
from both sides without the use of a key or special knowledge or effort. 
EXCEPTIONS: 
1. Stairway discharge doors shall be openable from the egress side and shall only be 
locked from the opposite side. 
2. This section shall not apply to doors arranged in accordance with 403.11. 
3. In stairways serving not more than four stories, doors are permitted to be locked from 
the side opposite the egress side, provided they are openable from the egress side. 



 
1003.3.1.9 Panic and fire exit hardware. Where panic and fire exit hardware is 
installed, it shall comply with the following: 
1. The actuating portion of the releasing device shall extend at least one-half of the door 
leaf width. 
2. A maximum unlatching force of 15 pounds (67 N). 
Each door in a means of egress from an occupancy of Group A or E having an occupant 
load of 100 or more and any occupancy of Group H-1, H-2, H-3 or H-5 shall not be 
provided with a latch or lock unless it is panic hardware or fire exit hardware. 
 
If balanced doors are used and panic hardware is required, the panic hardware shall be of 
the push-pad type and the pad shall not extend more than one-half the width of the door 
measured from the latch side. 
 
1003.3.3 Stairways. Stairways shall comply with 1003.3.3.1 through 1003.3.3.12.1. 
 
1003.3.3.1 Stairway width. The width of stairways shall be determined as specified in 
1003.2.3.1 but such width shall not be less than 44 inches (1118 mm). See 1003.2.13.2 
for accessible means of egress stairways. 
EXCEPTIONS: 
1. Stairways serving an occupant load of 50 or less shall have a width of not less than 36 
inches (914 mm). 
2. Spiral stairways as provided for in 1003.3.3.9. 
3. Aisle stairs complying with 1008. 
4. Where a stairway lift is installed on stairways serving occupancies in Group R-3, or 
within dwelling units in occupancies in Group R-2, both as applicable in 101.2, a clear 
passage width not less than 20 inches (508 mm) shall be provided. 
 
1003.3.3.2 Headroom. Stairways shall have a minimum headroom clearance of 80 
inches (2032 mm) measured vertically from a line connecting the edge of the nosings. 
Such headroom shall be continuous above the stairway to the point where the line 
intersects the landing below, one tread depth beyond the bottom riser. The minimum 
clearance shall be maintained the full width of the stairway and landing. 
EXCEPTION: Spiral stairways complying with 1003.3.3.9 are permitted a 78-inch (1981 
mm) headroom clearance. 



1003.3.3.3 Stair treads and risers. Stair riser heights shall be 7 inches (178 mm) 
maximum and 4 inches (102 mm) minimum. Stair tread depths shall be 11 inches (279 
mm) minimum. The riser height shall be measured vertically between the leading edges 
of adjacent treads. The tread depth shall be measured horizontally between the vertical 
planes of the foremost projection of adjacent treads and at right angle to the tread's 
leading edge. 
EXCEPTIONS: 
1. Circular stairways in accordance with 1003.3.3.7. 
2. Winders in accordance with 1003.3.3.8. 
3. Spiral stairways in accordance with 1003.3.3.9. 
4. Aisle stairs in assembly seating areas where the stair pitch or slope is set, for sightline 
reasons, by the slope of the adjacent seating area in accordance with 1008.9.2. 
5. In occupancies in Group R-3, as applicable in 101.2, within dwelling units in 
occupancies in Group R-2, as applicable in 101.2, and in occupancies in Group U, which 
are accessory to an occupancy in Group R-3, as applicable in 101.2, the maximum riser 
height shall be 7.75 inches (197 mm) and the minimum tread depth shall be 10 inches 
(254 mm). A nosing not less than 0.75 inch (19.1 mm) but not more than 1.25 inches (32 
mm) shall be provided on stairways with solid risers where the tread depth is less than 11 
inches (279 mm). 
6. See 3402.4 for the replacement of existing stairways. 
 
1003.3.3.3.1 Dimensional uniformity. Stair treads and risers shall be of uniform size and 
shape. The tolerance between the largest and smallest riser or between the largest and 
smallest tread shall not exceed 0.375 inch (9.5 mm) in any flight of stairs. 
EXCEPTIONS: 
1. Nonuniform riser dimensions of aisle stairs complying with 1008.9.2. 
2. Consistently shaped winders, complying with 1003.3.3.8, differing from rectangular 
treads in the same stairway flight. 
 
Where the bottom or top riser adjoins a sloping public way, walkway or driveway having 
an established grade and serving as a landing, the bottom or top riser is permitted to be 
reduced along the slope to less than 4 inches (102 mm) in height with the variation in 
height of the bottom or top riser not to exceed one unit vertical in 12 units horizontal (8-
percent slope) of stairway width. The nosings or leading edges of treads at such 
nonuniform height risers shall have a distinctive marking stripe, different from any other 
nosing marking provided on the stair flight. The distinctive marking stripe shall be visible 
in descent of the stair and shall have a slip-resistant surface. Marking stripes shall have a 
width of at least 1 inch (25.4 mm) but not more than 2 inches (51 mm). 



 
1003.3.3.3.2 Profile. The radius of curvature at the leading edge of the tread shall be not 
greater than 0.5 inch (12.7 mm). Beveling of nosings shall not exceed 0.5 inch (12.7 
mm). Risers shall be solid and vertical or sloped from the underside of the leading edge 
of the tread above at an angle not more than 30 degrees (0.52 rad) from the vertical. The 
leading edge (nosings) of treads shall project not more than 1.25 inches (32 mm) beyond 
the tread below and all projections of the leading edges shall be of uniform size, 
including the leading edge of the floor at the top of a flight. 
EXCEPTIONS: 
1. Solid risers are not required for stairways that are not required to comply with 
1003.2.13.2, provided that the opening between treads does not permit the passage of a 
sphere with a diameter of 4 inches (102 mm). 
2. Solid risers are not required for occupancies in Group I-3. 
 
1003.3.3.4 Stairway landings. There shall be a floor or landing at the top and bottom of 
each stairway. The width of landings shall not be less than the width of stairways they 
serve. Every landing shall have a minimum dimension measured in the direction of travel 
equal to the width of the stairway. Such dimension need not exceed 48 inches (1219 mm) 
where the stairway has a straight run. 
EXCEPTIONS: 
1. Aisle stairs complying with 1008. 
2. Doors opening onto a landing shall not reduce the landing to less than one-half the 
required width. When fully open, the door shall not project more than 7 inches (178 mm) 
into a landing. 
 
1003.3.3.5 Stairway construction. All stairways shall be built of materials consistent 
with the types permitted for the type of construction of the building, except that wood 
handrails shall be permitted for all types of construction. 
 
1003.3.3.5.1 Stairway walking surface. The walking surface of treads and landings of a 
stairway shall not be sloped steeper than one unit vertical in 48 units horizontal (2-
percent slope) in any direction. Stairway landings shall have a solid surface. Finish floor 
surfaces shall be securely attached. 
EXCEPTION: In Group F, H and S occupancies, other than areas of parking structures 
accessible to the public, openings in treads and landing platforms shall not be prohibited 
provided a sphere with a diameter of 1.125 inches (29 mm) cannot pass through the 
opening. 
 
1003.3.3.5.2 Outdoor conditions. Outdoor stairways and outdoor approaches to 
stairways shall be designed so that water will not accumulate on walking surfaces. In 
other than occupancies in Group R-3, and occupancies in Group U that are accessory to 
an occupancy in Group R-3, treads, platforms and landings that are part of exterior 
stairways in climates subject to snow or ice shall be protected to prevent the 
accumulation of same. 
 



1003.3.3.6 Vertical rise. A flight of stairs shall not have a vertical rise greater than 12 
feet (3658 mm) between floor levels or landings. 
EXCEPTION: Aisle stairs complying with 1008. 
 
1003.3.3.7 Circular stairways. Circular stairways shall have a minimum tread depth and 
a maximum riser height in accordance with 1003.3.3.3 and the smaller radius shall not be 
less than twice the width of the stairway. The minimum tread depth measured 12 inches 
(305 mm) from the narrower end of the tread shall be not less than 11 inches (279 mm). 
The minimum tread depth at the narrow end shall not be less than 10 inches (254 mm). 
EXCEPTION: For occupancies in Group R-3, and within individual dwelling units in 
occupancies in Group R-2, both as applicable in 101.2, the smaller radius restriction shall 
not apply and the minimum tread depth at the narrow end shall not be less than 6 inches 
(152 mm). 
 
1003.3.3.8 Winders. Winders are not permitted in means of egress stairways except 
within a dwelling unit. Winders shall have a tread depth of not less than 11 inches (279 
mm) at a point not more than 12 inches (305 mm) from the narrow edge. The minimum 
tread depth shall not be less than 6 inches (152 mm). 
 
1003.3.3.9 Spiral stairways. Spiral stairways are permitted to be used as a component in 
the means of egress only within dwelling units or from a space not more than 250 square 
feet (23 m^2) in area and serving not more than five occupants, or from galleries, 
catwalks, and gridirons in accordance with 1007.5. 
EXCEPTION: Spiral stairways serving catwalks, galleries and gridirons complying with 
1007.5.A spiral stairway shall have a 7.5-inch (191 mm) minimum clear tread depth at a 
point 12 inches (305 mm) from the narrow edge. The risers shall be sufficient to provide 
a headroom of 78 inches (1981 mm) minimum, but riser height shall not be more than 9.5 
inches (241 mm). The minimum stairway width shall be 26 inches (660 mm). 
 
1003.3.3.10 Alternating tread devices. Alternating tread devices are limited to an 
element of a means of egress in buildings of Groups F, H and S from a mezzanine not 
more than 250 square feet (23 m^2) in area and which serves not more than five 
occupants; in buildings of Group I-3 from a guard tower, observation station or control 
room not more than 250 square feet (23 m^2) in area; and for access to unoccupied roofs. 
 
1003.3.3.10.1 Handrails of alternating tread devices. Handrails shall be provided on 
both sides of alternating tread devices and shall conform to 1003.3.3.11. 



 
1003.3.3.10.2 Treads of alternating tread devices. Alternating tread devices shall have 
a minimum projected tread of 5 inches (127 mm), a minimum tread depth of 8.5 inches 
(216 mm), a minimum tread width of 7 inches (178 mm) and a maximum riser height of 
9.5 inches (241 mm). The initial tread of the device shall begin at the same elevation as 
the platform, landing or floor surface. 
EXCEPTION: Alternating tread devices used as an element of a means of egress in 
buildings from a mezzanine area not more than 250 square feet (23 m^2) in area which 
serves not more than five occupants shall have a minimum projected tread of 8.5 inches 
(216 mm) with a minimum tread depth of 10.5 inches (267 mm). The rise to the next 
alternating tread surface should not be more than 8 inches (203 mm). 
 
1003.3.3.11 Handrails. Stairways shall have handrails on each side. Handrails shall be 
adequate in strength and attachment in accordance with 1607.7. 
EXCEPTIONS: 
1. Aisle stairs provided with a center handrail need not have additional handrails. 
2. Stairways within dwelling units, spiral stairways and aisle stairs serving seating only 
on one side are permitted to have a handrail on one side only. 
3. Decks, patios, and walkways that have a single change in elevation where the landing 
depth on each side of the change of elevation is greater than what is required for a 
landing do not require handrails. 
4. In Group R-3 occupancies, a change in elevation consisting of a single riser at an 
entrance or egress door does not require handrails. 
5. Changes in room elevations of only one riser within dwelling units in Group R-2 and 
R-3 occupancies do not require handrails. 
 
1003.3.3.11.1 Height. Handrail height, measured above stair tread nosings, or finish 
surface of ramp slope, shall be uniform, not less than 34 inches (864 mm) and not more 
than 38 inches (965 mm). 
 
1003.3.3.11.2 Intermediate handrails. Intermediate handrails are required so that all 
portions of the stairway width required for egress capacity are within 30 inches (762 mm) 
of a handrail. On monumental stairs, handrails shall be located along the most direct path 
of egress travel. 
 
1003.3.3.11.3 Handrail graspability. Handrails with a circular cross section shall have 
an outside diameter of at least 1.25 inches (32 mm) and not greater than 2 inches (51 mm) 
or shall provide equivalent graspability. If the handrail is not circular, it shall have a 
perimeter dimension of at least 4 inches (102 mm) and not greater than 6.25 inches (159 
mm) with a maximum cross-section dimension of 2.25 inches (57 mm). Edges shall have 
a minimum radius of 0.125 inch (3.2 mm). 



 
1003.3.3.11.4 Continuity. Handrail-gripping surfaces shall be continuous, without 
interruption by newel posts or other obstructions. 
EXCEPTIONS: 
1. Handrails within dwelling units are permitted to be interrupted by a newel post at a 
stair landing. 
2. Within a dwelling unit, the use of a volute, turnout or starting easing is allowed on the 
lowest tread. 
3. Handrail brackets or balusters attached to the bottom surface of the handrail that do not 
project horizontally beyond the sides of the handrail within 1.5 inches (38 mm) of the 
bottom of the handrail shall not be considered to be obstructions. 
 
1003.3.3.11.5 Handrail extensions. Handrails shall return to a wall, guard or the walking 
surface or shall be continuous to the handrail of an adjacent stair flight. Where handrails 
are not continuous between flights, the handrails shall extend horizontally at least 12 
inches (305 mm) beyond the top riser and continue to slope for the depth of one tread 
beyond the bottom riser. 
EXCEPTIONS: 
1. Handrails within a dwelling unit that is not required to be accessible need extend only 
from the top riser to the bottom riser. 
2. Aisle handrails in Group A occupancies in accordance with 1008.11. 
 
1003.3.3.11.6 Clearance. Clear space between a handrail and a wall or other surface 
shall be a minimum of 1.5 inches (38 mm). A handrail and a wall or other surface 
adjacent to the handrail shall be free of any sharp or abrasive elements. 
 
1003.3.3.11.7 Stairway projections. Projections into the required width at each handrail 
shall not exceed 4.5 inches (114 mm) at or below the handrail height. Projections into the 
required width shall not be limited above the minimum headroom height required in 
1003.3.3.2. 
 
1003.3.3.12 Stairway to roof. In buildings four or more stories in height above grade, 
one stairway shall extend to the roof surface, unless the roof has a slope steeper than four 
units vertical in 12 units horizontal (33-percent slope). In buildings without an occupied 
roof, access to the roof from the top story shall be permitted to be by an alternating tread 
device. 
 
1003.3.3.12.1 Roof access. Where a stairway is provided to a roof, access to the roof 
shall be provided through a penthouse complying with 1509.2. 
EXCEPTION: In buildings without an occupied roof, access to the roof shall be 
permitted to be a roof hatch or trap door not less than 16 square feet (1.5 m^2) in area and 
having a minimum dimension of 2 feet (610 mm). 



 
1003.3.4 Ramps. Ramps used as a component of a means of egress shall conform to the 
provisions of 1003.3.4.1 through 1003.3.4.9. 
Exceptions: 
1. Ramped aisles within assembly rooms or spaces shall conform with the provisions in 
1008.9. 
2. Curb ramps shall comply with ICC/ANSI A117.1. 
 
1003.3.4.1 Slope. Ramps used as part of a means of egress shall have a running slope not 
steeper than one unit vertical in 12 units horizontal (8-percent slope). The slope of other 
ramps shall not be steeper than one unit vertical in eight units horizontal (12.5-percent 
slope). 
EXCEPTION: Aisle ramp slope in occupancies of Group A shall comply with 1008.9. 
 
1003.3.4.2 Cross slope. The slope measured perpendicular to the direction of travel of a 
ramp shall not be steeper than one unit vertical in 48 units horizontal (2-percent slope). 
 
1003.3.4.3 Rise. The rise for any ramp shall be 30 inches (762 mm) maximum. 
 
1003.3.4.4 Minimum dimensions. The minimum dimensions of means of egress ramps 
shall comply with 1003.3.4.4.1 through 1003.3.4.4.3. 
 
1003.3.4.4.1 Width. The minimum width of a means of egress ramp shall not be less than 
that required for corridors by 1004.3.2.2. The clear width of a ramp and the clear width 
between handrails, if provided, shall be 36 inches (914 mm) minimum. 
 
1003.3.4.4.2 Headroom. The minimum headroom in all parts of the means of egress 
ramp shall not be less than 80 inches (2032 mm). 
 
1003.3.4.4.3 Restrictions. Means of egress ramps shall not reduce in width in the 
direction of egress travel. Projections into the required ramp and landing width are 
prohibited. Doors opening onto a landing shall not reduce the clear width to less than 42 
inches (1067 mm). 
 
1003.3.4.5 Landings. Ramps shall have landings at the bottom and top of each ramp, 
points of turning, entrance, exits and at doors. Landings shall comply with 1003.3.4.5.1 
through 1003.3.4.5.5. 
 
1003.3.4.5.1 Slope. Landings shall have a slope not steeper than one unit vertical in 48 
units horizontal (2-percent slope) in any direction. Changes in level are not permitted. 
 
1003.3.4.5.2 Width. The landing shall be at least as wide as the widest ramp run 
adjoining the landing. 



 
1003.3.4.5.3 Length. The landing length shall be 60 inches (1525 mm) minimum. 
EXCEPTION: Landings in nonaccessible Group R-2 and R-3 individual dwelling units, 
as applicable in 101.2, are permitted to be 36 inches (914 mm) minimum. 
 
1003.3.4.5.4 Change in direction. Where changes in direction of travel occur at landings 
provided between ramp runs, the landing shall be 60 inches (1524 mm) minimum by 60 
inches (1524 mm) minimum. 
EXCEPTION: Landings in nonaccessible Group R-2 and R-3 individual dwelling units, 
as applicable in 101.2, are permitted to be 36 inches (914 mm) by 36 inches (914 mm) 
minimum. 
 
1003.3.4.5.5 Doorways. Where doorways are located adjacent to a ramp landing, 
maneuvering clearances required by ICC/ANSI A117.1 are permitted to overlap the 
required landing area. 
 
1003.3.4.6 Ramp construction. All ramps shall be built of materials consistent with the 
types permitted for the type of construction of the building; except that wood handrails 
shall be permitted for all types of construction. Ramps used as an exit shall conform to 
the applicable requirements of 1005.3.2 and 1005.3.4 for vertical exit enclosures. 
 
1003.3.4.6.1 Ramp surface. The surface of ramps shall be of slip-resistant materials that 
are securely attached. 
 
1003.3.4.6.2 Outdoor conditions. Outdoor ramps and outdoor approaches to ramps shall 
be designed so that water will not accumulate on walking surfaces. In other than 
occupancies in Group R-3, and occupancies in Group U that are accessory to an 
occupancy in Group R-3, surfaces and landings which are part of exterior ramps in 
climates subject to snow or ice shall be designed to minimize the accumulation of same. 
 
1003.3.4.7 Handrails. Ramps with a rise greater than 6 inches (152 mm) shall have 
handrails on both sides complying with 1003.3.3.11. 
 
1003.3.4.8 Edge protection. Edge protection complying with 1003.3.4.8.1 or 
1003.3.4.8.2 shall be provided on each side of ramp runs and at each side of ramp 
landings. 
EXCEPTIONS: 
1. Edge protection is not required on ramps not required to have handrails, provided they 
have flared sides that comply with the ICC/ANSI A117.1 curb ramp provisions. 
2. Edge protection is not required on the sides of ramp landings serving an adjoining 
ramp run or stairway. 
3. Edge protection is not required on the sides of ramp landings having a vertical dropoff 
of not more than 0.5 inch (12.7 mm) within 10 inches (254 mm) horizontally of the 
required landing area. 
 



1003.3.4.8.1 Railings. A rail shall be mounted below the handrail 17 to 19 inches (432 to 
483 mm) above the ramp or landing surface. 
 
1003.3.4.8.2 Curb or barrier. A curb or barrier shall be provided that prevents the 
passage of a 4-inch-diameter (102 mm) sphere, where any portion of the sphere is within 
4 inches (102 mm) of the floor or ground surface. 
 
1003.3.4.9 Guards. Guards shall be provided where required by 1003.2.12 and shall be 
constructed in accordance with 1003.2.12. 
 
SECTION 1004 EXIT ACCESS 
 
1004.3.2.2 Corridor width. The minimum corridor width shall be as determined in 
1003.2.3, but not less than 44 inches (1118 mm). 
 EXCEPTIONS: 
1. Twenty-four inches (610 mm)For access to and utilization of electrical, mechanical, or 
plumbing systems or equipment. 
2. Thirty-six inches (914 mm)With a required occupant capacity of 50 or less. 
3. Thirty-six inches (914 mm)Within a dwelling unit. 
4. Seventy-two inches (1829 mm)In Group E with a corridor having a required capacity 
of 100 or more. 
5. Seventy-two inches (1829 mm)In corridors serving surgical Group I, health-care 
centers for ambulatory patients receiving outpatient medical care, which causes the 
patient to be not capable of self-preservation. 
6. Ninety-six inches (2438 mm)In Group I-2 in areas where required for bed movement 



SECTION 1005 EXITS 
 
1005.3.2 Vertical exit enclosures. Interior exit stairways shall be enclosed.  Vertical exit 
enclosures four stories or more shall be 2-hour fire-resistance rated.  Vertical exit 
enclosures less than four stories hall be 1-hour fire-resistance rated.  The number of 
stories shall be computed as all floor levels, including basements but excluding   
mezzanines.  An exit enclosure shall not be used for any purpose other han means of 
egress.  Vertical exit enclosures shall be constructed as fire barriers in accordance with 
706.  The enclosure requirements for nterior exit ramps shall be the same as for interior 
exit stairways. 
EXCEPTIONS: 
1. In other than Groups H and I occupancies, a stairway serving an occupant load of less 
than 10 not more than one story above the level of exit discharge is not required to be 
enclosed. 
2. Exits in buildings of Group A-5 where all portions of the means of egress are 
essentially open to the outside need not be enclosed. 
3. Stairways serving and contained within a single residential dwelling unit in 
occupancies in Group R-2 or R-3 and guestrooms or individual suites in occupancies in 
Group R-1 are not required to be enclosed. 
4. Stairways that are not a required means of egress element are not required to be 
enclosed where such stairways comply with 707.2. 
5. Stairways in open parking structures which serve only the parking structure are not 
required to be enclosed. 
6. Stairway s in occupancies in Group I-3 as provided for in 408.3.6 are not required to be 
enclosed . 
7. Means of egress stairways as required by 410.5.4 are not required to be enclosed. 
8. In other than occupancy Groups H and I, a maximum of 50 percent of egress stairways 
serving one adjacent floor are not required to be enclosed, provided at least two means of 
egress are provided from both floors served by the unenclosed stairways. Any two such 
interconnected floors shall not be open to other floors. 
 
1005.3.6 Exterior exit stairways. Exterior exit stairways serving as an element of a 
required means of egress shall comply with 1005.3.6.1through 1005.3.6.5. 
EXCEPTION: Exterior exit stairways for outdoor stadiums complying with 1005.3.2, 
Exception 2. 
 
1005.3.6.1 Use in a means of egress. Exterior exit stairways shall not be used as an 
element of a required means of egress for occupancies in Group I-2. For occupancies in 
other than Group I-2, exterior exit stairways shall be permitted as an element of a 
required means of egress for buildings not exceeding six stories or 75 feet (22 860 mm) 
in height. 



1005.3.6.2 Open side. Exterior exit stairways serving as an element of a required means 
of egress shall be open on at least one side. An open side shall have a minimum of 35 
square feet (3.3 m^2) of aggregate open area adjacent to each floor level and the level of 
each intermediate landing. The required open area shall be located not less than 42 inches 
(1067 mm) above the adjacent floor or landing level. 
 
1005.3.6.3 Side yards. The open areas adjoining exterior exit stairways shall be either 
yards, courts, or public ways; the remaining sides are permitted to be enclosed by the 
exterior walls of the building. 
 
1005.3.6.4 Location. Exterior stairways shall be located in accordance with 1006.2.2. 
 
1005.3.6.5 Exterior stairway protection. Exterior exit stairs shall be separated from the 
interior of the building as required in 1005.3.2. Openings shall be limited to those 
necessary for egress from normally occupied spaces. 
EXCEPTIONS: 
1. Separation from the interior of the building is not required for occupancies, other than 
those in Group R-1 or R-2, in buildings that are no more than two stories above grade 
where the level of exit discharge is the first story above grade. 
2. Separation from the interior of the building is not required where the exterior stairway 
is served by an exterior balcony that connects two remote exterior stairways or other 
approved exits, with a perimeter that is not less than 50 percent open. To be considered 
open, the opening shall be a minimum of 50 percent of the height of the enclosing wall, 
with the top of the openings no less than 7 feet (2134 mm) above the top of the balcony. 
3. Separation from the interior of the building is not required for an exterior stairway 
located in a building or structure that is permitted to have unenclosed interior stairways in 
accordance with 1005.3.2. 
4. Separation from the interior of the building is not required for exterior stairways 
connected to open-ended corridors, provided that: 
 4.1. The building, including corridors and stairs, shall be equipped throughout 

with an automatic sprinkler system in accordance with 903.3.1.1 or 903.3.1.2. 
 4.2. The open-ended corridors comply with 1004.3.2. 
 4.3. The open-ended corridors are connected on each end to an exterior exit 

stairway complying with 1005.3.6. 
 4.4. At any location in an open-ended corridor where a change of direction 

exceeding 45 degrees (0.79 rad) occurs, a clear opening of not less than 35 square 
feet (3.3 m^2) or an exterior stairway shall be provided. Where clear openings are 
provided, they shall be located so as to minimize the accumulation of smoke or 
toxic gases. 

 



 
SECTION 1008 ASSEMBLY  
 
1008.1 Assembly main exit. Group A occupancies that have an occupant load of greater 
than 300 shall be provided with a main exit. The main exit shall be of sufficient width to 
accommodate not less than one-half of the occupant load, but such width shall not be less 
than the total required width of all means of egress leading to the exit. Where the building 
is classified as a Group A occupancy, the main exit shall front on at least one street or an 
unoccupied space of not less than 10 feet (3048 mm) in width that adjoins a street or 
public way. 
EXCEPTION: In assembly occupancies where there is no well-defined main exit or 
where multiple main exits are provided, exits shall be permitted to be distributed around 
the perimeter of the building provided that the total width of egress is not less than 100 
percent of the required width. 
 
1008.2 Assembly other exits. In addition to having access to a main exit, each level of 
an occupancy in Group A having an occupant load of greater than 300 shall be provided 
with additional exits that shall provide an egress capacity for at least one-half of the total 
occupant load served by that level and comply with 1004.2.2. 
EXCEPTION: In assembly occupancies where there is no well-defined main exit or 
where multiple main exits are provided, exits shall be permitted to be distributed around 
the perimeter of the building provided that the total width of egress is not less than 100 
percent of the required width. 
 
1008.3 Foyers and lobbies. In theaters and similar Group A occupancies, where persons 
are admitted to the building at times when seats are not available and are allowed to wait 
in a lobby or similar space, such use of lobby or similar space shall not encroach upon the 
required clear width of the means of egress. Such waiting areas shall be separated from 
the required means of egress by substantial permanent partitions or by fixed rigid railings 
not less than 42 inches (1067 mm) high. Such foyer, if not directly connected to a public 
street by all the main entrances or exits, shall have a straight and unobstructed corridor or 
passage to every such main entrance and exit. 
 
1008.4 Interior balcony and gallery means of egress. For balconies or galleries having 
a seating capacity of over 50 located in Group A occupancies, at least two means of 
egress shall be provided, one from each side of every balcony or gallery, with at least one 
leading directly to an exit. 
 
1008.4.1 Enclosure of balcony openings. Interior stairways and other vertical openings 
shall be enclosed in a vertical exit enclosure as provided in 1005.3.2, except that 
stairways are permitted to be open between the balcony and the main assembly floor in 
occupancies such as theaters, churches and auditoriums. 



1008.5 Width of means of egress for assembly. The clear width of aisles and other 
means of egress shall comply with 1008.5.1 where smoke-protected seating is not 
provided and with 1008.5.2 or 1008.5.3 where smoke-protected seating is provided. The 
clear width shall be measured to walls, edges of seating and tread edges except for 
permitted projections. 
 
1008.5.1 Without smoke protection. The clear width of the means of egress shall 
provide sufficient capacity in accordance with all of the following, as applicable: 
1. At least 0.3 inch (7.6 mm) of width for each occupant served shall be provided on 
stairs having risers heights 7 inches (178 mm) or less and tread depths 11 inches (279 
mm) or greater, measured horizontally between tread nosing. 
2. At least 0.005 inch (0.127 mm) of additional stair width for each occupant shall be 
provided for each 0.10 inch (2.5 mm) of riser height above 7 inches (178 mm). 
3. Where egress requires stair descent, at least 0.075 inch (1.9 mm) of additional width 
for each occupant shall be provided on those portions of stair width having no handrail 
within a horizontal distance of 30 inches (762 mm). 
4. Ramped means of egress, where slopes are steeper than one unit vertical in 12 units 
horizontal (8-percent slope), shall have at least 0.22 inch (5.6 mm) of clear width for each 
occupant served. Level or ramped means of egress, where slopes are not steeper than one 
unit vertical in 12 units horizontal (8-percent slope), shall have at least 0.20 inch (5.1 
mm) of clear width for each occupant served. 



 
1008.5.2 Smoke-protected seating. The clear width of the means of egress for smoke-
protected assembly seating shall be not less than the occupant load served by the egress 
element multiplied by the appropriate factor in Table 1008.5.2. The total number of seats 
specified shall be those within a single assembly space and exposed to the same smoke-
protected environment. Interpolation is permitted between the specific values shown. A 
Life Safety Evaluation, complying with NFPA 101, shall be done for a facility utilizing 
the reduced width requirements of Table 1008.5.2 for smoke-protected assembly seating. 
 
TABLE 1008.5.2 WIDTH OF AISLES FOR SMOKE-PROTECTED ASSEMBLY 

INCHES OF CLEAR WIDTH PER SEAT SERVED 
TOTAL  Stairs   

NUMBER OF Stairs and and aisle   
SEATS IN THE aisle steps steps Passaeeways, Ramps 

SMOKE- with without doorways and steeper 
PROTECTED handrails handrails ramps not than 1 
ASSEMBLY within 30 within 30 steeper than 1 in 10 

OCCUPANCY inches inches in 10 slope slope 
Equal to or     
less than 0.300 0.375 0.200 0.220 

2,000     
5,000 0.200 0.250 0.150 0.165 

10,000 0.130 0.163 0.100 0.110 

15,000 0.096 0.120 0.070 0.077 

20,000 0.076 0.095 0.056 0.062 

Equal to or     
greater than 0.060 0.075 0.044 0.048 

25,000     
For SI: 1 inch = 25.4 mm.  
 
1008.5.2.1 Smoke control. Means of egress serving a smoke-protected assembly seating 
area shall be provided with a smoke control system complying with 909 or natural 
ventilation designed to maintain the smoke level at least 6 feet (1829 mm) above the floor 
of the means of egress. 
 
1008.5.2.2 Roof height. A smoke-protected assembly seating area with a roof shall have 
the lowest portion of the roof deck not less than 15 feet (4572 mm) above the highest 
aisle or aisle accessway. 
EXCEPTION: A roof canopy in an outdoor stadium shall be permitted to be less than 15 
feet (4572 mm) above the highest aisle or aisle accessway provided that there are no 
objects less than 80 inches (2032 mm) above the highest aisle or aisle accessway. 



1008.5.2.3 Automatic sprinklers. Enclosed areas with walls and ceilings in buildings or 
structures containing smoke-protected assembly seating shall be protected with an 
approved automatic sprinkler system in accordance with 903.3.1.1. 
EXCEPTIONS: 
1. The floor area used for the contest, performance or entertainment provided the roof 
construction is more than 50 feet (15 240 mm) above the floor level and the use is 
restricted to low-fire-hazard uses. 
2. Press boxes and storage facilities less than 1,000 square feet (93 m^2) in area. 
3. Outdoor seating facilities where seating and the means of egress in the seating area are 
essentially open to the outside. 
 
1008.5.3 Width of means of egress for outdoor smoke-protected assembly. The clear 
width in inches (mm) of aisles and other means of egress shall be not less than the total 
occupant load served by the egress element multiplied by 0.08 (2.0 mm) where the egress 
is by aisles and stairs and multiplied by 0.06 (1.52 mm) where egress is by ramps, 
corridors, tunnels or vomitories. 
EXCEPTION: The clear width in inches (mm) of aisles and other means of egress shall 
be permitted to comply with 1008.5.2 for the number of seats in the outdoor smoke-
protected assembly where 1008.5.2 permits less width. 
 
1008.6 Travel distance. Exits and aisles shall be so located that the travel distance to an 
exit door shall not be greater than 200 feet (60 960 mm) measured along the line of travel 
in unsprinklered buildings. Travel distance shall not be more than 250 feet (76 200 mm) 
in sprinklered buildings. Where aisles are provided for seating, the distance shall be 
measured along the aisles and aisle accessway without travel over or on the seats. 
EXCEPTIONS: 
1. Smoke-protected assembly seating: The travel distance from each seat to the nearest 
entrance to a vomitory or concourse shall not exceed 200 feet (60 960 mm). The travel 
distance from the entrance to the vomitory or concourse to a stair, ramp or walk on the 
exterior of the building shall not exceed 200 feet (60 960 mm). 
2. Open-air seating: The travel distance from each seat to the building exterior shall not 
exceed 400 feet (122 m). The travel distance shall not be limited in facilities of Type I or 
II construction. 



1008.7 Assembly aisles are required. Every occupied portion of any occupancy in 
Group A that contains seats, tables, displays, similar fixtures or equipment shall be 
provided with aisles leading to exits or exit access doorways in accordance with this 
section. Aisle accessways for tables and seating shall comply with 1004.3.1.3. 
EXCEPTION: An aisle is not required in seating facilities where all of the following 
conditions exist: 
1. Seats are without backrests. 
2. The rise from row to row does not exceed 6 inches (152 mm) per row. 
3. The row spacing does not exceed 28 inches (711 mm) unless the seat boards and 
footboards are at the same elevation. 
4. The number of rows does not exceed 16 rows in height. 
5. The first seating board is not more than 12 inches (305 mm) above the ground or floor 
below or a cross aisle. 
6. Seat boards have a continuous flat surface. 
7. Seat boards provide a walking surface with a minimum width of 11 inches (279 mm). 
8. Egress from seating is not restricted by rails, guards or other obstructions. 
 
1008.7.1 Minimum aisles width. The minimum clear width of aisles shall be as follows: 
1. Forty-eight inches (1219 mm) for aisle stairs having seating on each side. 
EXCEPTION: Thirty-six inches (914 mm) where aisle does not serve more than 50 seats. 
2. Thirty-six inches (914 mm) for aisle stairs having seating on only one side. 
3. Twenty-three inches (584 mm) between an aisle stair handrail or guard and seating 
where the aisle is subdivided by handrail. 
4. Forty-two inches (1067 mm) for level or ramped aisles having seating on both sides. 
EXCEPTION: Thirty-six inches (914 mm) where aisle does not serve more than 50 seats. 
5. Thirty-six inches (914 mm) for level or ramped aisles having seating on only one side. 
6. Twenty-three inches (584 mm) between an aisle stair handrail and seating where an 
aisle does not serve more than five rows on one side. 
 
1008.7.2 Aisle width. The aisle width shall provide sufficient egress capacity for the 
number of persons accommodated by the catchment area served by the aisle. The 
catchment area served by an aisle is that portion of the total space that is served by that 
section of the aisle. In establishing catchment areas, the assumption shall be made that 
there is a balanced use of all means of egress, with the number of persons in proportion to 
egress capacity. 
 
1008.7.3 Converging aisles. Where aisles converge to form a single path of egress travel, 
the required egress capacity of that path shall not be less than the combined required 
capacity of the converging aisles. 
 
1008.7.4 Uniform width. Those portions of aisles, where egress is possible in either of 
two directions, shall be uniform in required width. 



1008.7.5 Assembly aisle termination. Each end of an aisle shall terminate at cross aisle, 
foyer, doorway, vomitory or concourse having access to an exit. 
EXCEPTIONS: 
1. Dead-end aisles shall not be greater than 20 feet (6096 mm) in length. 
2. Dead-end aisles longer than 20 feet (6096 mm) are permitted where seats beyond the 
20-foot (6096 mm) dead-end aisle are no more than 24 seats from another aisle, measured 
along a row of seats having a minimum clear width of 12 inches (305 mm) plus 0.6 inch 
(15.2 mm) for each additional seat above seven in the row. 
3. For smoke-protected assembly seating, the dead-end aisle length of vertical aisles shall 
not exceed a distance of 21 rows. 
4. For smoke-protected assembly seating, a longer dead-end aisle is permitted where seats 
beyond the 21-row dead-end aisle are not more than 40 seats from another aisle, 
measured along a row of seats having an aisle accessway with a minimum clear width of 
12 inches (305 mm) plus 0.3 inch (7.6 mm) for each additional seat above seven in the 
row. 
 
1008.7.6 Assembly aisle obstructions. There shall be no obstructions in the required 
width of aisles except for handrails as provided in 1008.11. 
 
1008.8 Clear width of aisle accessways serving seating. Where seating rows have 14 or 
fewer seats, the minimum clear aisle accessway width shall not be less than 12 inches 
(305 mm) measured as the clear horizontal distance from the back of the row ahead and 
the nearest projection of the row behind. Where chairs have automatic or self-rising seats, 
the measurement shall be made with seats in the raised position. Where any chair in the 
row does not have an automatic or self-rising seat, the measurements shall be made with 
the seat in the down position. For seats with folding tablet arms, row spacing shall be 
determined with the tablet arm down. 



 
1008.8.1 Dual access. For rows of seating served by aisles or doorways at both ends, 
there shall not be more than 100 seats per row. The minimum clear width of 12 inches 
(305 mm) between rows shall be increased by 0.3 inch (7.6 mm) for every additional seat 
beyond 14 seats, but the minimum clear width is not required to exceed 22 inches (559 
mm). 
EXCEPTION: For smoke-protected assembly seating, the row length limits for a 12-inch-
wide (305 mm) aisle accessway, beyond which the aisle accessway minimum clear width 
shall be increased, are in Table 1008.8.1. 

 
                                                 TABLE 1008.8.1 
  SMOKE-PROTECTED GRANDSTAND  ASSEMBLY AISLE ACCESSWAYS 

MAXIMUM NUMBER OF SEATS PER ROW PERMITTED 
TO HAVE A MINIMUM 12-INCH CLEAR WIDTH AISLE 

ACCESSWAY  
TOTAL NUMBER OF 

SEATS IN THE SMOKE-
PROTECTED 
ASSEMBLY 

OCCUPANCY  

Aisle or doorway 
at both ends of 
row  

Aisle or doorway at one end of row only  

Less than 4,000 14 7 

4,000 15 7 

7,000 16 8 

10,000 17 8 

13,000 18 9 

16,000 19 9 

19,000 20 10 

22,000 and greater 21 11 

 
1008.8.2 Single access. For rows of seating served by an aisle or doorway at only one 
end of the row, the minimum clear width of 12 inches (305 mm) between rows shall be 
increased by 0.6 inch (15.2 mm) for every additional seat beyond seven seats, but the 
minimum clear width is not required to exceed 22 inches (559 mm). The path of egress 
travel, however, shall not exceed 30 feet (9144 mm) from any seat to a point where a 
person has a choice of two paths of egress travel to two exits. Where one of the two paths 
of travel is across the aisle through a row of seats to another aisle, there shall not be more 
than 24 seats between the two aisles; and the minimum clear width between rows for the 
row between the two aisles shall be 12 inches (305 mm) plus 0.6 inch (15.2 mm) for each 
additional seat above seven in the row between aisles. 
EXCEPTION: For smoke-protected assembly seating, the row length limits for a 12-inch-
wide (305 mm) aisle accessway, beyond which the aisle accessway minimum clear width 
shall be increased, are in Table 1008.8.1. 



 
1008.9 Assembly aisle walking surfaces. Aisles with a slope not exceeding one unit 
vertical in eight units horizontal (12.5-percent slope) shall consist of a ramp having a 
slip-resistant walking surface. Aisles with a slope exceeding one unit vertical in eight 
units horizontal (12.5-percent slope) shall consist of a series of risers and treads that 
extend across the full width of aisles and comply with 1008.9.1 through 1008.9.3. 
 
1008.9.1 Treads. Tread depths shall be a minimum of 11 inches (279 mm) and shall have 
dimensional uniformity. 
EXCEPTION: The tolerance between adjacent treads shall not exceed 0.188 inch (4.8 
mm). 
 
1008.9.2 Risers. Where the gradient of aisle stairs is to be the same as the gradient of 
adjoining seating areas, the riser height shall not be less than 4 inches (102 mm) nor more 
than 8 inches (203 mm) and shall be uniform within each flight. 
EXCEPTIONS: 
1. Riser height nonuniformity shall be limited to the extent necessitated by changes in the 
gradient of the adjoining seating area to maintain adequate sightlines. Where 
nonuniformities exceed 0.188 inch (4.8 mm) between adjacent risers, the exact location 
of such nonuniformities shall be indicated with a distinctive marking stripe on each tread 
at the nosing or leading edge adjacent to the nonuniform risers. Such stripe shall be a 
minimum of 1 inch (25.4 mm) wide and a maximum of 2 inches (51 mm) wide. The edge 
marking strip shall be distinctively different from the contrasting marking stripe. 
2. Riser heights not exceeding 9 inches (229 mm) shall be permitted where they are 
necessitated by the slope of the adjacent seating areas to maintain sightlines. 
 
1008.9.3 Tread contrasting marking stripe. A contrasting marking stripe shall be 
provided on each tread at the nosing or leading edge such that the location of each tread 
is readily apparent when viewed in descent. Such stripe shall be a minimum of 1 inch 
(25.4 mm) wide and a maximum of 2 inches (51 mm) wide. 
EXCEPTION: The contrasting marking stripe is permitted to be omitted where tread 
surfaces are such that the location of each tread is readily apparent when viewed in 
descent. 



 
1008.10 Seat stability. In places of assembly, the seats shall be securely fastened to the 
floor. 
EXCEPTIONS: 
1. In places of assembly or portions thereof without ramped or tiered floors for seating 
and with 200 or fewer seats, the seats shall not be required to be fastened to the floor. 
2. In places of assembly or portions thereof with seating at tables and without ramped or 
tiered floors for seating, the seats shall not be required to be fastened to the floor. 
3. In places of assembly or portions thereof without ramped or tiered floors for seating 
and with greater than 200 seats, the seats shall be fastened together in groups of not less 
than three or the seats shall be securely fastened to the floor. 
4. In places of assembly where flexibility of the seating arrangement is an integral part of 
the design and function of the space and seating is on tiered levels, a maximum of 200 
seats shall not be required to be fastened to the floor. Plans showing seating, tiers, and 
aisles shall be submitted for approval. 
5. Groups of seats within a place of assembly separated from other seating by railings, 
guards, partial height walls or similar barriers with level floors and having no more than 
14 seats per group shall not be required to be fastened to the floor. 
6. Seats intended for musicians or other performers and separated by railings, guards, 
partial height walls, or similar barriers shall not be required to be fastened to the floor. 
 
1008.11 Handrails. Ramped aisles having a slope exceeding one unit vertical in 15 units 
horizontal (6.7-percent slope) and aisle stairs shall be provided with handrails located 
either at the side or within the aisle width. 
EXCEPTIONS: 
1. Handrails are not required for ramped aisles having a gradient no greater than one unit 
vertical in eight units horizontal (12.5-percent slope) and seating on both sides. 
2. Handrails are not required if, at the side of the aisle, there is a guard that complies with 
the graspability requirements of handrails. 
 
1008.11.1 Discontinuous handrails. Where there is seating on both sides of the aisle, the 
handrails shall be discontinuous with gaps or breaks at intervals not exceeding five rows 
to facilitate access to seating and to permit crossing from one side of the aisle to the 
other. These gaps or breaks shall have a clear width of at least 22 inches (559 mm) and 
not greater than 36 inches (914 mm), measured horizontally, and the handrail shall have 
rounded terminations or bends. 
 
1008.11.2 Intermediate handrails. Where handrails are provided in the middle of aisle 
stairs, there shall be an additional intermediate handrail located approximately 12 inches 
(305 mm) below the main handrail. 
 
1008.12 Assembly guards. Assembly guards shall comply with 1008.12.1 through 
1008.12.3. 



1008.12.1 Cross aisles. Cross aisles located more than 30 inches (762 mm) above the 
floor or grade below shall have guards in accordance with 1003.2.12.Where an elevation 
change of 30 inches (762 mm) or less occurs between a cross aisle and the adjacent floor 
or grade below, guards not less than 26 inches (660 mm) above the aisle floor shall be 
provided. 
EXCEPTION: Where the backs of seats on the front of the cross aisle project 24 inches 
(610 mm) or more above the adjacent floor of the aisle, a guard need not be provided. 
 
1008.12.2 Sightline-constrained guard heights. Unless subject to the requirements of 
1008.12.3, a fascia or railing system in accordance with the guard requirements of 
1003.2.12 and having a minimum height of 26 inches (660 mm) shall be provided where 
the floor or footboard elevation is more than 30 inches (762 mm) above the floor or grade 
below and the fascia or railing would otherwise interfere with the sightlines of 
immediately adjacent seating. 
 
1008.12.3 Guards at the end of aisles. A fascia or railing system complying with the 
guard requirements of 1003.2.12 shall be provided for the full width of the aisle where 
the foot of the aisle is more than 30 inches (762 mm) above the floor or grade below. The 
fascia or railing shall be a minimum of 36 inches (914 mm) high and shall provide a 
minimum 42 inches (1067 mm) measured diag onally between the top of the rail and the 
nosing of the nearest tread. 
 
1008.13 Bleacher footboards. Bleacher footboards shall be provided for rows of seats 
above the third row or being at such a point where the seating plank is more than 24 
inches (610 mm) above the ground or floor below. Where the same platform is used for 
both seating and footrests, footrests are not required, provided each level or platform is 
not less than 24 inches (610 mm) wide. When projected on a horizontal plane, horizontal 
gaps shall not exceed 0.25 inch (6.4 mm) between footboards and seatboards. At aisles, 
horizontal gaps shall not exceed 0.25 inch (6.4 mm) between footboards. Where 
footboards are more than 30 inches (762 mm) above grade, openings between the seat 
and footboards shall not allow the passage of a sphere greater than 4 inches (102 mm). 
 
1008.14 Bench seating. Where bench seating is used, the number of persons shall be 
based on one person for each 18 inches (457 mm) of length of the bench. 
 



CHAPTER 11  
ACCESSIBILITY  
 
SECTION 1101 GENERAL  
 
1101.1 Scope. The provisions of this chapter shall control the design and construction of 
facilities for accessibility to physically disabled persons.  
 
1101.2 Design. Buildings and facilities shall be designed and constructed to be accessible 
in accordance with this code and ICC/ANSI A117.1.  
 
SECTION 1102 DEFINITIONS  
 
1102.1 General. The following words and terms shall, for the purposes of this chapter 
and as used elsewhere in this code, have the meanings shown herein.  
 
ACCESSIBLE. A site, building, facility or portion thereof that complies with this 
chapter.  
 
ACCESSIBLE ROUTE. A continuous, unobstructed path that complies with this 
chapter.  
 
CIRCULATION PATH. An exterior or interior way of passage from one place to 
another for pedestrians.  
 
DETECTABLE WARNING. A standardized surface feature built in or applied to 
walking surfaces or other elements to warn visually impaired persons of hazards on a 
circulation path.  
 
DWELLING UNIT, TYPE A. A dwelling unit designed and constructed for 
accessibility in accordance with ICC/ANSI A117.1.  
 
DWELLING UNIT, TYPE B. A dwelling unit designed and constructed for 
accessibility in accordance with ICC/ANSI A117.1, intended to be consistent with the 
technical requirements of fair housing required by federal law.  
 
DWELLING UNIT, GROUND FLOOR. A dwelling unit with a primary entrance and 
habitable space at grade.  
 
DWELLING UNIT, MULTISTORY. A dwelling unit with habitable or bathroom 
space located on more than one story.  
 
FACILITY. The entire building or any portion of a building, structure or area, including 
the site on which such building, structure or area is located, wherein specific services are 
provided or activities are performed.  
 



PUBLIC ENTRANCE. An entrance that is not a service entrance.  
 
PUBLIC-USE AREAS. Interior or exterior rooms or spaces that are made available to 
the general public.  
 
SELF-SERVICE STORAGE FACILITY. Real property designed and used for the 
purpose of renting or leasing individual storage spaces to customers for the purpose of 
storing and removing personal property on a self-service basis.  
 
SERVICE ENTRANCE. An entrance intended primarily for delivery of goods or 
services.  
 
SITE. A parcel of land bounded by a property line or a designated portion of a public 
right-of-way.  
 
SLEEPING ACCOMMODATIONS. Rooms in which people sleep, such as dormitory 
and hotel or motel guest rooms or suites.  
 
TECHNICALLY INFEASIBLE. An alteration of a building or a facility that has little 
likelihood of being accomplished because the existing structural conditions require the 
removal or alteration of a loadbearing member that is an essential part of the structural 
frame, or because other existing physical or site constraints prohibit modification or 
addition of elements, spaces or features that are in full and strict compliance with the 
minimum requirements for new construction and which are necessary to provide 
accessibility.  
 
WHEELCHAIR SPACE. Space for a single wheelchair and its occupant.  
 
WHEELCHAIR SPACE CLUSTER. Locations of two or more adjacent wheelchair 
spaces along with companion seating in assembly areas.  
 
SECTION 1103 SCOPING REQUIREMENTS  
 
1103.1 Where required. Buildings and structures, temporary or permanent, including 
their associated sites and facilities, shall be accessible to persons with physical 
disabilities.  
 
1103.2 General exceptions. Sites, buildings, facilities and elements shall be exempt from 
this chapter to the extent specified in this section.  
 
1103.2.1 Specific requirements. Accessibility is not required in buildings and facilities, 
or portions thereof, to the extent permitted by Sections 1104 through 1109.  
 
1103.2.2 Existing buildings. Existing buildings shall comply with Section 3408.  
 



1103.2.3 Work areas. Individual employee work stations are not required to be 
accessible but shall be located on an accessible route.  
 
1103.2.4 Detached dwellings. Detached one- and two-family dwellings and accessory 
structures, and their associated sites and facilities as applicable in Section 101.2, are not 
required to be accessible.  
 
1103.2.5 Utility buildings. Occupancies in Group U are exempt from the requirements of 
this chapter other than the following:  
1. In agricultural buildings, access is required to paved work areas and areas open to the 
general public.  
2. Private garages or carports that contain required accessible parking.  
 
1103.2.6 Construction sites. Structures, sites and equipment directly associated with the 
actual processes of construction including, but not limited to, scaffolding, bridging, 
materials hoists, materials storage, or construction trailers are not required to be 
accessible.  
 
1103.2.7 Raised areas. Raised areas used primarily for purposes of security, life safety, 
or fire safety including, but not limited to, observation galleries, prison guard towers, fire 
towers, or life guard stands are not required to be accessible or to be served by an 
accessible route.  
 
1103.2.8 Limited access spaces. Nonoccupiable spaces accessed only by ladders, 
catwalks, crawl spaces, freight elevators, very narrow passageways, or tunnels are not 
required to be accessible.  
 
1103.2.9 Equipment spaces. Spaces frequented only by personnel for maintenance, 
repair, or monitoring of equipment are not required to be accessible. Such spaces include, 
but are not limited to, elevator pits, elevator penthouses, mechanical, electrical, or 
communications equipment rooms, piping or equipment catwalks, water or sewage 
treatment pump rooms and stations, electric substations and transformer vaults, and 
highway and tunnel utility facilities.  
 
1103.2.10 Single occupant structures. Single occupant structures accessed only by 
passageways below grade or elevated above grade including, but not limited to, toll 
booths that are accessed only by underground tunnels, are not required to be accessible.  
 
1103.2.11 Residential Group R-1. Buildings of Group R- 1 containing not more than 
five rooms for rent or hire that are also occupied as the residence of the proprietor. 



 

 
1103.2.12 Fuel-dispensing systems. Fuel-dispensing devices are not required to be 
accessible.  
 
SECTION 1104 ACCESSIBLE ROUTE  
 
1104.1 Site arrival points. Accessible routes within the site shall be provided from 
public transportation stops, accessible parking and accessible passenger loading zones, 
and public streets or sidewalks to the accessible building entrance served.  
 
1104.2 Within a site. At least one accessible route shall connect accessible buildings, 
accessible facilities, accessible elements, and accessible spaces that are on the same site.  
Exception: An accessible route is not required between accessible facilities that have, as 
the only means of access between them a vehicular way not providing for pedestrian 
access.  
 
1104.3 Connected spaces. When a building, or portion of a building, is required to be 
accessible, an accessible route shall be provided to each portion of the building, to 
accessible building entrances, connecting accessible pedestrian walkways and the public 
way. Where only one accessible route is provided, the accessible route shall not pass 
through kitchens, storage rooms, restrooms, closets or similar spaces.  
Exception: A single accessible route is permitted to pass through a kitchen or storage 
room in an accessible dwelling unit.  
 
1104.4 Multilevel buildings and facilities. At least one accessible route shall connect 
each accessible level, including mezzanines, in multistory buildings and facilities.  
Exceptions:  
1. An accessible route is not required to floors above and below accessible levels that 
have an aggregate area of not more than 3,000 square feet (278.7 m

2
) unless the level 

contains offices of health care providers (Group B or Group I), passenger transportation 
facilities and airports (Group A-3 or Group B) or multiple tenant facilities of Group M.  
2. In Groups A, I, R and S occupancies and care facilities in accordance with Section 
1107.4, levels that do not contain accessible elements or other spaces required by Section 
1107 are not required to be served TABLE 1106.1 by an accessible route from an 
accessible level.  
 
1104.5 Location. Accessible routes shall coincide with or be located in the same area as 
a general circulation path. Where the circulation path is interior, the accessible route shall 
also be interior.  
Exception: Accessible routes from parking garages contained within and serving Type B 
dwelling units are not required to be interior.  



 

 
SECTION 1105 ACCESSIBLE ENTRANCES  
 
1105.1 Required. At least 50 percent but not less than one entrance to each building and 
structure, and each separate tenant space within the building or structure, shall comply 
with the accessible route provisions of this chapter.  
Exceptions:  
1. Entrances to spaces not required to be accessible as provided for in Section 1107.  
2. Loading and service entrances that are not the only entrance to a building or to a tenant 
space.  
 
1105.2 Multiple accessible entrances. Where a building or facility has entrances that 
normally serve accessible parking facilities, transportation facilities, passenger loading 
zones, taxi stands, public streets and sidewalks, tunnels or elevated walkways, or 
accessible interior vertical access, then at least one of the entrances serving each such 
function shall comply with the accessible route provisions of this chapter.  
 
SECTION 1106 PARKING AND PASSENGER LOADING FACILITIES  
 
1106.1 Required. Where parking is provided, accessible parking spaces shall be 
provided in compliance with Table 1106.1 except as required by Sections 1106.2 and 
1106.3.  
 
1106.2 Groups R-2 and R-3. Two percent of parking spaces provided for occupancies in 
Groups R-2 and R-3, which are required to have accessible dwelling units, shall be 
accessible. Where parking is provided within or beneath a building, accessible parking 
spaces shall also be provided within or beneath the building.  
 
1106.3 Rehabilitation facilities and outpatient physical therapy facilities. Twenty 
percent of patient and visitor parking spaces provided at rehabilitation facilities and 
outpatient physical therapy facilities shall be accessible. 
  



 

1106.4 Van spaces. For every eight or fraction of eight accessible parking spaces, at least 
one shall be a van-accessible parking space.  
 

ACCESSIBLE PARKING SPACES 
TOTALPARKING REQUIRED MINIMUM NUMBER OF 

SPACES PROVIDED ACCESSIBLE SPACES 
1 to 25 1 

26 to 50 2 

51 to 75 3 

76 to 100 4 

101 to 150 5 

151 to 200 6 

201 to 300 7 

301 to 400 8 

401 to 500 9 

501 to 1,000 2% of total 

More than 1,000 20 plus one for each 100 over 1,000 
 
1106.5 Location. Accessible parking spaces shall be located on the shortest accessible 
route of travel from adjacent parking to an accessible building entrance. In parking 
facilities that do not serve a particular building, accessible parking spaces shall be located 
on the shortest route to an accessible pedestrian entrance to the parking facility. Where 
buildings have multiple accessible entrances with adjacent parking, accessible parking 
spaces shall be dispersed and located near the accessible entrances.  
Exception: In multilevel parking structures, van-accessible parking spaces are permitted 
on one level.  
 
1106.6 Passenger loading zones. Passenger loading zones shall be designed and 
constructed in accordance with ICC/ANSI A117.1.  
 
1106.6.1 Medical facilities. A passenger loading zone shall be provided at an accessible 
entrance to licensed medical and long-term care facilities where people receive physical 
or medical treatment or care and where the period of stay exceeds 24 hours.  
 
1106.6.2 Valet parking. A passenger loading zone shall be provided at valet parking 
services.  
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